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General sales conditions

SALES CONDITIONS

• This price list replaces and cancels any former one.

• The prices are referred only to the instruments without probe.

• “DIXELL S.r.l.” reserves all rights to modify the characteristics of its instruments, to discontinue the production of any models, as well 
as to change the prices at any time without previous notice.

• No claims will be accepted by “DIXELL S.r.l.” after eight days from receipt of goods.

• Packaging: standard cartons.

• Delivery time: according to the order confirmation.

WARRANTY

• All the instruments are guaranteed for 12 (twelve) months from the manufactured date, which is printed on a label on the back side of 
the instrument.

• The warranty does not cover any damage occurring to the instruments during transport.

• The warranty does not include instrument damage due to improper installation, wrong electric connections differing from those 
indicated in the instructions, negligence or incapacity in servicing, tampering by non- authorised personnel, or any other cause not 
depending on “DIXELL S.r.l.”

• During the warranty period “DIXELL S.r.l.”  will undertake responsibility for repair or replacement of instruments free of charge which 
according to its own unquestionable judgement, prove to be faulty when manufactured. The shipping costs are to be shared between 
the customer (when sending back the instruments) and the supplier (when re-sending the instruments to the customer).

• The warranty automatically expires when the instrument no longer has the identification label.

• The defective instruments must be sent to:

Dixell S.r.l.
Z.I. Via dell’Industria, 27 
32010 Pieve d’Alpago (BL) ITALY
tel. +39 - 0437 - 98 33
fax +39 - 0437 - 989 313
e-mail: dixell@emerson.com

Before sending  back the faulty instruments, Dixell Sales Office MUST be contacted to get the return authorisation. The return 
authorisation number MUST be specified on the documents relative to  returned goods.

• The warranty excludes any claim or indemnity right to profit losses or for moral, material or physical damages deriving from instruments 
manufactured or delivered by “Dixell S.r.l.”



GENERAL PURPOSE REFRIGERATION CONTROLLERS
temperature display THERMOMETERS
LED THERMOMETERS 
Display: 3 digit with D.P. - Max/min temperature log - Range: -40÷110°C/-40÷230°F - Optional display update times (1 or 
3 min) - Back side trimmer - IP65 31x64mm
General purpose refrigeration controllerstemperature displayTHERMOMETERS THERMOMETERS - temperature displayModel Probe inputs Power Supply Price €
XT11S NTC 1,5 m PVC cable included 12Vac/dc 26,25

24Vac/dc 27,60
110Vac 28,05
230Vac 27,60

LED THERMOMETERS 
Display: 3 digit with d.p. - IP65

32x74mm
Model Probe inputs Power Supply Price €

XR100C NTC/PTC 12Vac/dc 38,20
24Vac/dc 43,45
110Vac 42,85
230Vac 42,85

LED CONFIGURABLE INDICATORS
Display: 3½ digit with D.P. - Hot Key  - IP65 - Offset adjustment via keyboard  - TTL Serial output - Buzzer (opt)

32x74mm
Model Probe inputs Power Supply Price €

XA100C NTC/PTC 12Vac/dc 58,75
24Vac/dc 65,05
110Vac 63,35
230Vac 63,35

XA100C NTC/PTC/Pt100/TcK/Tcj/TcS 12Vac/dc 62,95
24Vac/dc 69,20
110Vac 67,60
230Vac 67,60

XA100C 4÷20mA/0÷1V/0÷10V 12Vac/dc 59,05
24Vac/dc 65,35
110Vac 63,75
230Vac 63,75

LED THERMOMETERS 
Display: 3 digit with D.P. - Hot Key - IP65 -  Offset adjustment via keyboard - Temperature alarm

32x74mm
Model Probe inputs Power Supply Price €

XT11CX NTC/PTC 110, 230Vac 42,85
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
THERMOMETERS temperature display

p

HOW TO ORDER - XT11S

X T 1 1 S  - A B C 0 N

A B C
Power Supply Measurement unit Display update delay

0= 12Vac/dc 0= °C integer 0= No delay
1= 24Vac/dc 1= °F integer 1= 1min
4= 110Vac 2= °C decimal point 2= 3min
5= 230Vac

HOW TO ORDER - XR100C

X R 1 0 0 C  - A B 0 D 0

A B D
Power Supply Inputs Measurement unit

0= 12Vac/dc 0= PTC C= °C
1= 24Vac/dc N= NTC F= °F
4= 110Vac
5= 230Vac

HOW TO ORDER - XA100C

X A 1 0 0 C  - A B 0 D U

A B D
Power Supply Measurement unit Inputs

0= 12Vac/dc C= °C P= PTC (NTC)
1= 24Vac/dc F= °F T= PTC (NTC, Pt100, TcJ, TcK, TcS)
4= 110Vac B= bar A= 4÷20mA, 0÷1V, 0÷10V
5= 230Vac P= psi B= PP07 (-0.5÷7bar)

H= %RH C= PP30 (0÷30bar)
N= No Measurement unit D= PP11 (-0.5÷11bar)

H= XH10/20P

HOW TO ORDER - XT11CX

X T 1 1 C X  - A B C D 0

A B C D
Power Supply Inputs Display update delay Measurement unit

4= 110Vac P= PTC 0= No delay C= °C
5= 230Vac N= NTC 1= 1 min F= °F

2= 3 min
age 6 Price List - May 2014 dIXEL



GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications PRIME CX
THERMOSTATS
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - TTL Serial output - Remote display output 
(opt, excludes TTL) - Buzzer (opt) 32x74mm
NT and LT applicationsPRIME CX PRIME CX - NT and LT applicationsModel Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR10CX 2 x NTC/PTC comp 8A 1 x configurable 12Vac/dc 39,30

24Vac/dc 44,30
24, 110, 230Vac 43,80
9÷40Vdc 47,80

XR10CX 2 x NTC/PTC comp 20A 1 x configurable 12Vac/dc 40,30
24Vac/dc 45,30
24, 110, 230Vac 44,80

’OFF CYCLE’ DEFROST CONTROLLERS
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - TTL Serial output - Remote 
display output (opt, excludes TTL) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR20CX 2 x NTC/PTC comp 8A 1 x configurable 12Vac/dc 39,30

24Vac/dc 44,30
24, 110, 230Vac 43,80
9÷40Vdc 47,80

XR20CX 2 x NTC/PTC comp 20A 1 x configurable 12Vac/dc 40,30
24Vac/dc 45,30
24, 110, 230Vac 44,80

CONTROLLERS FOR NT - LT WITH RTC
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - TTL Serial output - Remote 
display output (opt, excludes TTL) - RTC (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR30CX 2 x NTC/PTC comp 8A, light/alarm 8A 1 x configurable 12Vac/dc 45,20

24Vac/dc 50,20
24, 110, 230Vac 49,70
9÷40Vdc 53,70

XR30CX 2 x NTC/PTC comp 20A, light/alarm 8A 1 x configurable 12Vac/dc 46,20
24Vac/dc 51,20
24, 110, 230Vac 50,70

CONTROLLERS FOR NT - LT WITH RTC AND RS485
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Remote display output - 
RS485 output - RTC (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR35CX 3 x NTC/Pt1000 comp 8A, light/alarm 8A 2 x configurable 110, 230Vac 65,85
XR35CX 3 x NTC/Pt1000 comp 16A, light/alarm 8A 2 x configurable 110, 230Vac 66,85

CONTROLLERS FOR NT - LT
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - TTL Serial output - Remote 
display output (opt, excludes TTL) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR36CX 3 x NTC/PTC comp 8A, therm 2 8A 1 x configurable 12Vac/dc 45,20

24Vac/dc 50,20
24, 110, 230Vac 49,70
9÷40Vdc 53,70

XR36CX 3 x NTC/PTC comp 20A, therm 2 8A 1 x configurable 12Vac/dc 46,20
24Vac/dc 51,20
24, 110, 230Vac 50,70
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
PRIME CX NT and LT applications

p

XR40CX 3 x NTC/PTC comp 8A, def 8A 1 x configurable 12Vac/dc 45,20
24Vac/dc 50,20
24, 110, 230Vac 49,70
9÷40Vdc 53,70

XR40CX 3 x NTC/PTC comp 20A, def 8A 1 x configurable 12Vac/dc 46,20
24Vac/dc 51,20
24, 110, 230Vac 50,70

CONTROLLERS FOR NT - LT
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - TTL Serial output - Remote 
display output (opt, excludes TTL) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR50CX 3 x NTC/PTC comp 8A, def 8A, light/alarm 

8A
1 x configurable 12Vac/dc 50,90

24Vac/dc 55,90
24, 110, 230Vac 55,40
9÷40Vdc 59,40

XR50CX 3 x NTC/PTC comp 16A, def 8A, light/alarm 
8A

1 x configurable 12Vac/dc 51,90
24Vac/dc 56,90
24, 110, 230Vac 56,40

XR50CX 3 x NTC/PTC comp 20A, def 8A, light/alarm 
5A

1 x configurable 24, 110, 230Vac 57,60

XR56CX 3 x NTC/PTC comp 8A, light/alarm 8A, 
therm 2 8A

1 x configurable 12Vac/dc 50,90
24Vac/dc 55,90
24, 110, 230Vac 55,40
9÷40Vdc 59,40

XR56CX 3 x NTC/PTC comp 16A, light/alarm 8A, 
therm 2 8A

1 x configurable 12Vac/dc 51,90
24Vac/dc 56,90
24, 110, 230Vac 56,40

XR56CX 3 x NTC/PTC comp 20A, light/alarm 5A, 
therm 2 8A

1 x configurable 24, 110, 230Vac 57,60

XR60CX 3 x NTC/PTC comp 8A, def 8A, fans 8A 1 x configurable 12Vac/dc 50,90
24Vac/dc 55,90
24, 110, 230Vac 55,40
9÷40Vdc 59,40

XR60CX 3 x NTC/PTC comp 16A, def 8A, fans 8A 1 x configurable 12Vac/dc 51,90
24Vac/dc 56,90
24, 110, 230Vac 56,40

XR60CX 3 x NTC/PTC comp 20A, def 8A, fans 5A 1 x configurable 24, 110, 230Vac 57,60
XR64CX 4 x NTC/PTC comp 8A, def 8A, def 2 8A, 

fans 5A
24, 110, 230Vac 62,70

XR64CX 4 x NTC/PTC comp 16A, def 8A, def 2 8A, 
fans 5A

24, 110, 230Vac 63,70

XR64CX 4 x NTC/PTC comp 16A, def 16A, def 2 16A, 
fans 16A

12Vac/dc 63,70

CONTROLLERS FOR NT - LT WITH RTC
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - TTL Serial output - Remote 
display output (opt, excludes TTL) - RTC (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR70CX 3 x NTC/PTC comp 8A, def 8A, fans 5A, 

light/alarm 8A
1 x configurable 24, 110, 230Vac 62,70

XR70CX 3 x NTC/PTC comp 16A, def 8A, fans 5A, 
light/alarm 8A

1 x configurable 24, 110, 230Vac 63,70

XR70CX 3 x NTC/PTC comp 16A, def 16A, fans 16A, 
light/alarm 16A

1 x configurable 12Vac/dc 63,70

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications PRIME CX
CONTROLLERS FOR NT - LT
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - TTL Serial output - Remote 
display output (opt, excludes TTL) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR71CX 3 x NTC/PTC comp 8A, def 8A, fans 5A, 

heater 8A
1 x configurable 24, 110, 230Vac 62,70

XR71CX 3 x NTC/PTC comp 16A, def 8A, fans 5A, 
heater 8A

1 x configurable 24, 110, 230Vac 63,70

XR71CX 3 x NTC/PTC comp 16A, def 16A, fans 16A, 
heater 16A

1 x configurable 12Vac/dc 63,70

XR72CX 3 x NTC/PTC comp 8A, comp 2 8A, def 8A, 
fans 5A

1 x configurable 24, 110, 230Vac 62,70

XR72CX 3 x NTC/PTC comp 16A, comp 2 8A, def 8A, 
fans 5A

1 x configurable 24, 110, 230Vac 63,70

XR72CX 3 x NTC/PTC comp 16A, comp 2 16A, def 
16A, fans 16A

1 x configurable 12Vac/dc 63,70

CONTROLLERS FOR NT - LT WITH RTC AND RS485
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Remote display output - 
RS485 output - RTC (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR75CX 3 x NTC/Pt1000 comp 8A, def 8A, fans 5A, 

light/alarm 8A
2 x configurable 110, 230Vac 78,85

XR75CX 3 x NTC/Pt1000 comp 16A, def 8A, fans 5A, 
light/alarm 8A

2 x configurable 110, 230Vac 79,85

CONTROLLERS FOR NT - LT WITH RTC AND RS485
Display: 3 digit + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Remote display output - 
RS485 output - Relays with separated common lines - RTC (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR77CX 3 x NTC/Pt1000 comp 8A, def 16A, fans 5A, 

light/alarm 7A
2 x configurable 12Vac/dc 74,35

24Vac/dc 79,35
110, 230Vac 78,85

XR77CX 3 x NTC/Pt1000 comp 16A, def 16A, fans 5A, 
light/alarm 7A

2 x configurable 12Vac/dc 75,35
24Vac/dc 80,35
110, 230Vac 79,85

DIGITAL CONTROLLER FOR MILK COOLING AND STORAGE SYSTEM AND FOR REFRIGERATED AIR 
DRYERS
Display: 3 digit with D.P. - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - TTL serial output - Relays 
with separated common lines - Buzzer (opt) 

32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XR80CX 1 x NTC/PTC comp 8A, agitator 8A 1 x configurable 12Vac/dc

110, 230Vac
48,20

XR80CX 1 x NTC/PTC comp 20A, agitator 8A 1 x configurable 12Vac/dc
110, 230Vac

49,20

UNIVERSAL CONTROLLER FOR NT - LT AND HEATING APPLICATIONS WITH DUAL EVAPORATOR 
CONTROL - 7 PRE-SET MAPS
Display: 3 digit + icons - Hot Key - IP65 - Keypad lock - Manual defrost - Dual power supply on board - Buzzer 32x74mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
UNIV-R4 3 x NTC/PTC comp 8A, def 8A, fans 7A, 

light/alarm 8A
2 x configurable 12Vac/dc, 230Vac 83,50

OPTIONS
Name Description / Available for models Surcharge €

Buzzer Not for models with 4x16A relay 3,15
X-REP output Remote display output excludes TTL output. On board for XR35CX - XR75CX - XR77CX 0,00

@

@
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
PRIME CX NT and LT applications

p

RTC XR30CX - XR35CX - XR70CX - XR75CX - XR77CX 13,15

ACCESSORIES
Model Description Price €

MDP/CX Plastic protection against dripping on terminal blocks 1,40
FA/CX Frame adapter from L to CX format (bulk packing 10 pieces) 30,00
FA/CX Frame adapter from L to CX format (bulk packing 100 pieces) 280,00
CXLS-R Red light switch 16 (4)A/250Vac for FA/CX 2,40
CXLS-Y Yellow light switch 16 (4)A/250Vac for FA/CX 2,40
CXLS-G Green light switch 16 (4)A/250Vac for FA/CX 2,40
X-REP Remote display (power supply from controller) 21,90
CAB 51F Multipolar connector for X-REP 1m 3,15
CAB 52F Multipolar connector for X-REP 2m 3,70
CAB 55F Multipolar connector for X-REP 5m 5,25
XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - PRIME CX

X R C X  - A B C D E

A B C D E
Power Supply Inputs Buzzer REP output 

(excludes TTL 
output)

Measurement unit RTC (only 
XR30/70CX)

Compressor 
output

Connections

0= 12Vac/dc P= PTC 0 No No C °C No 0 8A screw
1= 24Vac/dc N= NTC 1 Yes No F °F No 1 20A screw
2= 24Vac 2 No Yes H °C Heating (only XR10CX) No 3 16A screw
3= 9÷40Vdc 3 Yes Yes L °F Heating (only XR10CX) No 6 8A faston
4= 110Vac I °C (only XR30/70CX) Supercap 7 20A faston
5= 230Vac M °F (only XR30/70CX) Supercap 8 16A faston

HOW TO ORDER - XR35/75/77CX

X R C X  - A B C D E

A B C D E
Power Supply Inputs Buzzer Measurement unit RTC Compressor output

0= 12Vac/dc N= NTC 6= No C °C No 0= 8A
1= 24Vac/dc S= Pt1000 7= Yes F °F No 3= 16A
4= 110Vac I °C Supercap
5= 230Vac M °F Supercap

HOW TO ORDER - XR80CX

X R 8 0 C X  - A B C D E

A B C D E
Power Supply Inputs Buzzer Measurement unit Compressor output

0= 12Vac/dc P= PTC 0= No C= °C 0= 8A 
4= 110Vac N= NTC 1= Yes F= °F 1= 20A
5= 230Vac

OPTIONS
Name Description / Available for models Surcharge €
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications PRIME CX
HOW TO ORDER - UNIVERSAL-R

U N I V  - R 4  - 6 B 1 D 0

B D
Inputs Measurement unit

P= PTC C °C
N= NTC F °F
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications PRIME D
THERMOSTATS
Display: 3 digit with D.P. - Max/min temperature log - Hot Key - Compressor safety - Keypad lock - HACCP function - 
Buzzer (opt) 4 DIN Rail
PRIME D PRIME D - NT and LT applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XR10D NTC/PTC comp 8A 1 x configurable 24, 110, 230Vac 64,00
XR10D NTC/PTC comp 20A 1 x configurable 24, 110, 230Vac 65,30

’OFF CYCLE’ DEFROST CONTROLLERS
Display: 3 digit with D.P. - Hot Key - Compressor safety - Keypad lock - Manual defrost - HACCP function - Buzzer (opt)

4 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XR20D NTC/PTC comp 8A 1 x configurable 24, 110, 230Vac 64,00
XR20D NTC/PTC comp 20A 1 x configurable 24, 110, 230Vac 65,30

CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Hot Key - Compressor safety - Keypad lock - Manual defrost - HACCP function - Buzzer (opt)

4 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XR30D NTC/PTC comp 8A, aux 8A 1 x configurable 24, 110, 230Vac 72,15
XR30D NTC/PTC comp 20A, aux 8A 1 x configurable 24, 110, 230Vac 74,70
XR40D 2 x NTC/PTC comp 8A, def 8A 1 x configurable 24, 110, 230Vac 72,15
XR40D 2 x NTC/PTC comp 20A, def 8A 1 x configurable 24, 110, 230Vac 74,70

CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Hot Key - Compressor safety - Keypad lock - Manual defrost - HACCP function - Buzzer (opt)

4 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XR60D 2 x NTC/PTC comp 8A, def 8A, fans 8A 1 x configurable 24, 110, 230Vac 78,70
XR60D 2 x NTC/PTC comp 20A, def 8A, fans 8A 1 x configurable 24, 110, 230Vac 81,45
XR70D 2 x NTC/PTC comp 8A, def 8A, fans 8A, 

alarm 8A
1 x configurable 24, 110, 230Vac 84,40

XR70D 2 x NTC/PTC comp 20A, def 8A, fans 8A, 
alarm 8A

1 x configurable 24, 110, 230Vac 85,00

MILK TANK CONTROLLERS
Display: 3 digit with D.P. - Hot Key - Compressor safety - Keypad lock - Manual start of agitator cycle - Min/max functions 
- Buzzer (opt) 4 DIN Rail

Model Probe inputs Relay outputs Power Supply Price €
XR80D NTC/PTC comp 8A, agitator 8A 24, 110, 230Vac 81,55
XR80D NTC/PTC comp 20A, agitator 8A 24, 110, 230Vac 84,40

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15

ACCESSORIES
Model Description Price €

HOT KEY Hot Key for parameters programming 5,25
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
PRIME D NT and LT applications

p

HOW TO ORDER - PRIME D

X R D  - A B C D E

A B C D E
Power Supply Inputs Buzzer Measurement unit Compressor output 

2= 24Vac P= PTC 0= No C= °C 0= 8A 
4= 110Vac N= NTC 1= Yes F= °F 1= 20A
5= 230Vac H= °C Heating (only for XR10D)

L= °F Heating (only for XR10D)
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - RS485 output XR100/500
THERMOSTATS
Display: 3 digit with D.P. - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Buzzer

32x74mm
NT and LT applications - RS485 outputXR100/500 XR100/500 - NT and LT applications - RS485 outputModel Probe inputs Relay outputs Digital input Power Supply Price €
XR110C NTC/PTC comp 8A 1 x configurable 12Vac/dc 58,35

24Vac/dc 63,80
110, 230Vac 64,55

XR110C NTC/PTC comp 20A 1 x configurable 12Vac/dc 59,45
24Vac/dc 64,85

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS WITH RS485 OUTPUT
Display: 3 digit with D.P. - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Fast 
Freezing Cycle - Buzzer - Fans speed control output (opt) - Remote display output (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR120C NTC/PTC comp 8A 1 x configurable 12Vac/dc 58,35

24Vac/dc 63,80
110, 230Vac 64,55

XR120C NTC/PTC comp 20A 1 x configurable 12Vac/dc 59,45
24Vac/dc 64,85

MULTIFUNCTION CONTROLLERS WITH RS485 FOR NT - LT
Display: 3 digit with D.P. - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Fast 
Freezing Cycle - Buzzer - Fans speed control output (opt) - Remote display output (opt) - 4÷20mA Analog output (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR130C 2 x NTC/PTC comp 8A, alarm 8A 1 x conf, 1 x door switch 12Vac/dc 72,10

24Vac/dc 77,55
XR140C 3 x NTC/PTC comp 8A, def 8A 1 x conf, 1 x door switch 12Vac/dc 72,35

24Vac/dc 77,75

MULTIFUNCTION CONTROLLERS WITH RS485 FOR NT - LT
Display: 3 digit with D.P. - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Fast 
freezing cycle - Buzzer - Fans speed control output (opt) - Remote display output (opt) - 4÷20mA Analog output (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR150C 3 x NTC/PTC comp 8A, def 8A, alarm 8A 1 x conf, 1 x door switch 12Vac/dc 79,05

24Vac/dc 84,45
XR160C 3 x NTC/PTC comp 8A, def 8A, fans 8A 1 x conf, 1 x door switch 12Vac/dc 79,05

24Vac/dc 84,45
XR170C 3 x NTC/PTC comp 8A, def 8A, fans 8A, 

alarm 8A
1 x conf, 1 x door switch 12Vac/dc 83,80

24Vac/dc 89,15
XR172C 3 x NTC/PTC comp 16/20A depends on 

XR40SL, def 16A, fans 8A, 
alarm 8A

1 x conf, 1 x door switch from XR40SL 64,60

MULTIFUNCTION CONTROLLERS WITH RS485 AND RTC FOR NT - LT
Display: 3 digit with D.P. - RTC - RS485 output - Hot Key - IP65 - Compr. safety - Keypad lock - Manual defrost - Fast 
freezing cycle - Buzzer - Fans speed control output (opt) - Remote display output (opt ) - 4÷20mA Analog output (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR530C 2 x NTC/PTC comp 8A, alarm 16A 1 x conf, 1 x door switch 12Vac/dc 89,45

24Vac/dc 94,80

MULTIFUNCTION CONTROLLERS WITH RS485 AND RTC FOR NT - LT
Display: 3 digit with D.P. - RTC - RS485 output - Hot Key - IP65 - Compr. safety - Keypad lock - Manual defrost - Fast 
freezing cycle - Buzzer - Fans speed control output (opt) - Remote display output (opt) - 4÷20mA Analog output (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR570C 3 x NTC/PTC comp 8A, def 8A, fans 8A, 

alarm 8A
1 x conf, 1 x door switch 12Vac/dc 101,05

24Vac/dc 106,50
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
XR100/500 NT and LT applications - RS485 output

p

XR572C 3 x NTC/PTC comp 16/20A depends on 
XR40SL, def 16A, fans 8A, 
alarm 8A

1 x conf, 1 x door switch from XR40SL 81,90

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS WITH RS485 OUTPUT
Display: 3 digit with D.P. - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Fast 
freezing cycle - Buzzer 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR120D 2 x NTC/PTC comp 8A 1 x conf, 1 x door switch 110, 230Vac 81,05

MULTIFUNCTION CONTROLLERS WITH RS485 FOR NT - LT
Display: 3 digit with D.P. - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Fast 
freezing cycle - Buzzer 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR130D 2 x NTC/PTC comp 8A, alarm 16A 1 x conf, 1 x door switch 110, 230Vac 84,80
XR140D 3 x NTC/PTC comp 8A, def 8A 1 x conf, 1 x door switch 110, 230Vac 87,50

MULTIFUNCTION CONTROLLERS WITH RS485 FOR NT - LT
Display: 3 digit with D.P. - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Fast 
freezing cycle - Buzzer 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR160D 3 x NTC/PTC comp 8A, def 8A, fans 8A 1 x conf, 1 x door switch 110, 230Vac 90,75
XR170D 3 x NTC/PTC comp 8A, def 8A, fans 8A, 

alarm 16A
1 x conf, 1 x door switch 110, 230Vac 93,45

MULTIFUNCTION CONTROLLERS WITH RS485 AND RTC FOR NT - LT
Display: 3 digit with D.P. - RTC - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Fast 
freezing cycle - Buzzer 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR530D 2 x NTC/PTC comp 8A, alarm 16A 1 x conf, 1 x door switch 110, 230Vac 102,10
XR563D 3 x NTC/PTC comp 8A, def 8A, fans 8A, 

light 16A
1 x conf, 1 x door switch 110, 230Vac 110,20

MULTIFUNCTION CONTROLLERS WITH RS485 AND RTC FOR NT - LT
Display: 3 digit with D.P. - RTC - RS485 output - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - Fast 
freezing cycle - Buzzer 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR570D 3 x NTC/PTC comp 8A, def 8A, fans 8A, 

alarm 16A
1 x conf, 1 x door switch 110, 230Vac 110,75

OPTIONS
Name Available for models Surcharge €

4÷20mA Analog output XR130C - XR140C - XR150C - XR160C - XR170C - XR172C - XR530C - XR570C - 
XR572C

3,15

X-REP output XR130C - XR140C - XR150C - XR160C - XR170C - XR172C - XR530C - XR570C - 
XR572C

2,75

ACCESSORIES
Model Description / Available for models Power Supply Price €

XR40SL Slave modules and cables for XR172C, XR572C. Comp 20A, def 16A, fans 
8A, alarm 8A

24, 110, 230Vac 45,00

CAB/OS1 Multipolar connector for XR SLAVE 1m 3,45
CAB/OS2 Multipolar connector for XR SLAVE 2m 5,25
X-REP Remote display, for models XR130C - XR140C - XR150C - XR160C - 

XR170C - XR172C - XR530C - XR570C - XR572C
from controller 21,90

Model Probe inputs Relay outputs Digital input Power Supply Price €
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - RS485 output XR100/500
CAB/REP1 Multipolar connector for X-REP 1m 3,15
CAB/REP3 Multipolar connector for X-REP 3m 4,20
CAB/REP5 Multipolar connector for X-REP 5m 5,25
XJ485CX Serial interface TTL - RS485, multipolar connector (20cm) included. For all 

models
from controller 9,00

XRPW500 Power Module for fans, for models XR130C - XR140C - XR150C - XR160C 
- XR170C - XR172C - XR530C - XR570C - XR572C

230Vac 32,80

HOW TO ORDER - XR100/500

X R - A B C D E

HOW TO ORDER - XR40SL

X R 4 0 S L  - A 0 0 0 0

A B C D E
Power Supply Inputs Compressor output Measurement unit Built-in RS485 4÷20mA X-REP

0= 12Vac/dc P= PTC 0= 8A 250Vac
1= 20A 250Vac (only for 
XR110C, XR120C)

C= °C 1 Yes No No
1= 24Vac/dc N= NTC F= °F 2 Yes No Yes
2= 24Vac H= °C Heating (only for XR110C) 3 No Yes No
4= 110Vac L= °F Heating (only for XR110C) 4 No Yes Yes
5= 230Vac K= °C no evap. probe for XR140C 
6= 110/230Vac Y= °F no evap. probe for XR140C 

ACCESSORIES
Model Description / Available for models Power Supply Price €
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
WING L / V NT and LT applications - compact format

p

THERMOSTATS
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial output 
- Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm
NT and LT applications - compact formatWING L / V WING L / V - NT and LT applications - compact formatModel Probe inputs Relay outputs Digital input Power Supply Price €
XW10L 3 x NTC/PTC comp 20A, light 8A 2 x configurable 24, 110, 230Vac 69,80
XW10L 3 x NTC/PTC comp 20A, light 16A 2 x configurable 24, 110, 230Vac 70,80

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial output 
- Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW20L 3 x NTC/PTC comp 20A, light 8A 2 x configurable 24, 110, 230Vac 69,80
XW20L 3 x NTC/PTC comp 20A, light 16A 2 x configurable 24, 110, 230Vac 70,80

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial output 
- Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW40L 4 x NTC/PTC comp 20A, def 8A, light 8A 2 x configurable 24, 110, 230Vac 76,60
XW40L 4 x NTC/PTC comp 20A, def 8A, light 

16A 
2 x configurable 24, 110, 230Vac 79,60

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial output 
- Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60L 4 x NTC/PTC comp 20A, def 8A, fans 8A, 

light 8A 
2 x configurable 24, 110, 230Vac 82,30

XW60L 4 x NTC/PTC comp 20A, def 8A, fans 8A, 
light 16A 

2 x configurable 24, 110, 230Vac 87,30

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial output 
- Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW70L 4 x NTC/PTC comp 20A, def 8A, fans 8A, 

light 8A, aux/therm 2/
alarm/def 2 8A 

2 x configurable 24, 110, 230Vac 92,00

XW70L 4 x NTC/PTC comp 20A, def 8A, fans 8A, 
light 16A, aux/therm 2/
alarm/def 2 8A  

2 x configurable 24, 110, 230Vac 93,00

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial output 
- Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW90L 4 x NTC/PTC comp 20A, def 8A, fans 8A, 

light 8A, aux/alarm 8A, RL6 
config. 8A 

2 x configurable 24, 110, 230Vac 97,70

XW90L 4 x NTC/PTC comp 20A, def 8A, fans 8A, 
light 16A, aux/alarm 8A, 
RL6 config. 8A 

2 x configurable 24, 110, 230Vac 98,70

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS 
Display: 3 digit with D.P. - Depth 50mm - Hot Key - IP65 - Keypad lock - Manual defrost - TTL serial output - Direct load 
connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XW20LS 2 x NTC/PTC comp 20A, light 7A 1 x configurable 24, 110, 230Vac 66,40
age 18 Price List - May 2014 dIXEL



GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - compact format WING L / V
MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Depth 50mm - Hot Key - IP65 - Keypad lock - Manual defrost - TTL serial output - Direct load 
connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XW40LS 2 x NTC/PTC comp 20A, def 7A, light 7A 1 x configurable 24, 110, 230Vac 73,20

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Depth 50mm - Hot Key - IP65 - Keypad lock - Manual defrost - TTL serial output - Direct load 
connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XW60LS 2 x NTC/PTC comp 20A, def 7A, fans 7A 1 x configurable 24, 110, 230Vac 73,20

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS - REDUCED DEPTH
Display: 3 digit with D.P. + icons - Depth 40mm - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - 
TTL Serial output - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW20LR 3 x NTC/PTC comp 20A, light 8A 2 x configurable 110, 230Vac 69,80

MULTIFUNCTION CONTROLLERS FOR NT - LT - REDUCED DEPTH
Display: 3 digit with D.P. + icons - Depth 40mm - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - 
TTL Serial output - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW40LR 3 x NTC/PTC comp 20A, def 8A, light 5A 2 x configurable 110, 230Vac 76,60

MULTIFUNCTION CONTROLLERS FOR NT - LT - REDUCED DEPTH
Display: 3 digit with D.P. + icons - Depth 40mm - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - 
TTL Serial output - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60LR 3 x NTC/PTC comp 20A, def 8A, fans 5A, 

light 5A 
2 x configurable 110, 230Vac 82,30

THERMOSTATS
Display: 3 digit with D.P. - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connections - Fast freezing cycle - 
ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW10V NTC/PTC comp 8A, light 16A 1 x configurable 24, 110, 230Vac 69,80
XW10V NTC/PTC comp 20A, light 16A 1 x configurable 24, 110, 230Vac 72,40

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS 
Display: 3 digit with D.P. - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connections - Fast freezing cycle - 
ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW20V NTC/PTC comp 8A, light 16A 1 x configurable 24, 110, 230Vac 69,80
XW20V NTC/PTC comp 20A, light 16A 1 x configurable 24, 110, 230Vac 72,40

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connections - Fast freezing cycle - 
ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW40V 2 x NTC/PTC comp 8A, def 8A, light 16A 1 x configurable 24, 110, 230Vac 73,80
XW40V 2 x NTC/PTC comp 20A, def 8A, light 

16A 
1 x configurable 24, 110, 230Vac 77,60
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
WING L / V NT and LT applications - compact format

p

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connections - Fast freezing cycle - 
ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60V 2 x NTC/PTC comp 8A, def 8A, fans 8A, 

light 16A 
1 x configurable 24, 110, 230Vac 79,60

XW60V 2 x NTC/PTC comp 20A, def 8A, fans 8A, 
light 16A 

1 x configurable 24, 110, 230Vac 83,20

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS 
Display: 3 digit with D.P. - Depth 40mm - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connections - Fast 
freezing cycle - ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW20VS 2 x NTC/PTC comp 16A, light 16A 1 x configurable 24, 110, 230Vac 68,80

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Depth 40mm - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connections - Fast 
freezing cycle - ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW30VS 2 x NTC/PTC comp 16A, light 16A, alarm 

8A
1 x configurable 24, 110, 230Vac 72,80

XW35VS 2 x NTC/PTC comp 16A, fans 8A, light 8A 1 x configurable 24, 110, 230Vac 72,80
XW40VS 3 x NTC/PTC comp 16A, def 16A, light 

8A
1 x configurable 24, 110, 230Vac 72,80

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Depth 40mm - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connections - Fast 
freezing cycle - ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60VS 3 x NTC/PTC comp 16A, def 16A, fans 

8A
1 x configurable 24, 110, 230Vac 72,80

OPTIONS
Name Description / Available for models Surcharge €

Buzzer XW10L - XW20L - XW40L - XW60L - XW70L - XW90L - XW20LS - XW40LS - 
XW60LS - XW20LR - XW40LR - XW60LR - XW10V - XW20V - XW40V - 
XW60V - XW20VS - XW30VS - XW35VS - XW40VS - XW60VS

3,15

Output for remote display X-REP XW10L - XW20L - XW60L - XW70L - XW90L - XW20LS - XW40LS - XW60LS 3,50
Output for remote display X-REP XW40L 6,00
RTC supercap XW10L - XW20L - XW40L - XW60L - XW70L - XW90L - XW20LS - XW40LS - 

XW60LS - XW20LR - XW40LR - XW60LR
13,15

ACCESSORIES
Model Description / Available for models Price €

PM-WL Fixing system suitable for any metallic flat surface for WING-L INOX and BACK-PANEL controllers with 
polycarbonate

5,80

HOW TO ORDER - WING L

X W L  - A B C D E  - F

A B C D E F
Power supply Inputs Light relay Buzzer RTC Measurement unit X-REP Finishing

2= 24Vac N NTC 8A 0 No No C= °C 0= No N= Standard
R= Back-panel
P= Back-panel 
polycarbonate

4= 110Vac P PTC 8A 1 Si No F= °F 1= Yes
5= 230Vac L NTC 16A 2 No Supercap

M PTC 16A 3 Si Supercap
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - compact format WING L / V
HOW TO ORDER - WING LS

X W L S  - A B C D E  - F

A B C D E F
Power Supply Inputs Buzzer RTC Measurement unit X-REP (excludes TTL 

output)
Finishing

2= 24Vac N= NTC 0 No No C= °C 1= No N= Standard
4= 110Vac P= PTC 1 Yes No F= °F 2= Yes R= Back-panel
5= 230Vac 2 No Supercap P= Back-panel polycarbonate

3 Yes Supercap

HOW TO ORDER - WING LR

X W L R  - A B C D 0  - F

A B C D F
Power Supply Inputs Buzzer RTC Measurement unit Finishing

4= 110Vac N= NTC 0 No No C= °C N= Standard
5= 230Vac P= PTC 1 Yes No F= °F R= Back-panel

2 No Supercap P= Back-panel polycarbonate
3 Yes Supercap

HOW TO ORDER - WING V

X W V  - A B C D E

HOW TO ORDER - WING VS

X W V S  - A B C D 0

A B C D E
Power Supply Inputs Buzzer Measurement unit Compressor output

2= 24Vac N= NTC 0= No C= °C 0= 8A
4= 110Vac P= PTC 1= Yes F= °F 1= 20A
5= 230Vac
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
WING TOUCH LT and NT applications - compact format

p

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS
Display: 3 digit with D.P. + icons - 6 keys - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial 
output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Remote display output 
(opt) - Blue/white display (opt) 185x38mm
LT and NT applications - compact formatWING TOUCH WING TOUCH - LT and NT applications - compact formatModel Probe inputs Relay outputs Digital input Power Supply Price €
XW20LT 4 x NTC/PTC comp 20A, light 8A 2 x configurable 24, 110, 230Vac 94,10

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - 6 keys - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial 
output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Remote display output 
(opt) - Blue/white display (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60LT 4 x NTC/PTC comp 20A, def 16A, fans 

8A, light 8A 
2 x configurable 24, 110, 230Vac 108,80

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - 8 keys - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial 
output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Remote display output 
(opt) - Blue/white display (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW70LT 4 x NTC/PTC comp 20A, def 16A, fans 

8A, light 8A, aux/therm 2/
alarm 8A 

2 x configurable 24, 110, 230Vac 119,60

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - 8 keys - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial 
output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Remote display output 
(opt) - Blue/white display (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW90LT 4 x NTC/PTC comp 20A, def 16A, fans 

8A, light 8A, therm 2/alarm 
8A, aux 8A 

2 x configurable 24, 110, 230Vac 125,30

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS
Display: 3 digit with D.P. - 6 keys - Depth 50mm - Hot Key - IP65 - Keypad lock - Manual defrost - TTL serial output - Direct 
load connections - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Remote display output (opt) - Blue/white 
display (opt)

185x38mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XW20LST 2 x NTC/PTC comp 20A, light 7A 1 x configurable 110, 230Vac 90,70

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - 6 keys - Depth 50mm - Hot Key - IP65 - Keypad lock - Manual defrost - TTL serial output - Direct 
load connections - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Remote display output (opt) - Blue/white 
display (opt)

185x38mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XW40LST 2 x NTC/PTC comp 20A, def 7A, light 7A 1 x configurable 110, 230Vac 99,70

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - 6 keys - Depth 50mm - Hot Key - IP65 - Keypad lock - Manual defrost - TTL serial output - Direct 
load connections - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Remote display output (opt) - Blue/white 
display (opt)

185x38mm

Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €
XW60LST 2 x NTC/PTC comp 20A, def 7A, fans 7A 1 x configurable 24, 110, 230Vac 99,70

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS - REDUCED DEPTH
Display: 3 digit with D.P. + icons - 6 keys - Depth 40mm - Hot Key - IP65 - Compressor safety - Keypad lock - Manual 
defrost  - TTL Serial output - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Blue/white display (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW20LRT 3 x NTC/PTC comp 20A, light 8A 2 x configurable 110, 230Vac 94,10
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
LT and NT applications - compact format WING TOUCH
MULTIFUNCTION CONTROLLERS FOR NT - LT - REDUCED DEPTH
Display: 3 digit with D.P. + icons - 6 keys - Depth 40mm - Hot Key - IP65 - Compressor safety - Keypad lock - Manual 
defrost  - TTL Serial output - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Blue/white display (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW40LRT 3 x NTC/PTC comp 20A, def 8A, light 5A 2 x configurable 110, 230Vac 103,10

MULTIFUNCTION CONTROLLERS FOR NT - LT - REDUCED DEPTH
Display: 3 digit with D.P. + icons - 6 keys - Depth 40mm - Hot Key - IP65 - Compressor safety - Keypad lock - Manual 
defrost  - TTL Serial output - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - Blue/white display (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60LRT 3 x NTC/PTC comp 20A, def 8A, fans 5A, 

light 5A 
2 x configurable 110, 230Vac 108,80

OPTIONS
Name Available for models Surcharge €

Output for remote display X-REP XW20LT - XW60LT - XW70LT - XW90LT - XW20LST - XW40LST - XW60LST 3,50
RTC supercap XW20LT - XW60LT - XW70LT - XW90LT - XW20LST - XW40LST - XW60LST 

- XW20LRT - XW40LRT - XW60LRT
13,15

White display* XW20LT - XW60LT - XW70LT - XW90LT - XW20LST - XW40LST - XW60LST 
- XW20LRT - XW40LRT - XW60LRT

9,50

Blue display* XW20LT - XW60LT - XW70LT - XW90LT - XW20LST - XW40LST - XW60LST 
- XW20LRT - XW40LRT - XW60LRT

5,50

Back-panel assembly XW20LT - XW60LT - XW70LT - XW90LT - XW20LST - XW40LST - XW60LST 
- XW20LRT - XW40LRT - XW60LRT

0,00

* MINIMUM QUANTITY 100 PIECES

ACCESSORIES
Model Description / Available for models Price €

PM-WLT Back-panel mounting bracket. XW20LT - XW60LT - XW70LT - XW90LT - XW20LST - XW40LST - 
XW60LST - XW20LRT - XW40LRT - XW60LRT

5,80

HOW TO ORDER - WING LT (STANDARD)

X W L T  - A B C D E

HOW TO ORDER - WING LT (BACK-PANEL)

X W L T  - A B C D E  - R

A B C D E
Power Supply Inputs RTC Measurement unit Display X-REP

2= 24Vac N= NTC 1= No W °C White 0= No
4= 110Vac P= PTC 3= Supercap Y °F White 1= Yes
5= 230Vac C °C Red

F °F Red
D °C Blue
G °F Blue
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
WING TOUCH LT and NT applications - compact format

p

HOW TO ORDER - WING LST (STANDARD)

X W L S T  - A B C D E

HOW TO ORDER - WING LST (BACK-PANEL)

X W L S T  - A B C D E  - R

A B C D E
Power Supply Inputs RTC Measurement unit Display X-REP (excludes TTL 

output)
4= 110Vac N= NTC 1= No W °C White 1= No
5= 230Vac P= PTC 3= Supercap Y °F White 2= Yes

C °C Red
F °F Red
D °C Blue 
G °F Blue 

HOW TO ORDER - WING LRT (STANDARD)

X W L R T  - A B C D 0

HOW TO ORDER - WING LRT (BACK-PANEL)

X W L R T  - A B C D 0  - R

A B C D
Power Supply Inputs RTC Measurement unit Display

4= 110Vac N= NTC 1= No W °C White
5= 230Vac P= PTC 3= Supercap Y °F White

C °C Red
F °F Red
D °C Blue 
G °F Blue 
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - compact format WING LH
’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS
Display: 3 digit with D.P. + icons - 6 keys - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial 
output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output 
(opt) - Blue/white display (opt) 185x38mm
NT and LT applications - compact formatWING LH WING LH - NT and LT applications - compact formatModel Probe inputs Relay outputs Digital input Power Supply Price €
XW20LH 4 x NTC/PTC comp 20A, light 8A 2 x configurable 110, 230Vac 69,80
XW20LH 4 x NTC/PTC comp 20A, light 16A 2 x configurable 110, 230Vac 70,80

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - 6 keys - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial 
output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output 
(opt) - Blue/white display (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60LH 4 x NTC/PTC comp 20A, def 8A, fans 8A, 

light 8A 
2 x configurable 110, 230Vac 82,30

XW60LH 4 x NTC/PTC comp 20A, def 8A, fans 8A, 
light 16A 

2 x configurable 110, 230Vac 87,30

MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. + icons - 8 keys - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost  - TTL Serial 
output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - Remote display output 
(opt) - Blue/white display (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW90LH 4 x NTC/PTC comp 20A, def 8A, fans 8A, 

light 8A, alarm/AUX 8A, RL 
6 conf. 8A 

2 x configurable 110, 230Vac 97,70

XW90LH 4 x NTC/PTC comp 20A, def 8A, fans 8A, 
light 16A, alarm/AUX 8A, 
RL 6 conf. 8A 

2 x configurable 110, 230Vac 98,70

’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS - REDUCED DEPTH
Display: 3 digit with D.P. + icons - 6 keys - Depth 40mm - Hot Key - IP65 - Compressor safety - Keypad lock - Manual 
defrost  - TTL Serial output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - 
Remote display output (opt) - Blue/white display (opt)

185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW20LRH 3 x NTC/PTC comp 20A, light 8A 2 x configurable 110, 230Vac 69,80

MULTIFUNCTION CONTROLLERS FOR NT - LT - REDUCED DEPTH
Display: 3 digit with D.P. + icons - 6 keys - Depth 40mm - Hot Key - IP65 - Compressor safety - Keypad lock - Manual 
defrost  - TTL Serial output - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer (opt) - RTC (opt) - 
Remote display output (opt) - Blue/white display (opt)

185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60LRH 3 x NTC/PTC comp 20A, def 8A, fans 5A, 

light 5A 
2 x configurable 110, 230Vac 82,30

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15
Output for remote display X-REP XW20LH - XW60LH - XW90LH 3,50
RTC supercap ALL 13,15
White display* ALL 9,50
Blue display* ALL 7,30
Back-panel assembly ALL 0,00

* MINIMUM QUANTITY 100 PIECES

ACCESSORIES
Model Description / Available for models Price €

CXLS-R Red light switch 16(4)A/250Vac 2,40
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
WING LH NT and LT applications - compact format

p

CXLS-Y Yellow light switch 16(4)A/250Vac 2,40
CXLS-G Green light switch 16(4)A/250Vac 2,40
HLS-KIT Frame kit for light switch (bulk packing 100 pieces) 30,00
XJ485CX Serial interface TTL/RS485, power supply from WING Compact, multipolar connector 

(20cm) included
9,00

HOW TO ORDER - WING LH (STANDARD)

X W L H - A B C D E

HOW TO ORDER - WING LH (RETRO-FRONTALE)

X W L H - A B C D E  - R

A B C D E
Power supply Inputs Light relay Buzzer RTC Measurement unit Display X-REP

4= 110Vac N NTC 8A 0 No No W °C White 0= No
5= 230Vac P PTC 8A 1 Yes No Y °F White 1= Yes

L NTC 16A 2 No Supercap C °C Red
M PTC 16A 3 Yes Supercap F °F Red

D °C Blue
G °F Blue

HOW TO ORDER - WING LRH (STANDARD)

X W L R H - A B C D 0

HOW TO ORDER - WING LRH (RETRO-FRONTALE)

X W L R H - A B C D 0  - R

A B C D
Power supply Inputs Buzzer RTC Measurement unit Display

4= 110Vac N= NTC 0 No No W °C White
5= 230Vac P= PTC 1 Yes No Y °F White

2 No Supercap C °C Red
3 Yes Supercap F °F Red

D °C Blue
G °F Blue

ACCESSORIES
Model Description / Available for models Price €
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - split format WING K
’OFF CYCLE’ DEFROST MULTIFUNCTION CONTROLLERS 
Hot Key - Manual defrost - Direct load connections - Fast freezing cycle - RTC (opt) Open board
NT and LT applications - split formatWING K WING K - NT and LT applications - split formatModel Probe inputs Relay outputs Digital input Power Supply Price €
XW20K 3 x NTC/PTC comp 20A, light 16A 1 x configurable 230Vac 42,00

MULTIFUNCTION CONTROLLERS FOR NT - LT
Hot Key - Manual defrost - Direct load connections - Fast freezing cycle - RTC (opt) Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW40K 4 x NTC/PTC comp 20A, def 16A, light 

16A
1 x configurable 230Vac 45,00

MULTIFUNCTION CONTROLLERS FOR NT - LT 
Hot Key - Manual defrost - Direct load connections - Fast freezing cycle - RTC (opt) Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60K 4 x NTC/PTC comp 20A, def 16A, light 

16A, fans 8A
1 x configurable 230Vac 48,00

MULTIFUNCTION CONTROLLERS FOR NT - LT 
Hot Key - Triac output - Manual defrost - Direct load connections - Fast freezing cycle - RTC (opt) Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW70K 4 x NTC/PTC comp 20A, def 16A, light 

16A, fans 8A, triac 2A
2 x configurable 24, 110, 230Vac 63,00

KEYBOARDS
Display: 3 digit with D.P. - 6 Keys - IP65 - Keypad lock - Direct access to functions - ON/OFF function - Buzzer (opt)

185x38mm
Name Available for models Price €

T620 XW20K - XW40K - XW60K - XW70K 50,85

TOUCH KEYBOARDS
Display: 3 digit + icons - 6 Keys - IP65 - Direct access to functions - ON/OFF function - Buzzer - Blue/white display (opt)

185x38mm
Name Available for models Price €

T620T XW20K - XW40K - XW60K - XW70K 78,40

H KEYBOARDS
Display: 3 digit + icons - 6 Keys - IP65 - Direct access to functions - ON/OFF function - Buzzer (opt) - Blue/white display 
(opt) 185x38mm

Name Available for models Price €
T620H XW20K - XW40K - XW60K - XW70K 50,85

KEYBOARDS
Display: 3 digit with D.P. - 6 Keys - IP65 - Keypad lock - Direct access to functions - ON/OFF function - Buzzer (opt)

64x100mm
Name Available for models Price €

V620 XW20K - XW40K - XW60K - XW70K 50,85
VX620 XW20K - XW40K - XW60K - XW70K 51,30

KEYBOARDS
Display: 3 digit + icons - 6 Keys - IP65 - Direct access to functions - ON/OFF function - Buzzer (opt)

32x74mm
Name Available for models Price €

CX620 XW20K - XW40K - XW60K - XW70K 29,50
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
WING K NT and LT applications - split format

p

OPTIONS
Name Description / Available for models Surcharge €

Buzzer T620 - T620H - V620 - VX620 - CX620 3,15
Light relay (neon) XW20K - XW40K - XW60K 2,50
RTC supercap XW20K - XW40K - XW60K - XW70K 13,15
8 DIN case XW20K - XW40K - XW60K 7,40
8 DIN only base XW20K - XW40K - XW60K 4,00
’GS’ housing (225x180mm) XW20K - XW40K - XW60K 12,50
White display* T620T - T620H 9,50
Blue display* T620T 5,50
Blue display* T620H 7,30

* MINIMUM QUANTITY 100 PIECES

ACCESSORIES
Model Description / Available for models Price €

PM-WLT Back-panel mounting bracket. T620T 5,80

HOW TO ORDER - WING K

X W K  - A B C D E

A B C D E
Power Supply Inputs / light relay Housing Measurement unit RTC

2= 24Vac N= NTC 0= Open board ’OS’ C= °C 0= No
4= 110Vac P= PTC 1= Open board + 8DIN base F= °F 2= Supercap
5= 230Vac L= NTC/16A neon 2= 8DIN

M= PTC/16A neon 3= ’GS’ housing (225x180x84mm)

HOW TO ORDER - T/V KEYBOARDS

6 2 0  - A 0 0 D 0

A D
Buzzer Measurement unit

0= No C= °C
1= Yes F= °F

HOW TO ORDER - TOUCH KEYBOARDS (STANDARD)

T 6 2 0 T  - 1 0 0 D 0

HOW TO ORDER - H KEYBOARDS (STANDARD)

T 6 2 0 H  - A 0 0 D 0

HOW TO ORDER - TOUCH KEYBOARDS (BACK-PANEL)

T 6 2 0 T  - 1 0 0 D 0  - R

HOW TO ORDER - H KEYBOARDS (BACK-PANEL)

T 6 2 0 H  - A 0 0 D 0  - R

A D
Buzzer Display

0= No N= Red
1= Yes R= Blu

W= White
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - split format WING K
HOW TO ORDER - VX/CX KEYBOARDS

X 6 2 0  - A 0 0 N 0

A
Buzzer

0= No
1= Yes
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
WING 200/500 NT and LT applications - compact/split format - RS485 output

p

’OFF CYCLE’ DEFROST ADVANCED MULTIFUNCTION CONTROLLERS 
Display: 3 digit with D.P. - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connection - TTL Serial output - 
Fast freezing cycle - ON/OFF function - RS485 output (opt) - Remote display output (opt) - Buzzer 185x38mm
NT and LT applications - compact/split format - RS485 outputWING 200/500 WING 200/500 - NT and LT applications - compact/split format - RS485 outputModel Probe inputs Relay outputs Digital input Power Supply Price €
XW220L 2 x NTC comp 20A, light or neon 16A 1 x conf, 1 x door switch 110, 230Vac 76,55

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT
Display: 3 digit with D.P. - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connection - TTL Serial output - 
Fast freezing cycle - ON/OFF function - RS485 output (opt) - Remote display output (opt) - Buzzer 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW230L 2 x NTC comp 20A, light or neon 

16A, alarm 8A, aux 16A
1 x conf, 1 x door switch 110, 230Vac 93,85

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT - LT
Display: 3 digit with D.P. - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connection - TTL Serial output - 
Fast freezing cycle - ON/OFF function - RS485 output (opt) - Remote display output (opt) - Buzzer 185x38mm

Model Probe inputs Relay outputs Digital input Power supply Price €
XW260L 3 x NTC comp 20A, def 8A, fans 8A, 

light or neon 16A
1 x conf, 1 x door switch 110, 230Vac 91,75

XW263L 2 x NTC comp 8A, def 16A, fans 8A, 
light or neon 16A

1 x conf, 1 x door switch 110, 230Vac 102,55

XW264L 3 x NTC comp 20A, def 8A, def 2 8A, 
fans 8A, on/off 16A, light or 
neon 16A

1 x conf, 1 x door switch 110, 230Vac 104,35

XW270L 3 x NTC comp 20A, def 8A, fans 8A, 
light or neon 16A, alarm 8A, 
aux 16A

1 x conf, 1 x door switch 110, 230Vac 104,35

XW271L 3 x NTC comp 20A, def 8A, fans 8A, 
light or neon 16A, alarm 8A, 
anti-cond heater 16A

1 x conf, 1 x door switch 110, 230Vac 104,35

ADVANCED MULTIFUNCTION CONTROLLERS WITH RTC FOR NT - LT
Display: 3 digit with D.P. - RTC - Hot Key - IP65 - Keypad lock - Manual defrost - Direct load connection - TTL Serial output 
- Fast freezing cycle - ON/OFF function  - Buzzer - RS485 output (opt) - Remote display output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW563L 2 x NTC comp 8A, def 16A, fans 8A, 

light or neon 16A
1 x conf, 1 x door switch 110, 230Vac 116,20

XW570L 3 x NTC comp 20A, def 8A, fans 8A, 
light or neon 16A, alarm 8A, 
aux 16A

1 x conf, 1 x door switch 110, 230Vac 117,95

’OFF CYCLE’ DEFROST ADVANCED MULTIFUNCTION CONTROLLERS 
Hot Key - Compressor safety - TTL Serial output - Fast freezing cycle - RS485 output (opt) Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW220K 2 x NTC comp 20A, light or neon 16A 1 x conf, 1 x door switch 110, 230Vac 60,85

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT
Hot Key - Compressor safety - TTL Serial output - Fast freezing cycle - RS485 output (opt) Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW230K 3 x NTC comp 20A, light or neon 

16A, alarm 8A, aux 16A
1 x conf, 1 x door switch 110, 230Vac 68,70

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT - LT
Hot Key - Compressor safety - TTL Serial output - Fast freezing cycle - RS485 output (opt) Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW260K 3 x NTC comp 20A, def 8A, fans 8A, 

light or neon 16A
1 x conf, 1 x door switch 110, 230Vac 68,70

XW264K 3 x NTC comp 8A, def 8A, def 2 8A, 
fans 8A, on/off 16A, light or 
neon 16A

1 x conf, 1 x door switch 110, 230Vac 80,25
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - compact/split format - RS485 output WING 200/500
XW270K 3 x NTC comp 20A, def 8A, fans 8A, 
light or neon 16A, alarm 8A, 
aux 16A

1 x conf, 1 x door switch 110, 230Vac 80,25

XW271K 3 x NTC comp 20A, def 8A, fans 8A, 
light or neon 16A, alarm 8A, 
anti-cond heater 16A

1 x conf, 1 x door switch 110, 230Vac 80,25

XW272K 3 x NTC comp 20A, comp 2 20A, def 
8A, fans 8A, light or neon 
16A, alarm 8A

1 x conf, 1 x door switch 110, 230Vac 81,30

ADVANCED MULTIFUNCTION CONTROLLERS WITH RTC FOR NT - LT
RTC - Hot Key - Light - Compressor safety - TTL Serial output - Fast freezing cycle - RS485 output (opt) Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW570K 3 x NTC comp 20A, def 8A, fans 8A, 

light or neon 16A, alarm 8A, 
aux 16A

1 x conf, 1 x door switch 110, 230Vac 93,35

KEYBOARD FOR WING 200/500K
Display: 3 digit with D.P. - IP65 - Keypad lock - Direct access to functions - ON/OFF function - Buzzer (opt)

185x38mm
Model Available for models Price €

T620 XW220K - XW260K - XW264K - XW272K 50,85
T820 XW230K - XW270K 53,75
T821 XW271K 53,75
T850 XW570K 55,05

TOUCH KEYBOARDS
Display: 3 digit + icons - IP65 - Direct access to functions - ON/OFF function - Buzzer - Blue/white display (opt)

185x38mm
Model Available for models Price €

T620T XW220K - XW260K - XW264K - XW272K 78,40
T820T XW230K - XW270K - XW271K - XW570K 80,00

H KEYBOARDS
Display: 3 digit + icons - 6 Keys - IP65 - Direct access to functions - ON/OFF function - Buzzer (opt) - Blue/white display 
(opt) 185x38mm

Name Available for models Price €
T620H XW220K - XW260K - XW264K - XW272K 50,85

KEYBOARD FOR WING 200/500K
Display: 3 digit with D.P. - IP65 - Keypad lock - Direct access to functions - ON/OFF function - Buzzer (opt)

64x100mm
Model Available for models Price €

V620 XW220K - XW260K - XW264K - XW272K 50,85
V820 XW230K - XW270K 53,75
V821 XW271K 53,75
V850 XW570K 55,05

OPTIONS
Name Description / Available for models Surcharge €

Light relay L= Relay for neon lights 12A/250V 120A-20ms inrush current. For L format 4,50
Light relay L= Relay for neon lights 12A/250V 120A-20ms inrush current. For K format 2,35
Terminal blocks Disconnectable terminal blocks with screw 8,65
Analog output (4÷20mA) XW220L - XW230L - XW260L - XW263L - XW264L - XW270L - XW271L - XW563L - 

XW570L
5,90

Analog output (4÷20mA) XW220K - XW230K - XW260K - XW264K - XW270K - XW271K - XW272K - XW570K 6,30

Model Probe inputs Relay outputs Digital input Power Supply Price €
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
WING 200/500 NT and LT applications - compact/split format - RS485 output

p

Output for remote display X-
REP

XW220L - XW230L - XW260L - XW263L - XW264L - XW270L - XW271L - XW563L - 
XW570L

2,75

Built-in RS485 serial output XW220L - XW230L - XW260L - XW270L - XW271L - XW570L 10,80
Built-in RS485 serial output XW220K - XW230K - XW260K - XW264K - XW270K - XW271K - XW272K - XW570K 7,90
Buzzer T620 - T820 - T821 - T850 - T620H - V620 - V820 - V821 - V850 3,15
Cover in aluminium ’OA’ XW240K - XW260K - XW264K - XW270K - XW271K - XW272K - XW570K 8,20
’GS’ housing (182x142mm) XW220K - XW230K - XW260K - XW264K - XW270K - XW271K - XW272K - XW570K 8,50
’GS’ housing (225x180mm) XW220K - XW230K - XW260K - XW264K - XW270K - XW271K - XW272K - XW570K 12,50
’PS’ housing XW220K - XW230K - XW260K - XW264K - XW270K - XW271K - XW272K - XW570K 14,00
White display* T620T - T820T - T620H 9,50
Blue display* T620T - T820T 5,50
Blue display* T620H 7,30

* MINIMUM QUANTITY 100 PIECES

ACCESSORIES
Model Description Price €

X-REP Remote display (from  WING Compact) 21,90
CAB/REP1 Multipolar connector for X-REP 1m 3,15
CAB/REP3 Multipolar connector for X-REP 3m 4,20
CAB/REP5 Multipolar connector for X-REP 5m 5,25
XJ485CX Serial interface TTL - RS485, power supply from WING Compact, multipolar connector (20cm) included 9,00
V-KIT/W Wall adapter for Vertical keyboard / White 10,90
V-KIT/B Wall adapter for Vertical keyboard / Black 10,90
PM-WLT Back-panel mounting bracket 5,80

HOW TO ORDER - WING L

X W L  - A B C D E

A B C D E
Power Supply Inputs/light relay Terminal blocks Measurement unit Built-in RS485 serial 

output
4÷20mA X-REP

4= 110Vac N= NTC/standard 0= Standard terminal 
blocks
1= Disconnectable 
terminal blocks with 
screw

C= °C 0 No No No
5= 230Vac L= NTC/neon F= °F 1 No No Yes

2 No Yes No
3 No Yes Yes
4 Yes No No
5 Yes No Yes
6 Yes Yes No
7 Yes Yes Yes

HOW TO ORDER - WING K

X W K  - A B C D E

A B C D E
Power Supply Inputs/light relay Housing Measurement unit Built-in RS485 4÷20mA

4= 110Vac N= NTC/standard 0= Open board ’OS’ C= °C 0 No No
5= 230Vac L= NTC/neon 1= Cover in aluminium ’OA’ F= °F 2 No Yes

2= ’GS’ housing (182x142x76mm) 4 Yes No
3= ’PS’ housing 6 Yes Yes
4= ’GS’ housing (225x180x84mm)

OPTIONS
Name Description / Available for models Surcharge €
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GENERAL PURPOSE REFRIGERATION CONTROLLERS
NT and LT applications - compact/split format - RS485 output WING 200/500
HOW TO ORDER - T/V KEYBOARDS

 - A 0 0 D 0

A D
Buzzer Measurement unit

0= No C= °C
1= Yes F= °F

HOW TO ORDER - TOUCH KEYBOARDS (STANDARD)

T 2 0 T  - 1 0 0 D 0

HOW TO ORDER - H KEYBOARDS (STANDARD)

T 6 2 0 H  - A 0 0 D 0

HOW TO ORDER - TOUCH KEYBOARDS (BACK-PANEL)

T 2 0 T  - 1 0 0 D 0  - R

HOW TO ORDER - H KEYBOARDS (BACK-PANEL)

T 6 2 0 H  - A 0 0 D 0  - R

A D
Buzzer Display

0= No N= Red
1= Yes R= Blu

W= White
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MULTIPLEXED CABINET REFRIGERATION CONTROLLERS
XM200/400/600 NT and LT multiplexed applications

p

MULTIPLEXED CABINET CONTROLLERS FOR NT - LT 
Display: 3 digit with D.P. - Hot Key - Compressor safety - TTL Serial output - Fast freezing cycle - RTC (opt) - Buzzer (opt) 

185x38mm
Multiplexed cabinet refrigeration controllersNT and LT multiplexed applicationsXM200/400/600 XM200/400/600 - NT and LT multiplexed applicationsModel Probe inputs Relay outputs Power Supply Price €
XM244L 5 x NTC comp 8A, def 8A, def 2 8A, def 3 8A, def 4 

8A, fans 8A
110, 230Vac 101,20

MULTIPLEXED CABINET CONTROLLERS FOR NT - LT 
Hot Key - Compressor safety - TTL Serial output - Direct load connections - Fast freezing cycle - Multi master function - 
Remote display output - RTC (opt) - RS485 output (opt)

Open board

Model Probe inputs Relay outputs Power Supply Price €
XM440K 3 x NTC comp 8A, def 20A, light 16A 110, 230Vac 68,15
XM460K 3 x NTC comp 8A, def 20A, fans 8A, light 16A 110, 230Vac 71,30
XM470K 3 x NTC comp 8A, def 20A, fans 8A, light 16A, aux 8A 110, 230Vac 80,25

MULTIPLEXED CABINET CONTROLLERS FOR NT - LT 
Hot Key - Compressor safety - TTL Serial output - Fast freezing cycle - Multi master function - Remote display output - 
RTC (opt) - RS485 output (opt)

Open board

Model Probe inputs Relay outputs Power Supply Price €
XM463K 3 x NTC comp 8A, def 16A, fans 8A, light 16A 110, 230Vac 71,30

MULTIPLEXED CABINET CONTROLLERS FOR NT - LT 
Hot Key - Compressor safety - Remote display output - Fast freezing cycle - Multi master function - High performance 
defrost - RTC (opt) - RS485 output (opt)  

Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XM660K 4 x NTC/PTC/Pt1000 solenoid 8A, def 16A, fans 

8A, light 16A
2 x configurable 110, 230Vac 75,00

MULTIPLEXED CABINET CONTROLLERS FOR NT - LT, WITH STEPPER VALVE MANAGEMENT
Hot Key - Compressor safety - Remote display output - Fast freezing cycle - Multi master function - High performance 
defrost - Stepper valve driver output - RTC (opt) - RS485 output (opt)

8 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XM668D 5 x NTC/PTC/Pt1000
Pt1000/NTC/PTC/
4÷20mA/0÷5V

solenoid 8A, def 16A, fans 
8A, light 16A

2 x configurable 24Vac 161,40

MULTIPLEXED CABINET CONTROLLERS FOR NT - LT, WITH PULSE ELECTRONIC EXPANSION VALVE 
MANAGEMENT
Hot Key - Compressor safety - Remote display output - Fast freezing cycle - Multi master function - High performance 
defrost - Pulse EEV (up to 30W) output - RTC (opt) - RS485 output (opt)

Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XM669K 5 x NTC/PTC/Pt1000

Pt1000/NTC/PTC/
4÷20mA/0÷5V

solenoid 8A, def 16A, fans 
8A, light 16A

2 x configurable 110, 230Vac 100,00

MULTIPLEXED CABINET CONTROLLERS FOR NT - LT 
Hot Key - Compressor safety - Remote display output - Fast freezing cycle - Multi master function - High performance 
defrost - RTC (opt) - RS485 output (opt)  

Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XM670K 4 x NTC/PTC/Pt1000 solenoid 5A, def 16A, fans 

8A, light 16A, alarm 8A, 
aux 8A

3 x configurable 110, 230Vac 83,00
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MULTIPLEXED CABINET REFRIGERATION CONTROLLERS
NT and LT multiplexed applications XM200/400/600
MULTIPLEXED CABINET CONTROLLERS FOR NT - LT, WITH STEPPER VALVE MANAGEMENT
Hot Key - Compressor safety - Remote display output - Fast freezing cycle - Multi master function - High performance 
defrost - Stepper valve driver output - RTC (opt) - RS485 output (opt)

8 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XM678D 5 x NTC/PTC/Pt1000
Pt1000/NTC/PTC/
4÷20mA/0÷5V

solenoid 5A, def 16A, fans 
8A, light 16A, alarm 8A, 
aux 8A

3 x configurable 24Vac 169,40

MULTIPLEXED CABINET CONTROLLERS FOR NT - LT, WITH PULSE ELECTRONIC EXPANSION VALVE 
MANAGEMENT
Hot Key - Compressor safety - Remote display output - Fast freezing cycle - Multi master function - High performance 
defrost - Pulse EEV (up to 30W) output - RTC (opt) - RS485 output (opt)

Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XM679K 5 x NTC/PTC/Pt1000

Pt1000/NTC/PTC/
4÷20mA/0÷5V

solenoid 5A, def 16A, fans 
8A, light 16A, alarm 8A, 
aux 8A

3 x configurable 110, 230Vac 108,00

KEYBOARDS
Display: 3 digit with D.P. + icons - 6 Keys - IP65 - Manual defrost - Direct access to functions - ON/OFF function - Buzzer 
(opt) 32x74mm

Name Available for models Price €
CX640 XM400 29,50
CX660 XM600 29,50

KEYBOARDS
Display: 3 digit with D.P. - 6 Keys - IP65 - Compressor safety - Manual defrost - Direct access to functions - ON/OFF 
function - Buzzer (opt) 185x38mm

Name Available for models Price €
T640 XM440K - XM460K - XM463K 50,85

KEYBOARDS
Display: 3 digit with D.P. - 6 Keys - IP65 - Compressor safety - Manual defrost - Direct access to functions - ON/OFF 
function - Buzzer (opt) 64x100mm

Name Available for models Price €
V640 XM440K - XM460K - XM463K 50,85

KEYBOARDS
Display: 3 digit with D.P. - 8 Keys - IP65 - Compressor safety - Manual defrost - Direct access to functions - ON/OFF 
function - Buzzer (opt) 185x38mm

Name Available for models Price €
T840 XM470K 55,05

KEYBOARDS
Display: 3 digit with D.P. - 8 Keys - IP65 - Compressor safety - Manual defrost - Direct access to functions - ON/OFF 
function - Buzzer (opt) 64x100mm

Name Available for models Price €
V840 XM470K 55,05

TOUCH KEYBOARDS
Display: 3 digit + icons - 6 Keys - IP65 - Direct access to functions - ON/OFF function - Buzzer - Blue/white display (opt)

185x38mm
Name Available for models Price €

T660T XM600 78,40
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MULTIPLEXED CABINET REFRIGERATION CONTROLLERS
XM200/400/600 NT and LT multiplexed applications

p

H KEYBOARDS
Display: 3 digit + icons - 6 Keys - IP65 - Direct access to functions - ON/OFF function - Buzzer (opt) - Blue/white display 
(opt) 185x38mm

Name Available for models Price €
T660H XM600 50,85

OPTIONS
Name Available for models Surcharge €

Internal RTC ALL 13,15
’GS’ housing XM400 8,50
Built-in RS485 serial output XM400 - XM600 5,25
Buzzer XM244L - CX640 - CX660 - T640 - T840 - V640 - V840 - T660H 3,15
Analog output (4÷20mA/0÷10V) XM600 6,30
Analog output (12V/30mA/PWM) XM600 6,30
8 DIN case XM660K - XM669K - XM670K - XM679K 7,40
White display* T660T - T660H 9,50
Blue display* T660T 5,50
Blue display* T660H 7,30

* MINIMUM QUANTITY 100 PIECES

ACCESSORIES
Model Description Price €

XM-FC16 Female connectors 16 pins for XM660K and XM670K 9,50
XM-FC21 Female connectors 21 pins for XM669K and XM679K 12,50
XM-FC26 Female connectors 26 pins for XM668D and XM678D 15,50
X-REP Remote display, power supply from XM400 - XM600 21,90
CAB/REP1 Multipolar connector for X-REP 1m 3,15
CAB/REP3 Multipolar connector for X-REP 3m 4,20
CAB/REP5 Multipolar connector for X-REP 5m 5,25
XM-RTC Real time clock board for XM400 series 21,00
XJ485CX Serial interface TTL - RS485, power supply from XM400 - XM600, multipolar connector 

(20cm) included 
9,00

V-KIT/W Wall adapter for Vertical keyboard / White 10,90
V-KIT/B Wall adapter for Vertical keyboard / Black 10,90
KIT SIMULATORE  XM678D Kit to simulate inputs and outputs (analog and digital). 230Vac power supply. For XM678D 2300,00
KIT SIMULATORE  XM679K Kit to simulate inputs and outputs (analog and digital). 230Vac power supply. For XM679K 2300,00

HOW TO ORDER - XM200L

X M 2 4 4 L  - A B C D 0

A B C D
Power Supply RTC Buzzer Measurement unit

4= 110Vac 0= No 0= No C= °C
5= 230Vac 1= Yes 1= Yes F= °F

HOW TO ORDER - XM400K

X M 4 K  - A B C D E

A B C D E
Power Supply RTC Housing Measurement unit Built-in RS485

4= 110Vac 0= No 0= Open board ’OS’ C= °C 0= No
5= 230Vac 1= Yes 1= ’GS’ housing F= °F 1= Yes
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MULTIPLEXED CABINET REFRIGERATION CONTROLLERS
NT and LT multiplexed applications XM200/400/600
HOW TO ORDER - XM600D

X M 6 8 D  - 2 B C D E

B C D E
Inputs RTC RS485 Measurement 

unit
Modulating output Connections

N= NTC / 4÷20mA 0 No No C = °C / Bar 0 No Disconn. + Screw
O= NTC / 0÷5V 1 No Yes F = °F / PSI 1 No Screw 
P= Pt1000 / 4÷20mA 2 Yes No 2 4÷20mA / 0÷10V Disconn. + Screw
Q= Pt1000 / 0÷5V 3 Yes Yes 3 4÷20mA / 0÷10V Screw 

4 PWM Disconn. + Screw
5 PWM Screw 

HOW TO ORDER - XM600K

X M 6 K - A B C D E

A B C D E
Power supply Inputs RTC RS485 Housing Measurement 

unit
Modulating output Connections

4= 110Vac N= NTC / 4÷20mA 0 No No 8 DIN Rail C= °C / Bar 0 No Disconn. + Screw
5= 230Vac O= NTC / 0÷5V 1 No Yes 8 DIN Rail F= °F / PSI 1 No Screw

P= Pt1000 / 4÷20mA 2 Yes No 8 DIN Rail 2 4÷20mA /  0÷10V Disconn. + Screw
Q= Pt1000 / 0÷5V 3 Yes Yes 8 DIN Rail 3 4÷20mA /  0÷10V Screw

4 No No Open board 4 PWM Disconn. + Screw
5 No Yes Open board 5 PWM Screw
6 Yes No Open board
7 Yes Yes Open board

HOW TO ORDER - T/V KEYBOARDS

 - A 0 0 D 0

HOW TO ORDER - CX KEYBOARDS

C X  - A 0 0 N 0

A D
Buzzer Measurement unit

0= No C= °C
1= Yes F= °F
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MULTIPLEXED CABINET REFRIGERATION CONTROLLERS
XM200/400/600 NT and LT multiplexed applications

p

HOW TO ORDER - TOUCH KEYBOARDS (STANDARD)

T 6 6 0 T  - 1 0 0 D 0

HOW TO ORDER - H KEYBOARDS (STANDARD)

T 6 6 0 H  - A 0 0 D 0

HOW TO ORDER - TOUCH KEYBOARDS (BACK-PANEL)

T 6 6 0 T  - 1 0 0 D 0  - R

HOW TO ORDER - H KEYBOARDS (BACK-PANEL)

T 6 6 0 H  - A 0 0 D 0  - R

A D
Buzzer Display

0= No N= Red
1= Yes R= Blu

W= White
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ELECTRONIC EXPANSION VALVE DRIVERS
superheat regulation XEV
DRIVERS FOR ON/OFF ELECTRONIC EXPANSION VALVE MANAGEMENT
Hot Key - Coil valve output - Remote keyboard output (only for XEV11D) - Integrated display (only for XEV12D) - RS485 
output - Pressure broadcast via LAN - Buzzer (opt)

4 DIN Rail
Electronic expansion valve driverssuperheat regulationXEV XEV - superheat regulationModel Probe inputs Relay outputs Digital input Power Supply Price €
XEV11D NTC/Pt1000 

4÷20mA/0÷5V
alarm 8A 2 x configurable 24, 110, 230Vac 98,00

XEV12D NTC/Pt1000 
4÷20mA/0÷5V

alarm 8A 2 x configurable 24, 110, 230Vac 112,00

DRIVER FOR STEPPER ELECTRONIC EXPANSION VALVE MANAGEMENT
Hot Key - Motor valve output - Remote keyboard output (only for XEV21D) - Integrated display (only for XEV22D) - RS485 
output - Pressure broadcast via LAN

4 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XEV21D NTC/Pt1000 
4÷20mA/0÷5V

alarm 8A 2 x configurable 24Vac/dc 118,00

XEV22D NTC/Pt1000 
4÷20mA/0÷5V

alarm 8A 2 x configurable 24Vac/dc 132,00

DRIVER FOR STEPPER ELECTRONIC EXPANSION VALVE MANAGEMENT WITH SUB-COOLING 
MANAGEMENT
Display: 3 digits with D.P. - 3  keys - Hot Key - Motor valve output - RS485 output - Pressure broadcast via LAN 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XEV32D 2 x NTC/Pt1000 

4÷20mA/0÷5V
alarm 8A 1 main voltage, 1 free 

voltage
24Vac/dc 148,50

OPTIONS
Name Available for models Surcharge €

Buzzer XEV11D, XEV12D 3,15

ACCESSORIES
Model Description Price €

KB1 PRG Programming keyboard for XEV11D and XEV21D 61,35
CAB/KB11 Cable for KB1-PRG - 1m, for XEV11D and XEV21D 12,50

HOW TO ORDER - XEV11/12D

X E V 1 D  - A B C D E

HOW TO ORDER - XEV21/22/32D

X E V D  - 1 B C D 0

A B C D E
Power Supply Temperature probe Pressure Probe Measurement unit Buzzer

2= 24Vac P= Pt1000 0= 0÷5V C = °C / Bar 0= No
4= 110Vac N= NTC 1= 4÷20mA F = °F / PSI 1= Yes
5= 230Vac 2= PP11

3= PP30
4= PPR15
5= PPR30
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ROOM CONTROLLERS
XLR100 NT and LT applications

p

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT REFRIGERATED ROOMS
Display: 3 digit with D.P. + icons - IP65 - Hot Key - Compressor safety - Manual defrost - Keypad lock - TTL Serial output 
- Direct access to functions - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - RS485 output (opt)

210x235mm
Room controllersNT and LT applicationsXLR100 XLR100 - NT and LT applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XLR130 2 x NTC/PTC comp 20A, light 16A, aux 20A, alarm 

8A
1 x conf, 1 x door switch 24, 110, 230Vac 141,00

110÷230Vac 152,00

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT - LT REFRIGERATED ROOMS
Display: 3 digit with D.P. + icons - IP65 - Hot Key - Compressor safety - Manual defrost - Keypad lock - TTL Serial output 
- Direct access to functions - Fast freezing cycle - ON/OFF function - Buzzer - RTC (opt) - RS485 output (opt)

210x235mm
Model Probe inputs Relay outputs Digital input Power Supply Price €

XLR170 3 x NTC/PTC comp 20A, def 16A, fans 8A, light 16A, 
aux 20A, alarm 8A

1 x conf, 1 x door switch 24, 110, 230Vac 153,50
110÷230Vac 164,50

OPTIONS
Name Available for models Surcharge €

RTC XLR 13,15
Built-in RS485 serial output XLR 10,80
BLUE display * Display blue option for XLR 15,50

* MINIMUM QUANTITY PER ORDER IS TO BE AGREED ON WITH DIXELL

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - XLR100

X L R 1  - A B C D E

A B C D E
Power Supply Inputs/kind of output RTC Measurement unit RS485

1= 24Vac N= NTC/standard 1= No C= °C 2= No
4= 110Vac P= PTC/standard 3= Yes F= °F 3= Yes
5= 230Vac O= NTC/direct loads
8= 110÷230Vac Q= PTC/direct loads
age 40 Price List - May 2014 dIXEL



ROOM CONTROLLERS
NT and LT applications with dual temperature management XLR400
ADVANCED MULTIFUNCTION CONTROLLERS WITH DUAL TEMPERATURE MANAGEMENT FOR NT - LT 
REFRIGERATED ROOMS
Display: dual + icons - IP65 - Hot Key - Compressor safety - Manual defrost - Keypad lock - ON/OFF function - Buzzer - 
RS485 output (opt) - RTC (opt) 210x230mm
NT and LT applications with dual temperature managementXLR400 XLR400 - NT and LT applications with dual temperature managementModel Probe inputs Relay outputs Digital input Power Supply Price €
XLR460 3 x NTC comp 20A, comp 2 20A, def 16A, 

fans 8A, light 16A, alarm 8A
1 x conf, 1 x door switch 24, 110, 230Vac 182,50

110÷230Vac 193,50

ADVANCED MULTIFUNCTION CONTROLLERS WITH DUAL TEMPERATURE MANAGEMENT FOR NT - LT 
AND NT - LT REFRIGERATED ROOMS
Display: dual + icons - IP65 - Hot Key - Compressor safety - Manual defrost - Keypad lock - ON/OFF function - Buzzer - 
RS485 output (opt) - RTC (opt) 210x230mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XLR470 4 x NTC comp 20A, comp 2 20A, def 16A, 

def 2 5A, fans 5A, fans 2 5A, light 
16A, alarm 8A

1 x conf, 1 x door switch 24, 110, 230Vac 203,00
110÷230Vac 214,00

OPTIONS
Name Available for models Surcharge €

RTC XLR 13,15
Built-in RS485 serial output XLR 10,80

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - XLR400

X L R 4  - A 0 C D E

A C D E
Power Supply RTC Measurement unit RS485

1= 24Vac 0= No C= °C 0= No
4= 110Vac 1= Yes F= °F 1= Yes
5= 230Vac
8= 110÷230Vac
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ROOM CONTROLLERS
XLH200/300 NT and LT app. and maturing rooms with temp./humidity management

p

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT - LT REFRIGERATED ROOMS WITH 
TEMPERATURE AND HUMIDITY MANAGEMENT
Display: dual + icons - IP65 - Hot Key - Compressor safety - Keypad lock - ON/OFF function - Buzzer - RS485 output (opt) 210x230mm
NT and LT app. and maturing rooms with temp./humidity managementXLH200/300 XLH200/300 - NT and LT app. and maturing rooms with temp./humidity managementModel Probe inputs Relay outputs Digital input Power Supply Price €
XLH260 2 x NTC

4÷20mA
comp 20A, def 16A, fans 8A, heater 
20A, humidifying 8A, dehum/light 16A

1 x conf, 1 x door switch 24, 110, 230Vac 177,50
110÷230Vac 188,50

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT MATURING ROOMS WITH TEMPERATURE AND 
HUMIDITY MANAGEMENT
Display: dual + icons - IP65 - Hot Key - Compressor safety - Keypad lock - ON/OFF function - Buzzer - RS485 output (opt) 210x230mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XLH360 2 x NTC

4÷20mA
comp 20A, def/ex fans 16A, fans 8A, 
heater 20A, humidifying 8A, dehum/
light 16A

1 x conf, 1 x door switch 24, 110, 230Vac 182,50
110÷230Vac 193,50

OPTIONS
Name Available for models Surcharge €

Built-in RS485 serial output XLH 10,80

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - XLH200/300

X L H  - A 0 0 D E

A D E
Power Supply Measurement unit RS485

1= 24Vac C= °C 0= No
4= 110Vac F= °F 1= Yes
5= 230Vac
8= 110÷230Vac
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
bottle cooler applications XRB
DIGITAL CONTROLLER FOR STATIC APPLICATIONS
Display: 3 digit with D.P. + icons - Hot Key - IP65 - TTL Serial output - Buzzer (opt) 

32x74mm
Controllers for special refrigerated applicationsbottle cooler applicationsXRB XRB - bottle cooler applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XRB04CX 3 x NTC comp 16A, light 8A 2 x configurable 12Vac/dc on request

110, 230Vac on request

DIGITAL CONTROLLER FOR VENTILATED APPLICATIONS
Display: 3 digit with D.P. + icons - Hot Key - IP65 - TTL Serial output - Buzzer (opt) 

32x74mm
Model Probe inputs Relay outputs Digital input Power Supply Price €

XRB06CX 3 x NTC comp 16A, fans 8A, light 8A 2 x configurable 12Vac/dc on request
110, 230Vac on request

DIGITAL CONTROLLER FOR APPLICATIONS WITH AUXILIARY OUTPUT
Display: 3 digit with D.P. + icons - Hot Key - IP65 - TTL Serial output - Buzzer (opt) 

32x74mm
Model Probe inputs Relay outputs Digital input / Probe Power Supply Price €

XRB07CX 4 x NTC comp 16A, fans 8A, light 8A, 
aux 5A

2 x configurable 110, 230Vac on request

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15
RTC For versions with RTC please contact Dixell n.a.

ACCESSORIES
Model Description Price €

PROG KEY Hot Key to firmware programming 12,00

HOW TO ORDER - XRB

X R B 0 C X  - A N C D E

A C D E
Power Supply Buzzer Measurement unit Connections

0= 12Vac/dc 0= No C= °C 3=  Screw
4= 110Vac 1= Yes F= °F 9= Disconnectable
5= 230Vac
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
XB500 blast chiller and temperature maintenance applications

p

BLAST CHILLER DIGITAL CONTROLLERS 
Display: dual + icons - Stainless steel frame - RS485 output - IP65 - Hot Key 128 - Compressor safety - Keypad lock - 
Insert probe extraction -  Manual defrost - RTC - Buzzer - Remote display output (opt) - Printer output (opt) 185x38mm
blast chiller and temperature maintenance applicationsXB500 XB500 - blast chiller and temperature maintenance applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XB570L 5 x NTC/PTC comp 20A, def 8A, fans 8A, light 16A, aux 8A, 

alarm 16A
1 x configurable
1 x door switch

24, 110, 230Vac 139,00

OPTIONS
Name Description Surcharge €

X-REP output Remote display output 2,75
Printer output Printer output 3,15

ACCESSORIES
Model Description Price €

HOT KEY 128 Hot Key to parameters programming 15,00
X-REP Remote display - Power supply from controller 21,90
CAB/REP1 Multipolar connector for X-REP 1m 3,15
CAB/REP3 Multipolar connector for X-REP 3m 4,20
CAB/REP5 Multipolar connector for X-REP 5m 5,25
RG-LX Front panel rubber gasket, IP65 0,95
PG-L Plastic multipurpose protection, IP65 3,00
XB07PR Printer for XB570L, cables and power adapter 280,00

HOW TO ORDER - XB500

X B 5 7 0 L  - A B C D E

A B C D E
Power Supply Input REP output Measurement unit Printer output

2= 24Vac N= NTC 0= No C= °C 0= No
4= 110Vac P= PTC 1= Yes F= °F 1= Yes
5= 230Vac
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
NT and LT refrig. and maturing rooms app. with temp./humidity management XH200/300
CONTROLLERS FOR NT - LT WITH TEMPERATURE AND HUMIDITY MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Dehumidifying 
action - Keypad lock - Manual defrost - Direct access to functions - ON/OFF function - Buzzer (opt) 185x38mm
NT and LT refrig. and maturing rooms app. with temp./humidity managementXH200/300 XH200/300 - NT and LT refrig. and maturing rooms app. with temp./humidity managementModel Probe inputs Relay outputs Digital input Power Supply Price €
XH240L NTC

4÷20mA
comp 20A, fans 8A, heater control 8A, 
humidifying 8A, light 8A

1 x configurable 24, 110, 230Vac 116,00

XH260L 2 x NTC
4÷20mA

comp 20A, def 8A, fans 8A, heater control 8A, 
humidifying 8A, dehumidifying/light 8A

1 x configurable 24, 110, 230Vac 125,50

CONTROLLERS FOR MATURING ROOMS WITH TEMPERATURE AND HUMIDITY MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - Direct access to functions - ON/OFF function - Buzzer (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XH340L NTC

4÷20mA
comp 20A, fans 8A, heater control 8A, 
dehumidifying 8A, light 8A

1 x configurable 24, 110, 230Vac 121,00

XH360L 2 x NTC
4÷20mA

comp 20A, extractor fans 8A, fans 8A, heater 
control 8A, humidifying 8A, dehumidifying/light 
8A

1 x configurable 24, 110, 230Vac 130,50

CONTROLLERS FOR FREEZING AND PROVING CABINETS WITH TEMPERATURE AND HUMIDITY 
MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - Direct access to functions - ON/OFF function - Buzzer (opt)

185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XH460L 2 x NTC

4÷20mA
comp 20A, def 8A, fans 8A, heater control 8A, 
humidifying 8A, dehumidifying/light 8A

1 x configurable 24, 110, 230Vac 130,50

CONTROLLERS FOR NT - LT WITH TEMPERATURE AND HUMIDITY MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Dehumidifying 
action - Keypad lock - Manual defrost - Direct access to functions - ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XH240V NTC

4÷20mA
comp 8A, fans 8A, heater control 8A, 
humidifying 8A, light 8A

1 x configurable 24, 110, 230Vac 116,00

XH260V 2 x NTC
4÷20mA

comp 8A, def 8A, fans 8A, heater control 8A, 
humidifying 8A, dehumidifying/light 8A

1 x configurable 24, 110, 230Vac 125,50

CONTROLLERS FOR MATURING ROOMS WITH TEMPERATURE AND HUMIDITY MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - Direct access to functions - ON/OFF function - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XH340V NTC

4÷20mA
comp 8A, fans 8A, heater control 8A, 
dehumidifying/light 8A, light 8A

1 x configurable 24, 110, 230Vac 121,00

XH360V 2 x NTC
4÷20mA

comp 8A, extractor fans 8A, fans 8A, heater 
control 8A, humidifying 8A, dehumidifying 8A

1 x configurable 24, 110, 230Vac 130,50

CONTROLLERS FOR NT - LT WITH TEMPERATURE AND HUMIDITY MANAGEMENT
Hot Key - Compressor safety - TTL Serial output - Dehumidifying action Open board

Model Probe inputs Relay outputs Digital input Power Supply Price €
XH240K NTC

4÷20mA
comp 20A, fans 8A, heater control 16A, 
humidifying 8A

1 x configurable 24, 110, 230Vac 68,70

KEYBOARD FOR CONTROLLERS IN K FORMAT
Display: dual with 3-4 digit and D.P. + icons - 6 Keys - IP65 - Direct access to functions - ON/OFF function - Buzzer (opt) 

185x38mm
Model Available for models Price €

TH620 XH240K 54,00
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
XH200/300 NT and LT refrig. and maturing rooms app. with temp./humidity management
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KEYBOARD FOR CONTROLLERS IN K FORMAT
Display: dual with 3-4 digit and D.P. + icons - 6 Keys - IP65 - Direct access to functions - ON/OFF function - Buzzer (opt) 

64x100mm
Model Available for models Price €

VH620 XH240K 50,85

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - XH

X H  - A 0 C D 0

HOW TO ORDER - XH240K

X H 2 4 0 K  - A 0 0 D 0

A C D
Power Supply Buzzer Measurement unit

2= 24Vac 0= No C= °C - %RH
4= 110Vac 1= Yes F= °F - %RH
5= 230Vac

HOW TO ORDER - KEYBOARDS

H 6 2 0  - 0 0 C 0 0

C
Buzzer

0= No
1= Yes
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
NT and LT applications with dual temperature management XR400-XW400
ADVANCED MULTIFUNCTION CONTROLLERS FOR NT AND WITH DUAL TEMPERATURE MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - RTC (opt) - Buzzer (opt) 32x74mm
NT and LT applications with dual temperature managementXR400-XW400 XR400-XW400 - NT and LT applications with dual temperature managementModel Probe inputs Relay outputs Digital input Power Supply Price €
XR420C 2 x NTC/PTC comp 8A, comp 2 8A, light 8A 1 x configurable 24, 110, 230Vac 81,60

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT - LT AND WITH DUAL TEMPERATURE 
MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - RTC (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR460C 3 x NTC/PTC comp 8A, comp 2 8A, def 8A, fans 

8A
2 x configurable 12, 24Vac/dc 91,30

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT AND WITH DUAL TEMPERATURE MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - ON/OFF function - RTC (opt) - Buzzer (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW420L 2 x NTC/PTC comp 20A, comp 2 8A, light 8A 1 x configurable 24, 110, 230Vac 120,90

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT - LT AND WITH DUAL TEMPERATURE 
MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - ON/OFF function - RTC (opt) - Buzzer (opt)

185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW460L 3 x NTC/PTC comp 20A, comp 2 8A, def 8A, 

fans 8A, light 8A, light 2 8A
1 x configurable 24, 110, 230Vac 133,15

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT AND WITH DUAL TEMPERATURE MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - ON/OFF function - RTC (opt) - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW420V 2 x NTC/PTC comp 8A, comp 2 8A, light 8A 1 x configurable 24, 110, 230Vac 120,90

ADVANCED MULTIFUNCTION CONTROLLERS FOR NT - LT AND WITH DUAL TEMPERATURE 
MANAGEMENT
Display: dual with 3-4 digit and D.P. + icons - IP65 - Hot Key - Compressor safety - TTL Serial output - Keypad lock - 
Manual defrost - ON/OFF function - RTC (opt) - Buzzer (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW460V 3 x NTC/PTC comp 8A, comp 2 8A, def 8A, fans 

8A, light 8A, light 2 8A
1 x configurable 24, 110, 230Vac 133,15

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15
RTC ALL 13,15

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00
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HOW TO ORDER - XR400C

X R 4 C  - A B C D 0

A B C D
Power Supply Buzzer RTC Measurement unit

0= 12Vac/dc 0= No 0= No C= °C
1= 24Vac/dc 1= Yes 1= Yes F= °F
2= 24Vac
4= 110Vac
5= 230Vac

HOW TO ORDER - XW400

X W 4  - A B C D 0

A B C D
Power Supply Buzzer RTC Measurement unit

2= 24Vac 0= No 0= No C= °C
4= 110Vac 1= Yes 1= Yes F= °F
5= 230Vac
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
NT and LT applications with HACCP function XR700-XW700
’OFF CYCLE’ DEFROST CONTROLLERS WITH HACCP FUNCTION
Display: dual with 3-4 digit and D.P. + icons - RTC - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - 
Fast freezing cycle - Buzzer - Infrared output (opt) 32x74mm
NT and LT applications with HACCP functionXR700-XW700 XR700-XW700 - NT and LT applications with HACCP functionModel Probe inputs Relay outputs Digital input Power Supply Price €
XR720C 2 x NTC comp 8A 1 x configurable 110, 230Vac 81,10

CONTROLLERS WITH HACCP FUNCTION FOR NT - LT
Display: dual with 3-4 digit and D.P. + icons - RTC - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - 
Fast freezing cycle - Buzzer - Infrared output (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR740C 3 x NTC comp 8A, def 8A 1 x configurable 110, 230Vac 84,15
XR760C 3 x NTC comp 8A, def 8A, fans 8A 1 x configurable 110, 230Vac 86,20

CONTROLLERS WITH HACCP FUNCTION AND RS485 FOR NT - LT
Display: dual with 3-4 digit and D.P. + icons - RTC - Hot Key - IP65 - Compressor safety - Keypad lock - Manual defrost - 
Fast freezing cycle - Buzzer - Infrared output (opt) - RS485 output (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XR745C 3 x NTC comp 8A, def 8A 1 x conf, 1 x door switch 12Vac/dc 87,85
XR775C 3 x NTC comp 8A, def 8A, fans 8A, 

light or alarm 8A
1 x conf, 1 x door switch 12Vac/dc 94,90

’OFF CYCLE’ DEFROST CONTROLLERS WITH HACCP FUNCTION
Display: dual with 3-4 digit and D.P. + icons - RTC - Hot Key - IP65 - Compressor safety - TTL output - Keypad lock - 
Manual defrost - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer - Infrared output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW720L NTC comp 8A, light 8A 1 x configurable 110, 230Vac 100,25
XW720L NTC comp 20A, light 8A 1 x configurable 110, 230Vac 103,75

CONTROLLERS WITH HACCP FUNCTION FOR NT - LT
Display: dual with 3-4 digit and D.P. + icons - RTC - Hot Key - IP65 - Compressor safety - TTL output - Keypad lock - 
Manual defrost - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer - Infrared output (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW740L 2 x NTC comp 8A, def 8A, light 8A 1 x configurable 110, 230Vac 103,95
XW740L 2 x NTC comp 20A, def 8A, light 8A 1 x configurable 110, 230Vac 107,45
XW760L 2 x NTC comp 8A, def 8A, fans 8A, 

light 8A
1 x configurable 110, 230Vac 107,00

XW760L 2 x NTC comp 20A, def 8A, fans 8A, 
light 8A

1 x configurable 110, 230Vac 110,70

’OFF CYCLE’ DEFROST CONTROLLERS WITH HACCP FUNCTION
Display: dual with 3-4 digit and D.P. + icons - RTC - Hot Key - IP65 - Compressor safety - TTL output - Keypad lock - 
Manual defrost - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer - Infrared output (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW720V NTC comp 8A, light 16A 1 x configurable 110, 230Vac 101,20
XW720V NTC comp 20A, light 16A 1 x configurable 110, 230Vac 103,65

CONTROLLERS WITH HACCP FUNCTION FOR NT - LT
Display: dual with 3-4 digit and D.P. + icons - RTC - Hot Key - IP65 - Compressor safety - TTL output - Keypad lock - 
Manual defrost - Direct load connections - Fast freezing cycle - ON/OFF function - Buzzer - Infrared output (opt) 64x100mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW740V 2 x NTC comp 8A, def 8A, light 16A 1 x configurable 110, 230Vac 103,85
XW740V 2 x NTC comp 20A, def 8A, light 

16A
1 x configurable 110, 230Vac 107,55

XW760V 2 x NTC comp 8A, def 8A, fans 8A, 
light 16A

1 x configurable 110, 230Vac 107,10

XW760V 2 x NTC comp 20A, def 8A, fans 8A, 
light 16A

1 x configurable 110, 230Vac 110,60
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
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OPTIONS
Name Available for models Surcharge €

Built-in RS485 XR745C - XR775C 5,25
IR output ALL 3,00
Light relay XW720V - XW740V - XW760V / Relay for neon lights 16A/250V 120A-20ms inrush current 4,50

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00
XC09PR Infrared thermal printer, internal battery 466,55

HOW TO ORDER - XR700C

X R 7 C  - A B 0 D E

A B D E
Power Supply IR output Measurement unit Built-in RS485

0= 12Vac/dc 0= No C= °C 0= No
1= 24Vac/dc 1= Yes F= °F 1= Yes
4= 110Vac
5= 230Vac

HOW TO ORDER - XW700L/V

X W 7  - A B 0 D E

A B D E
Power Supply Inputs/light relay Measurement unit Compressor output and IR 

4= 110Vac N= NTC/standard C= °C 0= 8(3)A
5= 230Vac L= NTC/neon F= °F 1= 20(8)A

2= 8(3)A + IR
3=20(8)A + IR
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
temperature and status recording XDL
TEMPERATURE RECORDING DEVICE
Display: double with 3-4 digit and D.P. + icons - RTC - USB port - Up to 1 year data recording

48x70mm
temperature and status recordingXDL XDL - temperature and status recordingModel Description Power Supply Price €
XDL01 Temperature and status recording module, with CAB/RS1 (1m) included

Note: it works with Dixell instruments equipped with the serial output (through PW-DL) or 
combined with XJDL40D

from PW-DL or 
XJDL40D

82,65

SUPPLIER FOR XDL01

Model Description Power Supply Price €
PW-DL XDL01 module supplier, with CAB/DL2 (2m) included. PW-DL operates as gateway between 

XDL01 and Dixell instruments with TTL or RS485 serial output
24, 230Vac 36,75

PROBE AND STATUS ACQUISITION MODULE FOR XDL01
4 digital inputs (female connector included) - Input for external battery (opt)

4 DIN Rail
Model Probe inputs Digital inputs Relay output Power Supply Price €

XJDL40D 3 x NTC/Pt1000 + 1 x NTC/Pt1000/4÷20mA 4 x line voltage 1 x 8A 24, 230Vac 72,45
XJDL40D 3 x NTC/Pt1000 + 1 x NTC/Pt1000/4÷20mA 4 x line voltage 1 x 8A 9÷40Vdc 76,45

TEMPERATURE RECORDING KIT (Minimum quantity: 20 pieces)

Model Description Price €
XDL01-PW-KIT Kit composed of: XDL01 + PW-DL + XDL-KEY 144,85
XDL01-XJ-KIT Kit composed of: XDL01 + XJDL40D + 2 x NG6 (3m) + XDL-KEY 192,10
XDL01-XJB-KIT Kit composed of: XDL01 + XJDL40D + 2 x NG6 (3m) + BATTERY 6H + XDL-KEY 231,85

OPTIONS
Name Available for models Surcharge €

Battery connection XJDL40D 9,00

ACCESSORIES
Model Description Price €

CAB/RS1 Multipolar connector for XDL01, 1m 5,00
CAB/DL2 Cable for PW-DL connection (instrument with serial output). 4-5 pins, cable 2m 6,50
BA6H 1.2 Ah battery for XDL, 6 hours of back-up 30,00
BA24H 4.0 Ah battery for XDL, 24 hours of back-up on request
XDL-KEY USB key for XDL01 (Standard USB key functioning is not guaranteed) 22,00
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HOW TO ORDER - XDL01

X D L 0 1  - 0 0 0 D 0

HOW TO ORDER - PW-DL

P W  - D L  - A 0 0 0 0

HOW TO ORDER - XJDL40D

X J D L 4 0 D  - A B 0 D 0

HOW TO ORDER - PW-KIT

X D L 0 1  - P W  - K I T  - A 0 0 D 0

HOW TO ORDER - XJ-KIT

X D L 0 1  - X J  - K I T  - A 0 0 D 0

HOW TO ORDER - XJB-KIT

X D L 0 1  - X J B  - K I T  - A 0 0 D 0

A B D
Power supply Battery connection Measurement unit

2= 24Vac 0= No 0= °C decimal
3= 9÷40Vdc 1= Yes (only for 24Vac, 230Vac) 1= °C integer
5= 230Vac 2= °F
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
pharmaceutical applications XW700
DIGITAL CONTROLLER FOR VENTILATED PHARMACEUTICAL APPLICATIONS
Display: LCD on VGW870 keyboard - Hot Key - USB output - TTL seial port - RTC with battery backup

8 DIN Rail
pharmaceutical applicationsXW700 XW700 - pharmaceutical applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XW737K 4 x NTC/Pt1000 comp 20A, fans 8A, light 16A, 

alarm 8A
2 x configurable 110, 230Vac 204,50

DIGITAL CONTROLLER FOR VENTILATED PHARMACEUTICAL APPLICATIONS WITH DEFROST 
MANAGEMENT AND AUXILIARY RELAY
Display: LCD on VGW870 keyboard - Hot Key - USB output - TTL seial port - RTC with battery backup

8 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XW777K 4 x NTC/Pt1000 comp 20A, fans 8A, light 16A, 
alarm 8A, aux 8A

2 x configurable 110, 230Vac 218,50

REMOTE KEYBOARD
Display: LCD (240x96pixels) - IP65 - Power supply from controller - Visokey output - Buzzer

82x156mm
Model Description Price €

VGW870 Keyboard with dedicated interface for medical applications 159,15

TOUCH SCREEN DISPLAY 
Ethernet - RS485/232/422 output - USB output - Real time clock - IP65 - Buzzer

Model Description Price €
TGIPG Touch screen display (4,3") with dedicated interface for medical applications.

For information/orders please contact Dixell
830,00

ACCESSORIES
Model Description Price €

CAB/USB10 USB extended cable, 1m with plastic cap n.a.
XDL-KEY USB key for XW700 controllers 22,00

HOW TO ORDER - XW700

X W 7 7 K  - A B 0 D 0

A B D
Power Supply Inputs Light relay Measurement unit

4= 110Vac N= NTC 16A C= °C
5= 230Vac L= NTC 16A neon F= °F

S= Pt1000 16A
T= Pt1000 16A neon

HOW TO ORDER - VGW870

V G W 8 7 0  - 1 B 0 0 0

B
Kind of mounting

P= Panel
W= Wall

@

@

@
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MULTIFUNCTION CONTROLLERS FOR REFRIGERATED TRUCKS WITH ’OFF CYCLE’ DEFROST
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Manual defrost - Direct access to functions - Fast 
freezing cycle - ON/OFF function - Buzzer (opt) 185x38mm
NT and LT refrigerated truck applicationsXW20/35/40/60 XW20/35/40/60 - NT and LT refrigerated truck applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XW20L NTC/PTC comp 8A, light 8A 1 x configurable 9÷40Vdc 85,65

MULTIFUNCTION CONTROLLERS FOR REFRIGERATED TRUCKS WITH NT - LT
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Manual defrost - Direct access to functions - Fast 
freezing cycle - ON/OFF function - Buzzer (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW35L NTC/PTC comp 8A, fans 8A, light 8A 1 x configurable 9÷40Vdc 89,85
XW40L 2 x NTC/PTC comp 8A, def 8A, light 8A 1 x configurable 9÷40Vdc 89,85

MULTIFUNCTION CONTROLLERS FOR REFRIGERATED TRUCKS WITH NT - LT
Display: 3 digit with D.P. + icons - Hot Key - IP65 - Compressor safety - Manual defrost - Direct access to functions - Fast 
freezing cycle - ON/OFF function - Buzzer (opt) 185x38mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XW60L 2 x NTC/PTC comp 8A, def 8A, fans 8A, 

light 8A
1 x configurable 9÷40Vdc 95,60

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15

HOW TO ORDER - XW20/35/40/60

X W L  - 3 B C D 0

B C D
Input Buzzer Measurement unit

N= NTC 0= No C= °C
P= PTC 1= Yes F= °F
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CONTROLLERS FOR SPECIAL REFRIGERATED APPLICATIONS
NT and LT refrigerated truck applications XW300
MULTIFUNCTION CONTROLLERS FOR REFRIGERATED TRUCKS WITH NT - LT
Hot Key - Compressor safety - TTL Serial output - Fast freezing cycle - RS485 output (opt) - 4÷20mA Analog output (opt) Open board
XW300 XW300 - NT and LT refrigerated truck applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XW360K 3 x NTC comp 8A, def 8A, fans 8A, 

light 8A
1 x conf, 1 x door switch 9÷40Vdc 86,50

XW370K 4 x NTC comp 8A, def 8A, fans 8A, 
heater control 8A, light 8A, 
shutter 8A

1 x conf, 1 x door switch 9÷40Vdc 94,50

KEYBOARD FOR ADVANCED MULTIFUNCTION CONTROLLERS IN K FORMAT
Display: 3 digit with D.P. - 6 Keys - IP65 - Keypad lock - Manual defrost - Direct access to functions - ON/OFF function - 
Buzzer (opt) 185x38mm

Model Available for models Price €
T630 XW360K - XW370K 50,85

OPTIONS
Name Available for models Surcharge €

Analog output (4÷20mA) XW360K - XW370K 6,30
Built-in RS485 XW360K - XW370K 7,90
’GS’ housing (182x142mm) XW360K - XW370K 8,50
’GS’ housing (225x180mm) XW360K - XW370K 12,50
Buzzer T630 3,15

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - XW300K

X W 3 0 K  - 3 N C D E

C D E
Housing Measurement unit Built-in RS485 4÷20mA

0= Open board ’OS’ C= °C 0 No No
2= ’GS’ housing (182x142x76mm) F= °F 2 No Yes
4= ’GS’ housing (225x180x84mm) 4 Yes No

6 Yes Yes

HOW TO ORDER - KEYBOARD

T 6 3 0  - A 0 0 D 0

A D
Buzzer Measurement unit

0= No C= °C
1= Yes F= °F
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COMPRESSOR RACK REFRIGERATION CONTROLLERS
XEV02 Digital compressor applications
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DRIVER SLAVE FOR DIGITAL COMPRESSOR MANAGEMENT
Display: 3 digits with D.P. - Hot Key - RS485 output - Triac output - Open collector output - Buzzer

4 DIN Rail
Compressor rack refrigeration controllersDigital compressor applicationsXEV02 XEV02 - Digital compressor applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XEV02D 4÷20mA/0÷5V

NTC (86K)/Pt1000
alarm 8A 1 main voltage, 1 free voltage 24, 110, 230Vac 143,15

HOW TO ORDER - XEV02D

X E V 0 2 D - A B C D 0

A B C D
Power supply Temperature probe Pressure probe Measurement unit

2= 24Vac N= NTC86K 0= No B= Bar/°C
4= 110Vac P= Pt1000 1= 0÷5V P= PSI/°F
5= 230Vac 2= 4÷20mA H= KPA/°C

3= PP11
4= PP30
5= PPR15
6= PPR30
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COMPRESSOR RACK REFRIGERATION CONTROLLERS
condensing unit applications XC10/15/30/35CX
CONTROLLER FOR CONDENSING UNITS
Display: 3 digit with D.P. - Hot Key - Buzzer (opt) 

32x74mm
condensing unit applicationsXC10/15/30/35CX XC10/15/30/35CX - condensing unit applicationsModel Probe inputs Relay outputs Digital input Power Supply Price €
XC10CX 2 x 0÷5V/NTC config

1 x PTC
comp 20A 1 x HP

1 x term.
110, 230Vac 73,30

CONTROLLER FOR SINGLE OR TANDEM CONDENSING UNITS
Display: 3 digit with D.P. - Hot Key - TTL serial output - 0÷10V/PWM output - Buzzer (opt) - RTC (opt)

32x74mm
Model Probe inputs Relay outputs Digital input Power Supply Price €

XC15CX 2 x 0÷5V/NTC config
2 x NTC/Pt1000/NTC86K

comp 16A config., triac 500W 3 x config. 24, 110, 230Vac 122,00

CONTROLLER FOR CONDENSING UNITS WITH FAN MANAGEMENT
Display: 3 digit with D.P. - Hot Key - Buzzer (opt) 

32x74mm
Model Probe inputs Relay outputs Digital input Power Supply Price €

XC30CX 2 x 0÷5V/NTC config
1 x PTC

comp 20A, vent 8A, vent2 5A 1 x HP
1 x term.

110, 230Vac 89,00

CONTROLLER FOR SINGLE OR TANDEM CONDENSING UNITS WITH FAN MANAGEMENT
Display: 3 digit with D.P. - Hot Key - TTL serial output - 0÷10V/PWM output - Buzzer (opt) - RTC (opt)

32x74mm
Model Probe inputs Relay outputs Digital input Power Supply Price €

XC35CX 2 x 0÷5V/NTC config
2 x NTC/Pt1000/NTC86K

comp 16A config., fans 5A 
config, triac 500W

3 x config. 24, 110, 230Vac 138,00

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15
RTC XC15CX, XC35CX 13,15

ACCESSORIES
Model Description For Price €

CAB/HK Adapter cable, 5 pins for Hot Key input, 0,5m XC10CX, 
XC30CX

4,50

XJ485CX Serial interface module TTL/RS485, power supply from controller, 
multipolar connector (20cm) included

XC15CX, 
XC35CX

9,00

HOW TO ORDER - XC10/30CX

X C 0 C X  - A B C 0 E

A B C E
Power Supply Measurement unit Buzzer Input

4= 110Vac B= Bar/°C 0= No G= 0÷5V (suction)/NTC (delivery)
5= 230Vac P= PSI/°F 1= Yes H= 0÷5V (suction)/0÷5V (delivery)

H= KPA/°C
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HOW TO ORDER - XC15/35CX

X C 5 C X  - A B C D E

A B C D E
Power Supply Measurement 

unit
Probe inputs Buzzer RTC Analogue 

output
Input

2= 24Vac B= Bar/°C 0 NTC Yes 2 No PWM G= 0÷5V (suction)/NTC (delivery)
4= 110Vac P= PSI/°F 1 NTC86K Yes 3 No 0÷10Vdc H= 0÷5V (suction)/0÷5V (delivery)
5= 230Vac 2 Pt1000 Yes 4 Yes PWM

3 NTC No 5 Yes 0÷10Vdc
4 NTC86K No
5 Pt1000 No
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COMPRESSOR RACK REFRIGERATION CONTROLLERS
up to 6 compressor/fan output applications also with inverter management XC400/600
CONTROLLERS FOR MANAGING UP TO 4 COMPRESSORS OR FANS
Display: dual with 3-4 digit and D.P. + icons - Hot Key - TTL Serial output - IP65 - Alarm logger - Buzzer (opt)

32x74mm
up to 6 compressor/fan output applications also with inverter managementXC400/600 XC400/600 - up to 6 compressor/fan output applications also with inverter managementModel Probe inputs Relay outputs Digital input Power Supply Price €
XC420C NTC/PTC/4÷20mA 2 x load 8A, alarm 8A 3 12Vac/dc 104,80

24Vac/dc 110,05
XC440C NTC/PTC/4÷20mA 4 x load 8A, alarm 8A 5 12Vac/dc 112,00

24Vac/dc 117,25

CONTROLLERS FOR SIMULTANEOUS MANAGEMENT OF UP TO 5 COMPRESSORS AND FANS
Display: dual with 3-4 digit and D.P. + icons - Hot Key - TTL Serial output - IP65 - Alarm logger - 4÷20mA Analog output 
(opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC642C NTC/PTC/4÷20mA 

PTC 
5 x 6A 7 12Vac/dc 106,00

24Vac/dc 111,25

CONTROLLERS FOR SIMULTANEOUS MANAGEMENT OF UP TO 5 COMPRESSORS AND FANS
Display: dual with 3-4 digit and D.P. + icons - Hot Key - TTL Serial output - IP65 - Alarm logger - 4÷20mA or 0÷10V Analog 
output (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC650C 2 x NTC/PTC/4÷20mA 5 x 6A 8 12Vac/dc 106,00

24Vac/dc 111,25

DIGITAL CONTROLLER WITH DIGITAL SCROLL MANAGEMENT
Display: dual with 4-4 digit and D.P. + icons - Hot Key - TTL/ModBUS-RTU Serial output - IP65 - Alarm logger - 0÷10V or 
4÷20mA Analog output (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC645CX 2 x NTC/4÷20mA/0÷5V

NTC (86K)
4 x 5A, Triac 24V/230Vac-0,5A 4 x safety

1 x LP
1 x HP
1 x config.

12Vac/dc 178,50
24Vac/dc 183,75

DIGITAL CONTROLLER FOR SIMULTANEOUS MANAGEMENT OF UP TO 5 COMPRESSORS AND FANS
Display: dual with 4-4 digit and D.P. + icons - Hot Key - TTL Serial output - IP65 - Alarm logger - 0÷10V or 4÷20mA Analog 
output (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC650CX 2 x NTC/0÷5V/4÷20mA

1 x NTC
5 x 5A 4 x safety

1 x LP
1 x HP
1 x config.

12Vac/dc 119,70
24Vac/dc 124,95

DIGITAL CONTROLLER FOR COMPRESSOR RACKS WITH 2 SUCTIONS
Display: dual with 4-4 digit and D.P. + icons - Hot Key - TTL Serial output - IP65 - Alarm logger - 0÷10V or 4÷20mA Analog 
output (opt) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC652CX 2 x NTC/0÷5V/4÷20mA

1 x NTC
5 x 5A 4 x safety

1 x LP
1 x HP
1 x config.

12Vac/dc 119,70
24Vac/dc 124,95

CONTROLLERS FOR MANAGING UP TO 4 COMPRESSORS OR FANS
Display: dual with 3-4 digit and D.P. + icons - Hot Key - TTL Serial output - Alarm logger - 4÷20mA Analog output (opt) - 
Buzzer (opt) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC440D NTC/PTC/4÷20mA 5 x 5A 6 24, 110, 230Vac 119,00
dIXEL Price List - May 2014 page 59



COMPRESSOR RACK REFRIGERATION CONTROLLERS
XC400/600 up to 6 compressor/fan output applications also with inverter management

p

CONTROLLERS FOR MANAGING UP TO 6 COMPRESSORS OR FANS
Display: dual with 3-4 digit and D.P. + icons - Hot Key - TTL Serial output - Alarm logger - 4÷20mA Analog output (opt) - 
Buzzer (opt) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC460D 2 x NTC/PTC/4÷20mA 6 x 5A 6 24, 110, 230Vac 123,00

DIGITAL CONTROLLER FOR SIMULTANEOUS MANAGEMENT OF UP TO 4 COMPRESSORS AND FANS 
WITHOUT DISPLAY
Remote display - Hot Key - RS485 output - IP65 - Alarm logger - Buzzer - 0÷10V Analog output - RS485 opto-insulated 
(opt, only for 90-260V power supply) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC640D 2 x NTC/0÷5V/4÷20mA

1 x NTC
4 x 5A 4 x safety

1 x LP
1 x HP
2 x config.

110, 230Vac 160,50
90-260V 167,50

DIGITAL CONTROLLER FOR SIMULTANEOUS MANAGEMENT OF UP TO 4 COMPRESSORS AND FANS
Display: dual with 4-4 digit and D.P. + icons - Hot Key - RS485 output - IP65 - Alarm logger - Buzzer - 0÷10V Analog output 
- Remote display (only for 90-260V power supply) - RS485 opto-insulated (opt, only for 90-260V power supply)

4 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XC640D 2 x NTC/0÷5V/4÷20mA
1 x NTC

4 x 5A 4 x safety
1 x LP
1 x HP
2 x config.

110, 230Vac 174,50
90-260V 181,50

DIGITAL CONTROLLER FOR DIGITAL COMPRESSOR MANAGEMENT WITHOUT DISPLAY
Remote display - Hot Key - RS485 output - IP65 - Alarm logger - Buzzer - 0÷10V Analog output - RS485 opto-insulated 
(opt, only for 90-260V power supply)

4 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XC645D 2 x NTC/4÷20mA/0÷5V
1 x NTC

4 x 5A, Triac 24V/230Vac-0,5A 5 x safety
1 x LP
1 x HP
2 x config.

110, 230Vac 225,50
90-260V 232,50

DIGITAL CONTROLLER FOR DIGITAL COMPRESSOR MANAGEMENT
Display: dual with 4-4 digit and D.P. + icons - Hot Key - RS485 output - IP65 - Alarm logger - Buzzer - 0÷10V Analog output 
- Remote display (only for 90-260V power supply) - RS485 opto-insulated (opt, only for 90-260V power supply)

4 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XC645D 2 x NTC/4÷20mA/0÷5V
1 x NTC

4 x 5A, Triac 24V/230Vac-0,5A 5 x safety
1 x LP
1 x HP
2 x config.

110, 230Vac 239,50
90-260V 246,50

DIGITAL CONTROLLER FOR SIMULTANEOUS MANAGEMENT OF UP TO 6 COMPRESSORS AND FANS 
WITHOUT DISPLAY
Remote display - Hot Key - RS485 output - IP65 - Alarm logger - Buzzer - 0÷10V Analog output - RS485 opto-insulated 
(opt, only for 90-260V power supply) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC660D 3 x NTC/0÷5V/4÷20mA

1 x NTC (10K)/NTC (86K)
6 x 5A 6 x safety

1 x LP
1 x HP
2 x config.

110, 230Vac 175,50
90-260V 182,50
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COMPRESSOR RACK REFRIGERATION CONTROLLERS
up to 6 compressor/fan output applications also with inverter management XC400/600
DIGITAL CONTROLLER FOR SIMULTANEOUS MANAGEMENT OF UP TO 6 COMPRESSORS AND FANS
Display: dual with 4-4 digit and D.P. + icons - Hot Key - RS485 output - IP65 - Alarm logger - Buzzer - 0÷10V Analog output 
- Remote display (only for 90-260V power supply) - RS485 opto-insulated (opt, only for 90-260V power supply)

4 DIN Rail
Model Probe inputs Relay outputs Digital input Power Supply Price €

XC660D 3 x NTC/0÷5V/4÷20mA
1 x NTC (10K)/NTC (86K)

6 x 5A 6 x safety
1 x LP
1 x HP
2 x config.

110, 230Vac 189,50
90-260V 196,50

KEYBOARD
Display: dual with 4 digit and D.P. + icons - Buzzer (opt)

64x100mm
Model Available for models Price €

VC660 For XC600D without display or XC600D with display and 90-260V power supply 58,35

OPTIONS
Name Available for models Surcharge €

4÷20mA Analog output XC400D - XC642C 3,15
0÷10V/4÷20mA Analog output XC650C - XC600CX 3,15
RS485 optoisolata For XC640D - XC645D - XC660D with 90-260V power supply 25,00
Buzzer XC400 - XC600C - XC600CX - VC660 3,15

ACCESSORIES
Model Description / Available for models Price €

CW15-KIT Female connectors 12-14 pins with wires 1,5m (only for XC642C, XC650C, XC650CX, XC652CX) 20,50
CW25-KIT Female connectors 12-14 pins with wires 2,5m (only for XC642C, XC650C, XC650CX, XC652CX) 28,80
CWC15-KIT 2 disconnectable female connectors, 14-6 pins with wires 1,5m (only for XC645CX) 16,90
CWC30-KIT 2 disconnectable female connectors, 14-6 pins with wires 3m (only for XC645CX) 26,50
CF-KIT Female connectors 12-14 pins with faston (only for XC642C, XC650C, XC650CX, XC652CX) 2,35
CAB/CJ15 1,5m connector for analog output, DI and HP (only for XC600C, XC600CX) 2,00
CAB/CJ30 3m connector for analog output, DI and HP (only for XC600C, XC600CX) 2,50
XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - XC400/600C - XC400D

X C - A B C D E

A B C D E
Power supply Measurement 

unit
Buzzer Analog outputs/PWM Input

0= 12Vac/dc C= °C 0= No 0= No / No A= PP11
1= 24Vac/dc F= °F 1= Yes 2= 4÷20mA / No B= PP30
2= 24Vac B= Bar 5= 0÷10V / No C= NTC
4= 110Vac P= PSI D= PTC
5= 230Vac E= 4÷20mA

F= Suction PP11; Discharge PP30
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COMPRESSOR RACK REFRIGERATION CONTROLLERS
XC400/600 up to 6 compressor/fan output applications also with inverter management

p

HOW TO ORDER - XC600CX

X C C X  - A B C D E

A B C D E
Power Supply Measurement 

unit
Buzzer TRIAC voltage * Analog outputs * Input

0= 12Vac/dc C= °C 0= No 0 110÷230Vac No C= NTC
1= 24Vac/dc F= °F 1= Yes 1 110÷230Vac Yes E= 4÷20mA 

B= Bar 2 24Vac No F= Suction PP11; Discharge PP30
P= PSI 3 24Vac Yes R= 0÷5V (ratiometric)
K= KPA 4 No TRIAC No

5 No TRIAC Yes

* 0, 1, 2, 3 (only for XC645)
4, 5 (only for XC650 and XC652)

HOW TO ORDER - XC600D

X C 6 D  - A B C D E

A B C D E
Power Supply Measurement 

unit
On-board display Remote display 

output
RS485 opto-insulated Inputs

4= 110Vac C= °C 0 No Yes 1= No C= NTC
5= 230Vac F= °F 1 Yes (only for 

110,230Vac)
Yes 3= Si (only for 90-260V) E= 4÷20mA 

7= 90-260V B= Bar 2 Yes (only for 90-260V) Yes (only for 90-
260V)

F= Suction PP11; Discharge PP30

P= PSI R= 0÷5V (ratiometric)
K= KPA 

HOW TO ORDER - VC660

V C 6 6 0  - 0 0 C N 0

C
Buzzer

0= No
1= Yes
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COMPRESSOR RACK REFRIGERATION CONTROLLERS
up to 11 compressor/fan output applications - serial output XC700/800M
CONTROLLERS FOR MANAGING UP TO 6 COMPRESSORS OR FANS
Display: dual with 4 digit and D.P. - RTC - Hot Key - IP65 - Compressor safety - Keypad lock - Load safety - RS485 output 
- Buzzer 72x144mm
up to 11 compressor/fan output applications - serial outputXC700/800M XC700/800M - up to 11 compressor/fan output applications - serial outputModel Probe inputs Relay outputs Digital input Power Supply Price €
XC706M NTC/4÷20mA 6 x load 8A

2 x alarm 8A
6 24, 110, 230Vac 364,50

CONTROLLERS FOR SIMULTANEOUS MANAGEMENT OF UP TO 7 COMPRESSORS AND FANS
Display: dual with 4 digit and D.P. - RTC - Hot Key - IP65 - Compressor safety - Keypad lock - Load safety - RS485 output 
- Buzzer 72x144mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC807M 2 x NTC/4÷20mA 7 x load 8A

2 x alarm 8A
7 24, 110, 230Vac 386,10

CONTROLLERS FOR SIMULTANEOUS MANAGEMENT OF UP TO 11 COMPRESSORS AND FANS
Display: dual with 4 digit and D.P. - RTC - Hot Key - IP65 - Compressor safety - Keypad lock - Load safety - RS485 output 
- Buzzer 72x144mm

Model Probe inputs Relay outputs Digital input Power Supply Price €
XC811M 2 x NTC/4÷20mA 11 x load 8A

2 x alarm 8A
11 24, 110, 230Vac 442,75

HOW TO ORDER - XC700/800M

X C M  - A B 0 D 0

A B D
Power Supply Input Measurement unit

2= 24Vac A= Suction PP07; Discharge PP30 1= Bar -°C
4= 110Vac B= Suction PP07; Discharge NTC 2= PSI - °F
5= 230Vac C= Suction NTC; Discharge PP30 3= kPA - °C

D= Suction PP11; Discharge NTC
E= Suction PP11; Discharge PP30
N= NTC
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COMPRESSOR RACK REFRIGERATION CONTROLLERS
XC1000 up to 15 compressor/fan output applications

p

COMPRESSOR RACK CONTROLLERS
Hot Key - RS485 output - Visograph output - 24Vac/dc power supply

10 DIN Rail
up to 15 compressor/fan output applicationsXC1000 XC1000 - up to 15 compressor/fan output applicationsModel Probe inputs Relay outputs Digital input Price €
XC1008D 2 x 4÷20mA/PPR/NTC/PTC, 2 x NTC/PTC 8 x 7A, 2 x 8A 10 main voltage, 4 free voltage 331,00
XC1011D 4 x 4÷20mA/PPR/NTC/PTC, 4 x NTC/PTC 11 x 7A, 2 x 8A 15 main voltage, 4 free voltage 382,00
XC1015D 4 x 4÷20mA/PPR/NTC/PTC, 4 x NTC/PTC 15 x 7A, 2 x 8A 19 main voltage, 4 free voltage 449,00

GRAPHIC DISPLAY
Display: LCD 240x96 pixel - Visokey - IP65 - Compressor - Buzzer (opt)

156x82mm
Model Description / Available for models Price €

VGC810 Keyboard for XC1000D 156,00

OPTIONS
Name Available for models Meaning Surcharge €

Buzzer VGC Buzzer 3,15
Analog output XC1008D 2 x 4÷20mA/0÷10V 15,50
Analog output XC1011D, XC1015D 4 x 4÷20mA/0÷10V 27,50

ACCESSORIES
Model Description / Available for models Price €

TF10D Available in the following versions: 10VA, 230/24Vac, 110/24Vac - DIN Rail mounting. For XC1008D 18,00
TF20D Available in the following versions: 20VA, 230/24Vac and 110/24Vac - DIN Rail mounting. For 

XC1011D, XC1015D
28,50

HOW TO ORDER - XC1000

X C 1 0 D  - 1 B 0 D E

B D E
Measurement unit 4÷20mA/0÷10V Input 

C= °C 0= No C= NTC
F= °F 1= Yes D= PTC
B= Bar E= 4÷20mA
P= PSI F= Suction PP11; Discharge PP30
K= KPA G= Ratiometric

HOW TO ORDER - VGC

V G C 8 1 0  - A B 0 0 0

A B
Buzzer Kind of mounting

0= No P= Panel
1= Yes W= Wall
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COMPRESSOR RACK REFRIGERATION CONTROLLERS
up to 2 circuit and 6 compressor per circuit applications iProRACK
CONTROLLER FOR MANAGEMENT OF UP TO 2 CIRCUITS AND 6 COMPRESSORS PER CIRCUIT
Display: LCD on VGIPR - Real time clock - RS485 master + slave output - USB output - CANBus output - Bayonet + screw 
connectors - Ethernet 10 DIN Rail
up to 2 circuit and 6 compressor per circuit applicationsiProRACK iProRACK - up to 2 circuit and 6 compressor per circuit applicationsModel Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Prezzo €

IPR215D 10 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

15 x 5A config. 4 + 2 x config. 20 x config. 24Vac/dc 680,00

REMOTE KEYBOARD WITH LCD GRAPHIC DISPLAY
Display: LCD 240x96 pixels - 8 keys - IP65 - Buzzer

82x156mm
Model Description / Available for models Prezzo €

VGIPR Remote keyboard with LCD graphic display and interface dedicated to the management of compressor racks 
by means of iPoRACK controllers 

159,15

ACCESSORIES
Model Description Prezzo €

TF20D Transformer 20VA. Available in the following versions: 230/24Vac and 110/24Vac 28,50
IP-FC215CP Connectors kit with free of voltage contacts with 6 screw connectors 2-3(x5)-6-7-4 pins and 3 

bayonet connectors 10-16-22 pins
43,50

CAB/WEB/NET Ethernet patch cable, 3m 18,00
CAB/WEB/PC Ethernet patch cross over cable, 1m 11,00
KIT SIMULATORE IPRO 
IPR215D 

Kit to simulate inputs and outputs (analog and digital). 230Vac power supply 2300,00

HOW TO ORDER - IPR215D

I P R 2 1 5 D  - 1 0 1 0 0

HOW TO ORDER - VGIPR

V G I P R  - 1 P 0 D 0

D
Characters type

0= Ascii
1= Unicode
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FAN SPEED CONTROLLERS
XV05/10/22 single-phase fan speed control

p

SINGLE-PHASE SPEED CONTROLLERS
PWM input - Trigger signal

4 DIN Rail
Fan speed controllerssingle-phase fan speed controlXV05/10/22 XV05/10/22 - single-phase fan speed controlModel Description Power Supply Price €
XV05PD Speed controller for single-phase A.C. motors up to 0,5kW, 2A 230Vac 31,50

SINGLE-PHASE SPEED CONTROLLERS
PWM input - Trigger signal Open board

Model Description Power Supply Price €
XV05PK Speed controller for single-phase A.C. motors up to 0,5kW, 2A 230Vac 26,00
XV10PK Speed controller for single-phase A.C. motors up to 1kW, 4A 230Vac 34,50
XV22PK Speed controller for single-phase A.C. motors up to 2,2kW, 9,5A 230Vac 60,50

HOW TO ORDER - XV

X V  - 5 0 0 0 0
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FAN SPEED CONTROLLERS
single-phase fan speed control XV100
SINGLE-PHASE SPEED CONTROLLERS

4 DIN Rail
XV100 XV100 - single-phase fan speed controlModel Probe inputs Outputs Power Supply Price €
XV105D NTC or 4÷20mA or 0÷1V or 0÷10V 500Watt 230Vac 54,80

SINGLE-PHASE SPEED CONTROLLERS
Enclosure IP55

139x158mm
Model Probe inputs Outputs Power Supply Price €

XV110K NTC or 4÷20mA or 0÷1V or 0÷10V 1000Watt 230Vac 92,95

SINGLE-PHASE SPEED CONTROLLERS
Enclosure IP55

176x200mm
Model Probe inputs Outputs Power Supply Price €

XV150K NTC or 4÷20mA or 0÷1V or 0÷10V 5000Watt 230Vac 150,35

ACCESSORIES
Model Description Price €

XV-ACK Anticondensation kit (for XV110K - XV150K) 15,25

HOW TO ORDER - XV100

X V 1  - 5 B C D 0

B C D
Format Type of action Regulation input

0= DIN D= Direct + Cut Off N= NTC Probe
5= Enclosure IP55 R= Inverse + Cut Off A= Current (4÷20mA)

N= Slave (not for regulation 
input = N)

V= 0÷1V / 0÷10V
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FAN SPEED CONTROLLERS
XV300 three-phase fan speed control

p

THREE-PHASE FAN SPEED CONTROLLERS - SLAVE MODULES
PWM/4÷20mA/0÷10V input - 10Vdc auxiliary output - Alarm relay output - Indicator LED - ModBUS-RTU

three-phase fan speed controlXV300 XV300 - three-phase fan speed controlModel Description Protection Power Supply Price € 
XV308K Speed controller designed for three-phase A.C. motors 

up to 5,5kVA, 8A
IP55 400Vac 435,00

XV310K Speed controller designed for three-phase A.C. motors 
up to 6,5kVA, 10A

IP20 400Vac 435,00

XV312K Speed controller designed for three-phase A.C. motors 
up to 8kVA, 12A

IP55 400Vac 525,00

XV316K Speed controller designed for three-phase A.C. motors 
up to 11kVA, 16A

IP20 400Vac 590,00

XV320K Speed controller designed for three-phase A.C. motors 
up to 13kVA, 20A

IP55, IP20 (opt) 400Vac 670,00

XV328K Speed controller designed for three-phase A.C. motors 
up to 19kVA, 28A

IP55, IP20 (opt) 400Vac 980,00

XV340K Speed controller designed for three-phase A.C. motors 
up to 26kVA, 40A

IP55, IP20 (opt) 400Vac 1150,00

XV350K Speed controller designed for three-phase A.C. motors 
up to 32kVA, 50A

IP55 400Vac 1865,00

XV360K Speed controller designed for three-phase A.C. motors 
up to 41kVA, 60A

IP55 400Vac 2850,00

THREE-PHASE FAN SPEED CONTROLLERS - MASTER MODULES
LCD display - PWM/4÷20mA/0÷10V input - 10Vdc auxiliary output - Alarm relay output - LCD OLED display (opt) - RTC 
(opt)

Model Description Protection Power Supply Price € 
XV308K Speed controller designed for three-phase A.C. motors 

up to 5,5kVA, 8A
IP55 230-400Vac 665,00

XV312K Speed controller designed for three-phase A.C. motors 
up to 8kVA, 12A

IP55 230-400Vac 770,00

XV320K Speed controller designed for three-phase A.C. motors 
up to 13kVA, 20A

IP55 230-400Vac 850,00

XV328K Speed controller designed for three-phase A.C. motors 
up to 19kVA, 28A

IP55 230-400Vac 1295,00

XV340K Speed controller designed for three-phase A.C. motors 
up to 26kVA, 40A

IP55 230-400Vac 1445,00

XV350K Speed controller designed for three-phase A.C. motors 
up to 32kVA, 50A

IP55 230-400Vac 1910,00

XV360K Speed controller designed for three-phase A.C. motors 
up to 41kVA, 60A

IP55 230-400Vac 2850,00

OPTIONS
Name Description / Available for models Surcharge €

IP20 For slave modules: XV320K, XV328K, XV340K -30,00
RTC For master modules 200,00
LCD OLED display Display designed for low ambient temperature and Russian language. For master modules 90,00

HOW TO ORDER - XV300K - SLAVE MODULES

X V 3 K  - 7 0 C 2 0

HOW TO ORDER - XV300K - MASTER MODULES

X V 3 K  - 6 1 1 D E

C D E
Protection RTC Display

0= IP20 1= Yes 1= LCD
1= IP55 2= No 2= LCD OLED
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
multi-probe input - serial output XT100
1 STAGE DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - IP65 - Keypad lock - Load safety - TTL Serial output (only for models with 12/24Vac/
dc probe supply) - Buzzer (opt) 32x74mm
Time/temperature/humidity/pressure controllersmulti-probe input - serial outputXT100 XT100 - multi-probe input - serial outputModel Probe inputs Relay outputs Digital input Power 

Supply
Price €

XT110C NTC/PTC load 8A 1 x conf. 12Vac/dc 65,05
24Vac/dc 71,55
110, 230Vac 69,80

XT110C NTC/PTC/Pt100/TcK/TcJ/TcS load 8A 1 x conf. 12Vac/dc 69,45
24Vac/dc 75,95
110, 230Vac 74,20

XT110C 4÷20mA/0÷1V/0÷10V load 8A
TTL output not available with 110V or 230V

1 x conf. 12Vac/dc 69,45
24Vac/dc 75,95
110, 230Vac 74,20

XT111C NTC/PTC load 8A, alarm 8A 1 x conf. 12Vac/dc 68,30
24Vac/dc 74,75
110, 230Vac 73,05

XT111C NTC/PTC/Pt100/TcK/TcJ/TcS load 8A, alarm 8A 1 x conf. 12Vac/dc 72,70
24Vac/dc 79,15
110, 230Vac 77,45

XT111C 4÷20mA/0÷1V/0÷10V load 8A, alarm 8A
TTL output not available with 110V or 230V

1 x conf. 12Vac/dc 72,70
24Vac/dc 79,15
110, 230Vac 77,45

2 STAGE DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - IP65 - Keypad lock - Load safety - TTL Serial output (only for models with 12/24Vac/
dc probe supply) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT120C NTC/PTC 2 x load 8A 1 x conf. 12Vac/dc 72,55
24Vac/dc 78,95
110, 230Vac 77,25

XT120C NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A 1 x conf. 12Vac/dc 76,90
24Vac/dc 83,35
110, 230Vac 81,65

XT120C 4÷20mA/0÷1V/0÷10V 2 x load 8A
TTL output not available with 110V or 230V

1 x conf. 12Vac/dc 76,90
24Vac/dc 83,35
110, 230Vac 81,65

XT121C NTC/PTC 2 x load 8A, alarm 8A 1 x conf. 12Vac/dc 77,80
24Vac/dc 84,25
110, 230Vac 82,55

XT121C NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A, alarm 8A 1 x conf. 12Vac/dc 82,15
24Vac/dc 88,60
110, 230Vac 86,90

XT121C 4÷20mA/0÷1V/0÷10V 2 x load 8A, alarm 8A
TTL output not available with 110V or 230V

1 x conf. 12Vac/dc 82,15
24Vac/dc 88,60
110, 230Vac 86,90

NEUTRAL ZONE DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - IP65 - Keypad lock - Load safety - TTL Serial output (only for models with 12/24Vac/
dc probe supply) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT130C NTC/PTC 2 x load 8A 1 x conf. 12Vac/dc 72,55
24Vac/dc 78,95
110, 230Vac 77,25
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
XT100 multi-probe input - serial output

p

XT130C NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A 1 x conf. 12Vac/dc 76,90
24Vac/dc 83,35
110, 230Vac 81,65

XT130C 4÷20mA/0÷1V/0÷10V 2 x load 8A
TTL output not available with 110V or 230V

1 x conf. 12Vac/dc 76,90
24Vac/dc 83,35
110, 230Vac 81,65

XT131C NTC/PTC 2 x load 8A, alarm 8A 1 x conf. 12Vac/dc 77,80
24Vac/dc 84,25
110, 230Vac 82,55

XT131C NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A, alarm 8A 1 x conf. 12Vac/dc 82,15
24Vac/dc 88,60
110, 230Vac 86,90

XT131C 4÷20mA/0÷1V/0÷10V 2 x load 8A, alarm 8A
TTL output not available with 110V or 230V

1 x conf. 12Vac/dc 82,15
24Vac/dc 88,60
110, 230Vac 86,90

2 STAGE PID DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - IP65 - Keypad lock - Load safety - TTL Serial output (only for models with 12/24Vac/
dc probe supply) - Buzzer (opt) 32x74mm

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT141C NTC/PTC 2 x load 8A, alarm 8A 1 x conf. 12Vac/dc 77,80
24Vac/dc 84,25
110, 230Vac 82,55

XT141C NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A, alarm 8A 1 x conf. 12Vac/dc 82,15
24Vac/dc 88,60
110, 230Vac 86,90

XT141C 4÷20mA/0÷1V/0÷10V 2 x load 8A, alarm 8A
TTL output not available with 110V or 230V

1 x conf. 12Vac/dc 82,15
24Vac/dc 88,60
110, 230Vac 86,90

1 STAGE DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - Keypad lock - Load safety - TTL Serial output - 4÷20mA Analog output (opt) - Buzzer 
(opt) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT110D NTC/PTC load 8A 1 x conf. 24Vac/dc 77,00
24Vac 74,30
110, 230Vac 74,30

XT110D NTC/PTC/Pt100/TcK/TcJ/TcS load 8A 1 x conf. 24Vac/dc 82,00
24Vac 79,30
110, 230Vac 79,30

XT110D 4÷20mA/0÷1V/0÷10V load 8A 1 x conf. 24Vac/dc 82,00
24Vac 79,30
110, 230Vac 79,30

XT111D NTC/PTC load 8A, alarm 8A 1 x conf. 24Vac/dc 80,10
24Vac 77,40
110, 230Vac 77,40

XT111D NTC/PTC/Pt100/TcK/TcJ/TcS load 8A, alarm 8A 1 x conf. 24Vac/dc 85,10
24Vac 82,35
110, 230Vac 82,35

XT111D 4÷20mA/0÷1V/0÷10V load 8A, alarm 8A 1 x conf. 24Vac/dc 85,10
24Vac 82,35
110, 230Vac 82,35

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
multi-probe input - serial output XT100
2 STAGE DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - Keypad lock - Load safety - TTL Serial output - 4÷20mA Analog output (opt) - Buzzer 
(opt) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT120D NTC/PTC 2 x load 8A 1 x conf. 24Vac/dc 80,10
24Vac 77,40
110, 230Vac 77,40

XT120D NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A 1 x conf. 24Vac/dc 85,10
24Vac 82,35
110, 230Vac 82,35

XT120D 4÷20mA/0÷1V/0÷10V 2 x load 8A 1 x conf. 24Vac/dc 85,10
24Vac 82,35
110, 230Vac 82,35

XT121D NTC/PTC 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 83,20
24Vac 80,45
110, 230Vac 80,45

XT121D NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 88,20
24Vac 85,45
110, 230Vac 85,45

XT121D 4÷20mA/0÷1V/0÷10V 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 88,20
24Vac 85,45
110, 230Vac 85,45

NEUTRAL ZONE DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - Keypad lock - Load safety - TTL Serial output - 4÷20mA Analog output (opt) - Buzzer 
(opt) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT130D NTC/PTC 2 x load 8A 1 x conf. 24Vac/dc 80,10
24Vac 77,40
110, 230Vac 77,40

XT130D NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A 1 x conf. 24Vac/dc 85,10
24Vac 82,35
110, 230Vac 82,35

XT130D 4÷20mA/0÷1V/0÷10V 2 x load 8A 1 x conf. 24Vac/dc 85,10
24Vac 82,35
110, 230Vac 82,35

XT131D NTC/PTC 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 83,20
24Vac 80,45
110, 230Vac 80,45

XT131D NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 88,20
24Vac 85,45
110, 230Vac 85,45

XT131D 4÷20mA/0÷1V/0÷10V 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 88,20
24Vac 85,45
110, 230Vac 85,45

2 STAGE PID DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - Keypad lock - Load safety - TTL Serial output - 4÷20mA Analog output (opt) - Buzzer 
(opt) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT141D NTC/PTC 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 83,20
24Vac 80,45
110, 230Vac 80,45
dIXEL Price List - May 2014 page 71



TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
XT100 multi-probe input - serial output

p

XT141D NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 88,20
24Vac 85,45
110, 230Vac 85,45

XT141D 4÷20mA/0÷1V/0÷10V 2 x load 8A, alarm 8A 1 x conf. 24Vac/dc 88,20
24Vac 85,45
110, 230Vac 85,45

3 STAGE DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - Keypad lock - Load safety - TTL Serial output - 4÷20mA Analog output (opt) - Buzzer 
(opt) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT151D NTC/PTC 3 x load 8A, alarm 8A 1 x conf. 24Vac/dc 86,30
24Vac 83,55
110, 230Vac 83,55

XT151D NTC/PTC/Pt100/TcK/TcJ/TcS 3 x load 8A, alarm 8A 1 x conf. 24Vac/dc 91,30
24Vac 88,55
110, 230Vac 88,55

XT151D 4÷20mA/0÷1V/0÷10V 3 x load 8A, alarm 8A 1 x conf. 24Vac/dc 91,30
24Vac 88,55
110, 230Vac 88,55

4 STAGE DIGITAL CONTROLLERS
Display: 3 ½ digit with D.P. - Hot Key - Keypad lock - Load safety - TTL Serial output - 4÷20mA Analog output (opt) - Buzzer 
(opt) 4 DIN Rail

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €

XT160D NTC/PTC 4 x load 8A 1 x conf. 24Vac/dc 86,30
24Vac 83,55
110, 230Vac 83,55

XT160D NTC/PTC/Pt100/TcK/TcJ/TcS 4 x load 8A 1 x conf. 24Vac/dc 91,30
24Vac 88,55
110, 230Vac 88,55

XT160D 4÷20mA/0÷1V/0÷10V 4 x load 8A 1 x conf. 24Vac/dc 91,30
24Vac 88,55
110, 230Vac 88,55

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15
Analog output (4÷20mA) XT100D 5,90

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

Model Probe inputs Relay outputs Digital input Power 
Supply

Price €
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
multi-probe input - serial output XT100
HOW TO ORDER - XT100

X T 1  - A B C D U

A B C D
Power Supply Measurement unit Buzzer Analog output Input

0= 12Vac/dc C= °C 0 No No P= PTC (NTC)
1= 24Vac/dc F= °F 1 Yes No T= PTC (NTC, Pt100, TcJ, TcK, TcS)
2= 24Vac B= Bar 2* No 4÷20mA A= 4÷20mA (0÷1V, 0÷10V)
4= 110Vac P= PSI 3* Yes 4÷20mA B= PP07 (-0.5V÷7bar)
5= 230Vac H= %RH 4* No 0÷10V C= PP30 (0÷30bar)

N= No measurement unit 5* Yes 0÷10V D= PP11 (-0.5V÷11bar)
H= XH10/20P

* Only for D format 
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
XT100R temperature management

p

1 STAGE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm
temperature managementXT100R XT100R - temperature managementModel Probe inputs Relay outputs Power Supply Price €
XT111R PTC load 8A, alarm 8A 24Vac, 110/230Vac 103,65
XT111R RTD/Pt100/Ni100 load 8A, alarm 8A 24Vac, 110/230Vac 107,20
XT111R TcK/TcJ/TcS load 8A, alarm 8A 24Vac, 110/230Vac 107,60
XT111R 4÷20mA  load 8A, alarm 8A 24Vac, 110/230Vac 111,80
XT111R 0÷1V/0÷10V load 8A, alarm 8A 24Vac, 110/230Vac 111,80

2 STAGE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm

Model Probe inputs Relay outputs Power Supply Price €
XT121R PTC 2 x load 8A, alarm 8A 24Vac, 110/230Vac 131,70
XT121R RTD/Pt100/Ni100 2 x load 8A, alarm 8A 24Vac, 110/230Vac 135,20
XT121R TcK/TcJ/TcS 2 x load 8A, alarm 8A 24Vac, 110/230Vac 142,40
XT121R 4÷20mA  2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,20
XT121R 0÷1V/0÷10V 2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,20

NEUTRAL ZONE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm

Model Probe inputs Relay outputs Power Supply Price €
XT131R PTC 2 x load 8A, alarm 8A 24Vac, 110/230Vac 131,60
XT131R RTD/Pt100/Ni100 2 x load 8A, alarm 8A 24Vac, 110/230Vac 135,10
XT131R TcK/TcJ/TcS 2 x load 8A, alarm 8A 24Vac, 110/230Vac 142,30
XT131R 4÷20mA  2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,10
XT131R 0÷1V/0÷10V 2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,10

2 STAGE PID DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm

Model Probe inputs Relay outputs Power Supply Price €
XT141R PTC 2 x load 8A, alarm 8A 24Vac, 110/230Vac 141,70
XT141R RTD/Pt100/Ni100 2 x load 8A, alarm 8A 24Vac, 110/230Vac 145,25
XT141R TcK/TcJ/TcS 2 x load 8A, alarm 8A 24Vac, 110/230Vac 152,40
XT141R 4÷20mA  2 x load 8A, alarm 8A 24Vac, 110/230Vac 146,25
XT141R 0÷1V/0÷10V 2 x load 8A, alarm 8A 24Vac, 110/230Vac 146,25

OPTIONS
Name Available for models Surcharge €

Power Supply (24Vac/dc) ALL 2,65
Main / Analog output ALL 15,65
Serial Output ALL 15,55
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
temperature management XT100R
HOW TO ORDER - XT100R

X T  - A B C D E

A B C D E
Power Supply Measurement unit Main / Analog output Input Serial Output

1= 24Vac/dc C= °C 0= relays / No An. Output P= PTC 0= No
2= 24Vac F= °F 2= relays / 4÷20mA R= Pt100 S= Yes
6= 110/230Vac 4= relays / 0÷1V (Ni100)

5= 12V/20mA for SSR / No An. Out K= TcK
7= 12V/20mA for SSR / No An. Out: 4÷20mA J= TcJ
9= 12V/20mA for SSR / No An. Out: 0÷1V S= TcS

A= 4÷20mA
With 24Vac/dc power supply, the analog output is not 
available

V= 0÷1V
W= 0÷10V
dIXEL Price List - May 2014 page 75



TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
XH100R humidity management

p

1 STAGE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm
humidity managementXH100R XH100R - humidity managementModel Probe inputs Relay outputs Power Supply Price €
XH111R 4÷20mA/XH10/20P  load 8A, alarm 8A 24Vac, 110/230Vac 120,25
XH111R 0÷1V/0÷10V load 8A, alarm 8A 24Vac, 110/230Vac 120,25

2 STAGE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm

Model Probe inputs Relay outputs Power Supply Price €
XH121R 4÷20mA/XH10/20P  2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,20
XH121R 0÷1V/0÷10V 2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,20

2 STAGE & NEUTRAL ZONE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm

Model Probe inputs Relay outputs Power Supply Price €
XH131R 4÷20mA/XH10/20P  2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,10
XH131R 0÷1V/0÷10V 2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,10

OPTIONS
Name Available for models Surcharge €

Power Supply (24Vac/dc) ALL 2,65
Main / Analog output ALL 15,65
Serial Output ALL 15,55

HOW TO ORDER - XH100R

X H  - A 0 C D E

A C D E
Power Supply Main / Analog output Input Serial Output

1= 24Vac/dc 0= relays / No An. Output A= Current 4÷20mA 0= No
2= 24Vac 2= relays / 4÷20mA B= XH10/20P S= Yes
6= 110/230Vac 4= relays / 0÷1V V= 0÷1V

W= 0÷10V
With 24Vac/dc power supply, the 
analog output is not available
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
pressure management XP100R
1 STAGE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm
pressure managementXP100R XP100R - pressure managementModel Probe inputs Relay outputs Power Supply Price €
XP111R 4÷20mA/PP07/PP30/PP11  load 8A, alarm 8A 24Vac, 110/230Vac 120,25
XP111R 0÷1V/0÷10V load 8A, alarm 8A 24Vac, 110/230Vac 120,25

2 STAGE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm

Model Probe inputs Relay outputs Power Supply Price €
XP121R 4÷20mA/PP07/PP30/PP11  2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,20
XP121R 0÷1V/0÷10V 2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,20

NEUTRAL ZONE DIGITAL CONTROLLERS
Display: 3 digits with D.P. - IP65 - Keypad lock - Load safety - Buzzer - RS485 output (opt) - 4÷20mA Analog output (opt) 
- 0÷1V Analog output (opt) 72x72mm

Model Probe inputs Relay outputs Power Supply Price €
XP131R 4÷20mA/PP07/PP30/PP11  2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,10
XP131R 0÷1V/0÷10V 2 x load 8A, alarm 8A 24Vac, 110/230Vac 136,10

OPTIONS
Name Available for models Surcharge €

Power Supply (24Vac/dc) ALL 2,65
Main / Analog output ALL 15,65
Serial Output ALL 15,55

HOW TO ORDER - XP100R

X P  - A B C D E

A B C D E
Power Supply Measurement unit Main / Analog output Input Serial Output

1= 24Vac/dc B= Bar 0= relays / No An. Output A= Current 4÷20mA 0= No
2= 24Vac P= PSI 2= relays / 4÷20mA B= PP07 (-0,5÷7 bar) S= Yes
6= 110/230Vac 4= relays / 0÷1V C= PP30 (0÷30 bar)

D= PP11 (-0,5÷11 bar)
With 24Vac/dc power supply, the 
analog output is not available

V= 0÷1V
W= 0÷10V
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
XT200 multi-probe input, with time/temp. cycle management - serial output

p

1 STAGE DIGITAL CONTROLLERS WITH SINGLE DISPLAY
Display: 3 ½ digit with D.P. - Hot Key - IP65 - Keypad lock - Load safety - TTL Serial output - Buzzer (opt)

32x74mm
multi-probe input, with time/temp. cycle management - serial outputXT200 XT200 - multi-probe input, with time/temp. cycle management - serial outputModel Probe inputs Relay outputs Digital input Power Supply Price €
XT210C NTC/PTC/Pt100/TcK/TcJ/TcS load 8A 1 x configurable 12Vac/dc 73,55

24Vac/dc 80,05
110, 230Vac 78,30

XT211C NTC/PTC/Pt100/TcK/TcJ/TcS load 8A, alarm 8A 1 x configurable 12Vac/dc 76,80
24Vac/dc 83,25
110, 230Vac 81,55

2 STAGE DIGITAL CONTROLLERS WITH SINGLE DISPLAY
Display: 3 ½ digit with D.P. - Hot Key - IP65 - Keypad lock - Load safety - TTL Serial output - Buzzer (opt)

32x74mm
Model Probe inputs Relay outputs Digital input Power Supply Price €

XT220C NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A 1 x configurable 12Vac/dc 81,05
24Vac/dc 87,45
110, 230Vac 85,75

XT221C NTC/PTC/Pt100/TcK/TcJ/TcS 2 x load 8A, alarm 8A 1 x configurable 12Vac/dc 86,30
24Vac/dc 92,70
110, 230Vac 91,05

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 3,15

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - XT200

X T 2 C  - A B C T E

A B C E
Power Supply Measurement unit Buzzer SSR Time

0= 12Vac/dc C= °C 0 No No 0= h / min
1= 24Vac/dc F= °F 1 Yes No 1= min / sec
4= 110Vac 2 No Yes
5= 230Vac 3 Yes Yes
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TIME/TEMPERATURE/HUMIDITY/PRESSURE CONTROLLERS
time/temperature cycle management - serial output XT400
TIMED CYCLE DIGITAL CONTROLLERS WITH DUAL DISPLAY
Display: dual with 3-4 digit + icons - Hot Key - IP65 - Keypad lock - Load safety - TTL Serial output - RTC (opt) - Buzzer 
(opt) 32x74mm
time/temperature cycle management - serial outputXT400 XT400 - time/temperature cycle management - serial outputModel Probe inputs Relay outputs Digital input Power Supply Price €
XT420C NTC/PTC load 8A, light 8A 1 x configurable 24, 110, 230Vac 86,55

OPTIONS
Name Available for models Surcharge €

Buzzer XT420C 3,15
RTC XT420C 13,15

ACCESSORIES
Model Description Price €

XJ485CX Serial interface TTL - RS485, power supply from controller, multipolar connector (20cm) included 9,00

HOW TO ORDER - XT400

X T 4 2 0 C  - A B C D E

A B C D E
Power Supply Measurement unit Buzzer Type of probe RTC

2= 24Vac C= °C 0= No N= NTC 0= No 
4= 110Vac F= °F 1= Yes P= PTC 1= Yes 
5= 230Vac
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COOKING OVEN CONTROLLERS
XF cooking oven applications

p

COOKING OVEN CONTROLLERS
Display: 2 x 3 digit + 1 x 4 digit (XF320M: 1 x 3 digit + 1 x 4 digit + 1 x bargraph) - Hot Key - Alarm output 12V-40mA - 
Keypad lock - Load safety - RS485 output (opt) - Buzzer (opt)

72x144mm
Cooking oven controllerscooking oven applicationsXF XF - cooking oven applicationsModel Probe inputs Relay outputs Power Supply Price €
XF320M 2 x Pt100/TcJ/TcK ceiling 8A, bottom 8A, light 8A, steam generator 12A, steam 

injection 8A, steam extractor 8A
24, 110, 230Vac 220,80

XF330M 2 x Pt100/TcJ/TcK ceiling 8A, bottom 8A, on/off 8A, light 8A, steam generator 12A, 
steam injection 8A, steam extractor 8A

24, 110, 230Vac 223,50

XF331M 2 x Pt100/TcJ/TcK ceiling 8A, bottom 8A, on/off 8A, light 8A, steam generator 12A, 
steam injection 8A

24, 110, 230Vac 223,50

XF332M 2 x Pt100/TcJ/TcK ceiling 8A, bottom 8A, fans 12A, light 8A, steam injection 8A, steam 
extractor 8A

24, 110, 230Vac 223,50

OPTIONS
Name Available for models Surcharge €

Buzzer ALL 6,30
Built-in RS485 ALL 6,20

HOW TO ORDER - XF

X F M  - A B C D E

A B C D E
Power Supply Input Buzzer Measurement unit Built-in RS485

2= 24Vac P= Pt100 0= No C= °C 0= No
4= 110Vac J= J thermocouple 1= Yes F= °F S= Yes
5= 230Vac K= K thermocouple
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GENERAL PURPOSE PROGRAMMABLE CONTROLLERS
stepper electronic expansion valves management XEV20
DRIVER FOR UNIPOLAR AND BIPOLAR STEPPER ELECTRONIC EXPANSION VALVES
LAN output - CANBus output

4 DIN Rail
General purpose programmable controllersstepper electronic expansion valves managementXEV20 XEV20 - stepper electronic expansion valves managementModel Probe inputs N. of valves Power Supply Price €
XEV20D 4 x config. (0÷5V, 4÷20mA, NTC, PTC, Pt1000) 1 valve 24Vac/dc 112,00
XEV20D 4 x config. (0÷5V, 4÷20mA, NTC, PTC, Pt1000) 2 valves 24Vac/dc 159,00

ACCESSORIES
Model Description Price €

DWXEV30 Disconnectable female connectors, 12 pins with wires 3m 16,80
TF20D 20VA, 230/24Vac, 110/24Vac - (for 1 valve or 2 valves with 0,33A max courrent per 

valve) - DIN Rail mounting
28,50

TF40D 40VA, 230/24Vac, 110/24Vac - (for 2 valves with 0,9A max courrent per valve) - DIN 
Rail mounting

37,50

XEC Supercap battery. 24Vac/dc power supply
HOW TO ORDER:
XEC-00000 (4 DIN format)
XEC-10000 (open board)

102,00

KIT SIMULATORE XEV20D Kit to simulate inputs and outputs (analog and digital). 230Vac power supply 2300,00

HOW TO ORDER - XEV20

X E V 2 0 D  - 1 1 C 0 0

C
N. of valves

0= 1 valve
1= 2 valves
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GENERAL PURPOSE PROGRAMMABLE CONTROLLERS
iProGENIUS general applications - high connectivity
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PROGRAMMABLE CONTROLLER WITHOUT DISPLAY WITH DISCONNECTABLE (MOLEX TYPE) AND 
SCREW CONNECTORS 
Compatibile with VGIPG display - Real time clock - RS485 slave output - USB output - LAN/RS485 master output  - BACnet 
protocol (opt) 4 DIN Rail
general applications - high connectivityiProGENIUS iProGENIUS - general applications - high connectivityModel Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPG108D 6 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

8 x 5A config. 4 x config. 11 x config.
(free or line voltage 
24V)

24Vac/dc 340,00

PROGRAMMABLE CONTROLLER WITH DISCONNECTABLE (MOLEX TYPE) AND SCREW CONNECTORS
Compatibile with VGIPG display - LED display - Real time clock - RS485 slave output - USB output - LAN/RS485 master 
output  - BACnet protocol (opt)

4 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPG108E 6 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

8 x 5A config. 4 x config. 11 x config.
(free or line voltage 
24V)

24Vac/dc 375,00

PROGRAMMABLE CONTROLLER WITH DISCONNECTABLE CONNECTORS (MOLEX TYPE)
Compatibile with VGIPG display - Real time clock - RS485 Master + Slave - USB output - CANBus output - Internal 
analogue modem (opt) - External modem connection (opt) - Ethernet (opt) - SSR relays (opt) - BACnet protocol (opt) 10 DIN Rail

Model Probe inputs Relay outputs Proportional 
outputs

Digital inputs Power Supply Price €

IPG115D 10 x config. (0÷1V, 0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

12 x 5A + 3 x 8A or
10 x 5A + 5 x SSR 
(opt)
all config.

4 + 2 x config. 20 x config.
(free of voltage)

24Vac/dc 610,00

PROGRAMMABLE CONTROLLER WITH BAYONET AND SCREW CONNECTORS
Compatibile with VGIPG display - Real time clock - RS485 slave output - USB output - LAN/RS485 master output - BACnet 
protocol (opt)

4 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPG208D 6 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

8 x 5A config. 4 x config. 11 x config.
(free or line voltage 
24V)

24Vac/dc 355,00

PROGRAMMABLE CONTROLLER WITH BAYONET AND SCREW CONNECTORS
Compatible with VGIPG display - LED display - Real time clock - RS485 slave output - USB output - LAN/RS485 master 
output - BACnet protocol (opt)

4 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPG208E  6 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

8 x 5A config. 4 x config. 11 x config.
(free or line voltage 
24V)

24Vac/dc 390,00

PROGRAMMABLE CONTROLLER WITH BAYONET AND SCREW CONNECTORS
Compatibile with VGIPG display - Real time clock - RS485 output master + slave - USB output - CANBus output - Internal 
analogue modem (opt) - External modem connection (opt) - Ethernet (opt) - BACnet protocol (opt) 10 DIN Rail

Model Probe inputs Relay outputs Proportional 
outputs

Digital inputs Power Supply Price €

IPG215D 10 x config. (0÷1V, 0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

15 x 5A config. 4 + 2 x config. 20 x config.
(free or line voltage 
24V)

24Vac/dc 630,00
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GENERAL PURPOSE PROGRAMMABLE CONTROLLERS
general applications - high connectivity iProGENIUS
PROGRAMMABLE CONTROLLER WITH BAYONET AND SCREW CONNECTORS
Compatibile with VGIPG display - Front LED - Real time clock - RS485 output master + slave - USB output - CANBus 
output - Internal analogue modem (opt) - External modem connection (opt) - Ethernet (opt) - BACnet protocol (opt) 10 DIN Rail

Model Probe inputs Relay outputs Proportional 
outputs

Digital inputs Power Supply Price €

IPG215F 10 x config. (0÷1V, 0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

15 x 5A config. 4 + 2 x config. 20 x config.
(free or line voltage 
24V)

24Vac/dc 684,00

PROGRAMMABLE CONTROLLER WITH DISCONNECTABLE (MOLEX TYPE) AND SCREW CONNECTORS
Compatible with VGIPG display - Real time clock - RS485 Master + Slave - USB output - CANBus output - External modem 
connection (opt) - Ethernet (opt) - SSR relays (opt) - BACnet protocol (opt) 10 DIN Rail

Model Probe inputs Relay outputs Proportional 
outputs

Digital inputs Power Supply Price €

IPG315D 10 x config. (0÷1V, 0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

15 x 5A + 5 x SSR (opt)
all config.

4 + 2 x config. 20 x config.
(free or line 
voltage 24V)

24Vac/dc 610,00

CONNECTIVITY MODULE WITH SCREW CONNECTORS
Compatible with VGIPG - Real time clock - USB output - CANBus output - Ethernet - RS485/LAN output - Internal GPRS 
modem (opt) - BACnet protocol (opt)

4 DIN Rail
Model Description / Available for models Price €

IPL500D Connectivity module for all iProGENIUS models 380,00

EXPANSION MODULE WITH DISCONNECTABLE CONNECTORS (MOLEX TYPE)
LAN output - CANBus output

4 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPX106D 7 x config. (0÷1V,  0÷5V, 0÷10V, 
0÷20mA, 4÷20mA, NTC, PTC, DI)

6 x 5A config. 3 3 x config.
(free of voltage)

24Vac/dc 120,00

EXPANSION MODULES WITH DISCONNECTABLE CONNECTORS (MOLEX TYPE)
LAN output - CANBus output

10 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPX115D 10 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

12 x 5A + 3 x 8A
all config.

4 + 2 x config. 20 x config.
(free or line 
voltage 24V)

24Vac/dc 275,00

IPX125D 10 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

18 x 5A + 3 x 8A + 4 x SSR
all config.

4 + 2 x config. 20 x config.
(free or line 
voltage 24V)

24Vac/dc 340,00

EXPANSION MODULE WITH BAYONET AND SCREW CONNECTORS
LAN output - CANBus output - SSR relay (opt)

4 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPX206D 7 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

5 x 5A + 1 x 8A or
4 x 5A + 1 x 8A + 1 x SSR (opt)
all config.

3 3 x config.
(free or line 
voltage 24V)

24Vac/dc 120,00
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EXPANSION MODULES WITH BAYONET AND SCREW CONNECTORS
LAN output - CANBus output

10 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPX215D 10 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

15 x 5A config. 4 + 2 x config. 20 x config.
(free or line 
voltage 24V)

24Vac/dc 295,00

IPX225D 10 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

21 x 5A + 4 x SSR
all config.

4 + 2 x config. 20 x config.
(free or line 
voltage 24V)

24Vac/dc 360,00

EXPANSION MODULE WITH DISCONNECTABLE (MOLEX TYPE) AND SCREW CONNECTORS
LAN output - CANBus output - SSR relay (opt)

4 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPX306D 7 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

5 x 5A + 1 x 8A or
4 x 5A + 1 x 8A + 1 x SSR (opt)
all config.

3 3 x config.
(free or line 
voltage 24V)

24Vac/dc 120,00

EXPANSION MODULE WITH DISCONNECTABLE (MOLEX TYPE) AND SCREW CONNECTORS
LAN output - CANBus output - SSR relays (opt)

10 DIN Rail
Model Probe inputs Relay outputs Proportional 

outputs
Digital inputs Power Supply Price €

IPX315D 10 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

15 x 5A + 5 x SSR (opt)
all config.

4 + 2 x config. 20 x config.
(free or line 
voltage 24V)

24Vac/dc 275,00

IPX325D 10 x config. (0÷1V,  0÷5V, 
0÷10V, 0÷20mA, 4÷20mA, 
NTC, PTC, DI)

21 x 5A + 4 x SSR or
16 x 5A + 4 x SSR + 5 x SSR 
(opt)
all config.

4 + 2 x config. 20 x config.
(free or line 
voltage 24V)

24Vac/dc 340,00

DEVELOPING TOOL
N. 2 Visoprog licences for iPro-TOOL (opt)

Model Description Price €
IPRO-TOOL Development tool to create programs for iProGENIUS series.

It includes: ISAGRAF license 128 I/O (USB DONGLE)+MANUAL+WIZMATE
2280,00

I5-PR128 ISAGRAF license 128 I/O (USB DONGLE) 2120,00
I5-PR256 ISAGRAF license 256 I/O (USB DONGLE) 3120,00
I5-PRUNL ISAGRAF license UNLIMITED I/O (USB DONGLE) 9120,00
I5-PR128TO256 ISAGRAF licence update from 128 to 256 I/O 1000,00
I5-PR128TOUNL ISAGRAF licence update from 128 to unlimited I/O 7000,00
I5-PR256TOUNL ISAGRAF licence update from 256 to unlimited I/O 6000,00
I5-WB-5.2X ISAGRAF update from 5.1x to 5.2x (for 128, 256 and UNLIMITED I/O licenses) on request
VISOPROG3-PKEY Product key for the activation of other Visoprog installations (for Version 3.0) 100,00
VISOPROG4-PKEY Product key for the activation of other Visoprog installations (for Version 4.0) 100,00

OPTIONS
Name Description / Available for models Surcharge €

BACnet protocol For IPG100D/E, IPG200D/E/F, IPG315D, IPL500D 180,00
External modem External modem connection with reset relay for GSM/XWEB modem, for IPG115D, 

IPG215D, IPG215F and IPG315D
30,00

Internal analogue modem For IPG115D, IPG215D and IPG215F 140,00
Internal GPRS modem For IPL500D 440,00
Ethernet For IPG115D, IPG215D, IPG215F and IPG315D 50,00
N. 2 Visoprog licences For IPRO-TOOL 200,00
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SSR relay N.1 Solid State Relay. For IPX206D, IPX306D 18,00
SSR relay N.5 Solid State Relay. For IPG115D, IPG315D, IPX315D, IPX325D 90,00

ACCESSORIES
Model Description For Price €

USB-ETH-CONV USB-Ethernet adapter IPG108D, IPG108E, 
IPG208D, IPG208E

108,00

TF10D Transformer 10VA. Available in the following versions: 230/24Vac 
and 110/24Vac

IPX106D, IPX206D, 
IPX306D

18,00

TF20D Transformer 20VA. Available in the following versions: 230/24Vac 
and 110/24Vac

IPG115D, IPG215D, 
IPG215F, IPX115D, 
IPG315D, IPX125D, 
IPX215D, IPX225D, 
IPX315D, IPX325D

28,50

TF40D Transformer 40VA. Available in the following versions: 230/24Vac 
and 110/24Vac

IPG108D, IPG108E, 
IPG208D, IPG208E

37,50

DWS30-KIT 2 disconnectable connectors (molex type), 12-16 pins with wires 3m IPG108D, IPG108E 34,00
DWB30-KIT 3 disconnectable connectors (molex type), 10-16-22 pins with wires 

3m and 3 disconnectable connectors (molex type), 6-8-10 pins with 
wires 3m

IPG115D 112,00

DWB315-KIT 3 disconnectable connectors (molex type), 10-16-22 pins with wires 
3m

IPG315D 67,00

DWEX60-30KIT 3 disconnectable connectors (molex type), 8-10-16 pins with wires 
3m 

IPX106D 55,60

DWX315-30KIT 3 disconnectable connectors (molex type), 10-16-22 pins with wires 
3m

IPX315D 67,00

DWX325-30KIT 3 disconnectable connectors (molex type), 10-16-22 pins with wires 
3m

IPX325D 67,00

DWX115-30KIT 3 disconnectable connectors (molex type), 10-16-22 pins with wires 
3m and 3 disconnectable connectors (molex type), 6-8-10 pins with 
wires 3m

IPX115D 119,00

DWEX70-30KIT 8 disconnectable connectors (molex type), 10-16-22 + 6-6-8-8-10 
pins with wires 3m

IPX125D 119,00

DWEX306-30KIT 2 disconnectable connectors (molex type), 10-16 pins with wires 3m IPX306D 34,00
IP-FC108 2 screw connectors, 7-12 pins IPG108D, IPG108E 8,00
IP-FC208 2 screw connectors, 7-12 pins and 2 bayonet connectors, 12-16 pins IPG208D, IPG208E 24,50
IP-FC500 2 screw connectors, 2-9 pins IPL500D 8,00
IP-FCEX60 Connectors kit with 1 screw disconnectable connectors, 8 pins and 

2 bayonet connectors, 10-16 pins
IPX206D 21,50

IP-FCX215 6 screw female connectors, 2-3(x2)-6-7-8 pins and 3 bayonet female 
connectors 10-16-22 pins

IPX215D 42,50

IP-FCEX70 Connectors kit with 9 screw disconnectable connectors and 3 
bayonet connectors, 10-16-22 pins

IPX225D 46,50

IP-FC215CP Connectors kit with free of voltage contacts with 6 screw connectors 
2-3(x5)-6-7-4 pins and 3 bayonet connectors 10-16-22 pins

IPG215D, IPG215F 43,50

IP-FC315 Connectors kit with screw connectors IPG315D 13,00
IP-FCX315 Connectors kit with screw connectors IPX315D 9,50
IP-FCX325 Connectors kit with screw connectors IPX325D 18,00
XW-ANT GPRS antenna with magnetic base and 2,5m cable IPL500D 13,00
XWEB MODEM Analogue serial modem, PDA comp., 56kbps (DIN Rail format)

HOW TO ORDER:
XWEBMODEM-200 (with 24Vac power supply)
XWEBMODEM-400 (with 110Vac power supply)
XWEBMODEM-500 (with 230Vac power supply) 

IPG115D, IPG215D, 
IPG215F

160,00

TC35 - KIT GSM modem kit IPG115D, IPG215D, 
IPG215F, IPG315D

565,00

CAB/WEB/NET Ethernet patch cable, 3m IPG100D, IPG108E, 
IPG200D/E, 
IPG315D

18,00

OPTIONS
Name Description / Available for models Surcharge €

@
@

@
@

@

@
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CAB/WEB/PC Ethernet patch cross over cable, 1m IPG100D, IPG108E, 
IPG200D/E, 
IPG315D

11,00

KIT SIMULATORE IPRO 
IPG108 

Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply

IPG108D, IPG108E 2300,00

KIT SIMULATORE IPRO 
IPG115D 

Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply

IPG115D 2300,00

KIT SIMULATORE IPRO 
IPG315D 

Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply

IPG315D 2300,00

KIT SIMULATORE 
ESPANSIONE IPX106D 

Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply

IPX106D 2300,00

KIT SIMULATORE 
ESPANSIONE IPX115D 

Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply

IPX115D 2300,00

HOW TO ORDER - IPG108D/E-IPG208D/E

I P G 0 8 - 1 0 C D 0

HOW TO ORDER - IPG115D-IPG215D/F-IPG315D

I P G 1 5  - A B C 0 E

A B C D E
Power supply Modem Ethernet, protocols Serial port SSR relay

1= 24Vac/dc
2= 24Vac (UL vers.)
3= 24Vdc (for IPG215D - UL vers.)

0= No
1= Interal (no UL, no 
IPG315D)
2= External
3= External + internal (no 
UL, no IPG315D)

0= No 1= LAN 0= None
1= Yes (for IPG115D, 
IPG215D/F, IPG315D)

2= RS485 master 1= 5 SSR relays 
(IPG115D, IPG315D)

2= BACnet

HOW TO ORDER - IPL500D

I P L 5 0 0 D  - 1 B C D 0

B C D
Modem Ethernet, protocols Serial port

0= No 1= Yes 1= LAN
1= Internal GPRS 2= BACnet 2= RS485 master

HOW TO ORDER - IPX106D-IPX115D-IPX215D

I P X D  - 1 0 0 0 0

HOW TO ORDER - IPX125D-IPX225D

I P X 2 5 D  - 1 0 0 0 2

HOW TO ORDER - IPX206D-IPX306D

I P X 0 6 D  - 1 0 0 0 E

E
SSR relay

0= None
1= 1 SSR relay

ACCESSORIES
Model Description For Price €
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HOW TO ORDER - IPX315D-IPX325D

I P X 3 5 D  - 1 0 0 0 E

E
SSR relay

0= Standard
1= 5 SSR relays

HOW TO ORDER - IPRO-TOOL

I P R O  - T O O L  - 0 0 0 0 E

E
Visoprog

0= No
1= 2 licences
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GENERAL PURPOSE TOUCH SCREEN DISPLAY
TGIPG high programmability
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PROGRAMMABLE TOUCH SCREEN DISPLAYS
Ethernet - RS485/232/422 output - USB output - Real time clock - IP65 - Buzzer

General purpose touch screen displayhigh programmabilityTGIPG TGIPG - high programmabilityModel Version Display Power supply Price €
TGIPG 4,3’’ 480x272pixels 24Vdc 830,00

7’’ 800x480pixels 1445,00
10,4’’ 640x480pixels 2620,00

ACCESSORIES
Model Description Price €

TF-TGIPG Power supply 24Vdc/1A 86,50
CAB/485-TGIPG Cable for RS485, 1,5m 7,90
CAB/WEB/PC Ethernet patch cross over cable, 1m 11,00

HOW TO ORDER - TGIPG

T G I P G  - A 0 0 0 0

A
Version

0= 4,3’’
2= 7’’
3= 10,4’’
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SYSTEMS
controlling, monitoring, supervising systems and call center XWEB/XCENTER
ALARM AND CONTROLLING WEB SERVER
Internal analogue modem (opt) - Internal GSM/GPRS modem (opt)

10 DIN Rail
Systemscontrolling, monitoring, supervising systems and call centerXWEB/XCENTER XWEB/XCENTER - controlling, monitoring, supervising systems and call centerModel Description N. of instruments Power Supply Price €
XWEB300D Alarm and controlling web server 6 24Vac

110÷230Vac
350,00

XWEB300D Alarm and controlling web server 18 24Vac
110÷230Vac

410,00

MONITORING AND CONTROLLING WEB SERVER - WITH LCD DISPLAY
Internal analogue modem (opt)

230x210mm
Model Description N. of instruments Power Supply Price €

XWEB500 Monitoring and controlling web server 36 110, 230Vac 790,00
XWEB500 Monitoring and controlling web server 100 110, 230Vac 960,00
XWEB500 Monitoring and controlling web server with CRO inside

(1 engine)
50 110, 230Vac 1660,00

MONITORING AND CONTROLLING WEB SERVER
Internal analogue modem (opt) - Internal GSM/GPRS modem (opt)

10 DIN Rail
Model Description N. of instruments Power Supply Price €

XWEB500D  Monitoring and controlling web server 36 24Vac
110÷230Vac

660,00

XWEB500D  Monitoring and controlling web server 100 24Vac
110÷230Vac

830,00

XWEB500D  Monitoring and controlling web server with CRO inside
(1 engine)

50 24Vac
110÷230Vac

1530,00

INDUSTRIAL MONITORING AND CONTROLLING WEB SERVER
Internal analogue modem (opt)

350x240mm
Model Description Power Supply Price €

XWEB3000 Monitoring and controlling web server 110÷230Vac 2230,00

INDUSTRIAL MONITORING AND CONTROLLING WEB SERVER WITH EVO TECHNOLOGY
Internal analogue modem (opt)

350x240mm
Model Description Power Supply Price €

XWEB3000 EVO Monitoring and controlling web server 110÷230Vac n.a.

MONITORING, CONTROLLING AND SUPERVISING WEB SERVER
Internal analogue modem (opt)

350x240mm
Model Description Power Supply Price €

XWEB5000 Monitoring and controlling web server with CRO inside (2 engines) 110÷230Vac 3200,00
XWEB5000 Monitoring, controlling and supervising web server with CRO inside (5 engines) and 

Dew Point control
110÷230Vac 3700,00

MONITORING, CONTROLLING AND SUPERVISING WEB SERVER WITH EVO TECHNOLOGY
Internal analogue modem (opt)

350x240mm
Model Description Power Supply Price €

XWEB5000 EVO Monitoring and controlling web server with CRO inside (2 engines) 110÷230Vac n.a.
XWEB5000 EVO Monitoring, controlling and supervising web server with CRO inside (5 engines) and 

Dew Point control
110÷230Vac n.a.
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CENTRALIZED ALARM MANAGEMENT SOFTWARE FOR CALL CENTER
Web Extension (opt)

Model Description Price €
XCENTER Centralized alarm management software on request

iCOOLL - RADIO-FREQUENCY COMMUNICATION MODULE

Model Description Price €
XJ200 Radio-frequency communication module to use with monitoring systems, with mounting bracket and 

serial connector included
146,00

PW-200J XJ200 power supplier 30,00

OPTIONS
Name Description For Surcharge €

Internal analogue modem Internal analogue modem, PDA 
compatible, 56kbps

All XWEB models 140,00

Internal GSM/GPRS modem Internal GSM/GPRS modem XWEB300D, XWEB500D 440,00
Web Extension XCENTER web server module for Browser XCENTER on request

ACCESSORIES
Model Description For Price €

XW-ANT GSM/GPRS antenna with magnetic base and 2,5m cable XWEB300D, XWEB500D 13,00
XWEB MODEM Analogue serial modem, PDA comp., 56kbps (DIN Rail 

format)
HOW TO ORDER:
XWEBMODEM-200 (with 24Vac power supply)
XWEBMODEM-400 (with 110Vac power supply)
XWEBMODEM-500 (with 230Vac power supply) 

All XWEB models 160,00

TC35 - KIT GSM modem kit XWEB300D, XWEB500, XWEB500D 565,00
XW-WA Wall mounting bracket XWEB500 9,00
CAB/WEB/NET Ethernet patch cable, 3m All XWEB models 18,00
CAB/WEB/PC Ethernet patch cross over cable, 1m All XWEB models 11,00
WM14D Power analyzer, three-phase, RS485 output, 1, 2 or 3 phase, 

balanced/unbalanced load, with or without neutral, 
90÷260Vac power supply, two configurable relay

All XWEB models 633,00

WM22D Single/three-phase, 400Vac energy analyzer with RS485 
output. 230Vac power supply

All XWEB models 475,00

EM21D Single/three phase energy meter, CT-connected (5A), 
RS485 output. Self power supply

All XWEB models 394,00

EM23D-1P Single-phase energy meter, direct connected with integrated 
current transformers, with RS485 output. Current inputs 
10(65)A, voltage 230VLN. Self power supply

All XWEB models 208,00

EM23D-3P Three-phase energy meter, direct connected with integrated 
current transformers, with RS485 output. Current inputs 
10(65)A, voltage 230VLN. Self power supply

All XWEB models 299,00

EM24D Three-phase energy meter, RS485 output, 1, 2 or 3 phases, 
4-wire balanced/unbalanced system. 230Vac power supply

All XWEB models 480,00

TA100-5 Current transformer to use with EM21D, EM24D, WM14D 
and WM22D energy meters. DIN Rail, bus-bar and wall 
mounting. Primary winding current 100A. Secondary winding 
current 5A

30,50

TA200-5 Current transformer to use with EM21D, EM24D, WM14D 
and WM22D energy meters. DIN Rail, bus-bar and wall 
mounting. Primary winding current 200A. Secondary winding 
current 5A

44,50
age 90 Price List - May 2014 dIXEL



SYSTEMS
controlling, monitoring, supervising systems and call center XWEB/XCENTER
HOW TO ORDER - XWEB300D

X W E B 3 0 0 D  - A B 0 0 E

A B E
Power Supply N. of instruments Internal modem

2= 24Vac B= 6 0= No
8= 110÷230Vac F= 18 1= Analogue

2= GSM/GPRS

HOW TO ORDER - XWEB500

X W E B 5 0 0  - A B 0 0 E

HOW TO ORDER - XWEB500D

X W E B 5 0 0 D  - A B 0 0 E

A B E
Power Supply N. of instruments / CRO Internal modem

2= 24Vac (only for XWEB500D) H= 36 0= No 
4= 110Vac (only for XWEB500) N= 50 with CRO (1 engine) 1= Analogue
5= 230Vac (only for XWEB500) T= 100 2= GSM/GPRS (only for XWEB500D)
8= 110÷230Vac (only for XWEB500D)

HOW TO ORDER - XWEB3000

X W E B 3 0 0 0  - 6 0 0 0 E

HOW TO ORDER - XWEB3000 EVO

X W E B 3 0 0 0  - 6 0 0 1 E

E
Internal modem

0= No
1= Yes

HOW TO ORDER - XWEB5000

X W E B 5 0 0 0  - 6 0 0 0 E

HOW TO ORDER - XWEB5000

X W E B 5 0 0 0  - 6 0 0 0 E

HOW TO ORDER - XWEB5000 EVO

X W E B 5 0 0 0  - 6 0 0 1 E

HOW TO ORDER - XWEB5000 EVO

X W E B 5 0 0 0  - 6 A A 1 E

B C E
N. of CRO Functions Internal modem

0= CRO (5 engines) 0= CRO + Supervising + Dew Point control 0= No
A= CRO (2 engines) A= CRO 1= Yes
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XWEB/XCENTER controlling, monitoring, supervising systems and call center
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HOW TO ORDER - XCENTER

X C E N T E R  - A B C 0 0

A B C
N° of server N° of client Web Extension

0= 0 0= 0 0= No
A= 1 B= 2 W= Yes

L= 10

HOW TO ORDER - XJ200

X J 2 0 0 - A 0 0 0 0

A
Frequency

0= 868 MHZ
1= 922 MHZ
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SYSTEMS
I/O management XJM
MULTI-FUNCTION INPUT AND OUTPUT MODULE
RS485 output - Hot Key - 0÷10V or 4÷20mA analogue output - Display (opt) 

4 DIN Rail
I/O managementXJM XJM - I/O managementModel Probe inputs/

Free of voltage D.I. 
Relay outputs Digital inputs Power Supply Price €

XJM60D 6 x config.* 1 x 5A or 4 x 5A (opt) 6 x config. (line voltage) 24Vac 146,50

* Configurable as 6 free of voltage digital inputs or 6 NTC/PTC7Pt1000 probe inputs or 3 NTC/PTC7Pt1000 probe 
inputs + 3 4÷20mA/0÷5V/0÷10V/pulse probe inputs

REMOTE KEYBOARD
Display: dual with 4 digit and D.P. + icons - Direct access to functions

64x100mm
Model Description / Available for models Price €

VJM60 6 key keyboard suitable to be connected to XJM60D controller without display 61,35

OPTIONS
Name Description / Available for models Surcharge €

Display For XJM60D series 14,00
Relay N. 4 relays 5A for XJM60D series 12,60

HOW TO ORDER - XJM60D

X J M 6 0 D  - 2 B C 0 0

B C
Display N. relays

0= No 1= 1 
1= Yes 4= 4 

HOW TO ORDER - VJM60

V J M 6 0  - 0 0 0 0 0
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XJR - XJA - XJP relay and acquisition modules
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RELAY MODULE
4 keys - Hot Key - RS485 output - Keyboad output - Serial address - Buzzer (opt)

4 DIN Rail
relay and acquisition modulesXJR - XJA - XJP XJR - XJA - XJP - relay and acquisition modulesModel Digital inputs Relay outputs Power Supply Price €
XJR40D 4 x free voltage inputs 4 x 8A 24, 110, 230Vac 99,50

ALARM ACQUISITION MODULES (MASTER)
Hot Key - RS485 output - Remote display/keyboad output - 5 x serial address 

4 DIN Rail
Model Digital inputs Relay outputs Power Supply Price €

XJA50D 5 x line voltage digital inputs 1 x 5A (opt) 24, 110, 230Vac 80,25

ALARM ACQUISITION MODULES (SLAVE)
5 x serial address

4 DIN Rail
Model Digital inputs Power Supply Price €

XJA50SL 5 x line voltage digital inputs from XJA50D 28,35

PROBE AND ALARM DATA ACQUISITION MODULES
Hot Key - RS485 output - Remote display/keyboad output - 3 x serial address

4 DIN Rail
Model Digital inputs Analogue inputs Power Supply Price €

XJP30D 3 x line voltage 3 x PTC/NTC 24, 110, 230Vac 88,10
XJP30D 3 x line voltage 3 x 4÷20mA/0÷10V 24, 110, 230Vac 92,00
XJP30D 3 x line voltage, 3 x free voltage 3 x PTC/NTC 24, 110, 230Vac 94,40
XJP30D 3 x line voltage, 3 x free voltage 3 x 4÷20mA/0÷10V 24, 110, 230Vac 98,30

PROBE AND ALARM DATA ACQUISITION MODULES
Hot Key - RS485 output - Remote display/keyboad output - 4 x serial address  

4 DIN Rail
Model Digital inputs Analogue inputs Power Supply Price €

XJP40D 4 x power supply voltage 4 x Pt100 24, 110, 230Vac 98,30

PROBE AND ALARM DATA ACQUISITION MODULES
Hot Key - RS485 output - Remote display/keyboad output - 6 x serial address  

4 DIN Rail
Model Digital inputs Analogue inputs Power Supply Price €

XJP60D 3 x power supply voltage 6 x NTC/PTC 24, 110, 230Vac 94,40
XJP60D 3 x power supply voltage 6 x 4÷20mA/0÷10V 24, 110, 230Vac 98,30

OPTIONS
Name Available for models Surcharge €

Alarm relay XJA50D 4,20
Buzzer XJR40D 3,15

ACCESSORIES
Model Description Price €

X-REP Remote display for XJA50D, XJP30D, XJP40D and XJP60D  21,90
CAB OS03 Connecting cable for XJA50D and XJA50SL 30cm 3,45
CAB 51F Cable for X-REP to XJA/XJP - 1m 3,15
CAB 52F Cable for X-REP to XJA/XJP - 2m 3,70
CAB 55F Cable for X-REP to XJA/XJP - 5m 5,25
KB1 PRG Programming keyboard for XJA50D, XJP30/60D, XJP40D and XJR40D 61,35
CAB/KB11 Cable for KB1 PRG - 1m 12,50
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relay and acquisition modules XJR - XJA - XJP
HOW TO ORDER - XJR

X J R 4 0 D  - A 0 C 0 0

A C
Power Supply Buzzer

2= 24Vac 0= No
4= 110Vac 1= Yes
5= 230Vac

HOW TO ORDER - XJA-XJP

X J D  - A B C D E

HOW TO ORDER - XJA50SL

X J A 5 0 S L  - A 0 0 0 0

A B C D E
Power Supply Measurement unit Alarm relay Probe inputs Digital inputs

2= 24Vac C= °C 0= No P= PTC 3= 3
4= 110Vac F= °F 1= Yes N= NTC 4= 4 (only for XJP40D)
5= 230Vac N= No temperature R= Pt100 (only for XJP40D) 5= 5 (only for XJA50D)

A= 4÷20mA 6= 6
W= 0÷10V
0= No

Model Measurement inputs Line voltage digital 
inputs

Free voltage inputs Maximum n. of section How to order *

XJP30D 3 3  --- 3 XJP30D - AB0D3
XJP30D 3 3 3 3 XJP30D - AB0D6
XJP40D 4 4  --- 4 XJP40D - AB0R4
XJP60D 6 3  --- 6 XJP60D - AB0D3
XJA50D  --- 5  --- 5 XJA50D - ANC05
XJA50SL  --- 5  --- 5 XJA50SL - A0000

* The bold characters are fixed
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OEMS SECTION
blue display & wing inox
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BLUE DISPLAY
Extra-charge to add for models: Horizontal WING, XR for C, CX and REP formats
OEMs SECTIONblue display & wing inox blue display & wing inoxModel Available for models Surcharge €
Single display Horizontal WING, XR for C, CX and REP formats 7,30
Dual display Horizontal WING, XR only for C format 15,20

WING INOX
Extra-charge to add for models: WING standard

185x38mm
Model Surcharge €

Stainless steel frame 2,00
Back panel assembly  -3,00

MINIMUM QUANTITY PER ORDER IS TO BE AGREED ON WITH DIXELL
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PROBES
temperature
NTC PROBES
Range: -40÷110 °C / -40÷230 °F
Probestemperature temperatureModel Description Range Cable Price €
NS6 General purpose, resinated, IP67, inox steel cap 

dimension Ø6x30mm
 -30÷80 °C / -22÷176 °F PVC - 1,5m 4,40

PVC - 3,0m 5,20
NS6W General purpose, resinated, IP67, with 6,3mm faston, 

inox steel cap dimension Ø6x30mm, for WING Split
 -30÷80 °C / -22÷176 °F PVC - 1,5m 4,65

NS6S General purpose, resinated, IP67, inox steel cap 
dimension Ø6x30mm

 -40÷110 °C / -40÷230 °F Silicone - 1,5m 6,10

NS6SJ General purpose, resinated, IP67, 2 pole connector, inox 
steel cap dimension Ø6x30mm

 -40÷110 °C / -40÷230 °F Silicone - 1,5m 7,00
Silicone - 3,0m 9,15

NS6SW General purpose, resinated, IP67, with 6,3mm faston, 
inox steel cap dimension Ø6x30mm, for WING Split

 -40÷110 °C / -40÷230 °F Silicone - 1,5m 6,35

NG6 General purpose, over-molded, IP67, thermoplastic cap 
dimension Ø6x15mm

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 3,90
Thermoplastic - 3,0m 4,90

NG6F General purpose, over-molded, IP67, with 2,8mm faston, 
thermoplastic cap dimension Ø6x15mm, for XT11S 
12Vac, 24Vac/dc

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 4,40
Thermoplastic - 2,0m 4,85

NG6W General purpose, over-molded, IP67, with 6,3mm faston, 
thermoplastic cap dimension Ø6x15mm, for WING Split

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 4,85
Thermoplastic - 3,0m 5,40

NG6K General purpose, over-molded, IP67, Hot Key connector, 
thermoplastic cap dimension Ø6x15mm  

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 4,40

NG6P General purpose, over-molded, IP68, thermoplastic cap 
dimension Ø5x20mm

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 5,10
Thermoplastic - 3,0m 8,10

NG6PJ General purpose, over-molded, 2 pole connector, cap 
dimension Ø5x20mm

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 5,70
Thermoplastic - 3,0m 9,00

NX6P Thermoplastic, IP68, inox steel cap dimension Ø6x20mm  -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 6,20
Thermoplastic - 3,0m 8,30

NX6PJ Thermoplastic, IP68, 2 pole connector, inox steel cap 
dimension Ø6x20mm

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 6,95
Thermoplastic - 3,0m 9,10

NY6P Thermoplastic, IP68, inox steel cap dimension Ø6x50mm  -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 6,95
Thermoplastic - 3,0m 9,10

NY6PJ Thermoplastic, IP68, 2 pole connector, inox steel cap 
dimension Ø6x50mm

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 7,70
Thermoplastic - 3,0m 9,85

NP4-67 Pipemount fitting Ø4÷Ø30mm in diameter, IP67, over-
molded, copper cap dimension Ø6x50mm

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 15,05

NT6-67 Pipemount fitting Ø4÷Ø30mm in diameter, IP67, over-
molded, thermoplastic sensor

 -40÷110 °C / -40÷230 °F Thermoplastic - 1,5m 7,55

NT6 Pipemount fitting   0÷80 °C / 32÷176 °F PVC - 1,5m 7,90
PVC - 2,0m 8,15

N6F2 General purpose, resinated, IP67, with 2,8mm faston, 
double insulation, nylon cap dimension Ø7x30mm, for 
XT11S 230Vac

 -30÷105 °C / -22÷221 °F PVC - 1,5m 5,40
PVC - 2,0m 5,70
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PTC PROBES
Range: -50÷150 °C / -58÷302 °F

Model Description Range Cable Price €
S6 General purpose, resinated, IP67, inox steep cap 

dimension Ø6x30mm
 -30÷80 °C / -22÷176 °F PVC - 1,5m 4,75

PVC - 2,0m 5,00
S6.R Water proof, resinated, IP67, inox steel cap dimension 

Ø6x40mm
 -30÷80 °C / -22÷176 °F PVC - 1,5m 7,00

PVC - 2,0m 7,25
S6.S Water proof, resinated, inox steel cap dimension 

Ø6x40mm
 -50÷120 °C / -58÷248 °F Silicone - 1,5m 6,85

Silicone - 2,0m 7,65
S6.SH Heating applications, inox steel cap dimension Ø6x40mm  -50÷150 °C / -58÷302 °F Silicone - 1,5m 7,35

Silicone - 2,0m 8,15
SA6 Perforated for air, inox steel cap dimension Ø6x30mm  0÷80 °C / 32÷176 °F PVC - 1,5m 6,30

PVC - 2,0m 6,60
ST6 Pipemount fitting  0÷80 °C / 32÷176 °F PVC - 1,5m 7,90

PVC - 2,0m 8,15
SC5.5 Probe fixed with threaded male, inox steel cap dimension 

Ø6x80mm
 -30÷80 °C / -22÷176 °F PVC - 2,0m 19,40

PT1000 PROBES
Range: -50÷120 °C / -58÷248 °F

Model Description Range Cable Price €
PMG5P Thermoplastic wire, IP68, cap dimension Ø5x20mm  -50÷110 °C / -58÷230 °F Thermoplastic - 1,5m 11,00

Thermoplastic - 3,0m 13,20
PMP4-67 Pipemount fitting Ø4÷Ø30mm in diameter, IP67, over-

molded, copper sensor
 -50÷110 °C / -58÷230 °F Thermoplastic - 1,5m 20,50

Thermoplastic - 3,0m 24,90
PMT6-67 Pipemount fitting Ø4÷Ø30mm in diameter, IP67, over-

molded, thermoplastic sensor
 -50÷120 °C / -58÷248 °F Thermoplastic - 1,5m 11,00

PRODUCT PROBES
Range: -50÷120 °C / -58÷248 °F

Model Description Range Cable Price €
NGP0P NTC sensor, thermoplastic wire, IP68, 100x100mm  -40÷110 °C / -40÷230 °F Thermoplastic - 5,0m 39,50
PMGP0P PT1000 sensor, thermoplastic wire, IP68, 100x100mm  -50÷120 °C / -58÷248 °F Thermoplastic - 5,0m 41,50

PTC/NTC INSERT PROBES
Range: -50÷120 °C / -58÷248 °F

Model Description Range Cable Price €
SPC10PS PTC sensor, plastic handle, inox steel cap dimension 

Ø3,5x100mm
 -38÷80 °C / -36÷176 °F Silicone - 3,0m 33,10

NPC10PS NTC sensor, plastic handle, inox steel cap dimension 
Ø3,5x100mm

 -30÷80 °C / -86÷176 °F Silicone - 3,0m 33,10

SPC10IS PTC sensor, plastic handle, inox steel cap dimension 
Ø3,5x100mm

 -50÷120 °C / -58÷248 °F Silicone - 3,0m 49,70

NPC10IS NTC sensor, plastic handle, inox steel cap dimension 
Ø3,5x100mm

 -50÷120 °C / -58÷248 °F Silicone - 3,0m 49,70

SPC10IA PTC sensor, plastic handle, inox steel cap dimension 
Ø3,5x100mm

 -50÷120 °C / -58÷248 °F Silicone for use with food - 
3,0m

68,15

NPC10IA NTC sensor, plastic handle, inox steel cap dimension 
Ø3,5x100mm

 -50÷120 °C / -58÷248 °F Silicone for use with food - 
3,0m

68,15

PT100 THERMORESISTORS
Range: -70÷500 °C / -94÷932 °F

Model Description Range Cable Price €
PT6 General purpose, 3 wires, inox steel cap dimension 

Ø6x100mm
 -30÷105 °C / -22÷221 °F PVC - 2,0m 26,75

PT6.S Protected, 3 wires, inox steel cap dimension Ø6x100mm  -60÷200 °C / -76÷392 °F Silicone - 2,0m 28,15
PT6.F Protected, 3 wires, inox steel cap dimension Ø6x100mm  -60÷350 °C / 76÷662 °F Vetrotex - 2,0m 33,55
PT310 Compact, with male connection, 2 wires, inox steel cap 

dimension Ø3x100mm
 -70÷500 °C / -94÷932 °F Silicone - 2,0m 49,70
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PROBES
temperature
PT315 Compact, with male connection, 2 wires, inox steel cap 
dimension Ø3x150mm

 -70÷500 °C / -94÷932 °F Silicone - 2,0m 49,70

TC THERMOCOUPLES
Range: 0÷1150 °C / 32÷2102 °F

Model Description Range Price €
TJ6 General purpose, protected, Fe-CO, cap dimension Ø6x100mm, 2,0/3,0m vetrotex 

cable 
0÷350 °C / 32÷662 °F 11,90

TK6 General purpose, protected, Cr-Al, cap dimension Ø6x100mm, 2,0/3,0m vetrotex 
cable

0÷350 °C / 32÷662 °F 14,30

TJD215 DIN connector, Fe-CO, cap dimension  Ø2x150mm 0÷600 °C / 32÷1112 °F 30,00
TJD320 DIN connector, Fe-CO, cap dimension  Ø3x200mm 0÷600 °C / 32÷1112 °F 30,00
TKD215 DIN connector, Cr-Al, cap dimension  Ø2x150mm 0÷1150 °C / 32÷2102 °F 42,00
TKD320 DIN connector, Cr-Al, cap dimension  Ø3x200mm 0÷1150 °C / 32÷2102 °F 42,00
CMJ Compensating female connector, Fe-CO, for TJD215 and TJD320 40÷200 °C / 40÷392 °F 8,80
CMK Compensating female connector, Cr-Al, for TKD215 and TKD320 40÷200 °C / 40÷392 °F 8,80

SENSOR WIRE
UNIT PRICE PER METER

Model Description Price €
for PTC-NTC PVC 2x0,35 0,50
for PTC-NTC Silicone 2x0,35 1,60
for RTD Silicone 3x0,35 3,65
for RTD Vetrotex 3x0,35 3,65
for TcJ Vetrotex 2x0,5 2,45
for TcK Vetrotex 2x0,5 3,10

Model Description Range Cable Price €
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TEMPERATURE/HUMIDITY PROBES
Accuracy: +/- 3% - Wall mounting - Hot Key - RS485 output - 0÷10V analogue output (opt)
temperature/humidity temperature/humidityModel Probe inputs Relay output Digital input Power Supply Price €
XH50P Integrate temp/humid.

External NTC
8A 1 x configurable 12÷24Vac - 12÷40Vdc 83,00

XH50P Integrate temp/humid.
External NTC

16A 1 x configurable 12÷24Vac - 12÷40Vdc 84,00

TEMPERATURE/HUMIDITY PROBES WITH KNOB
Accuracy: +/- 3% - Wall mounting - Hot Key - RS485 output - 0÷10V analogue output (opt)

Model Probe inputs Relay output Digital input Power Supply Price €
XH55P Integrate temp/humid.

External NTC
8A 1 x configurable 12÷24Vac - 12÷40Vdc 85,00

XH55P Integrate temp/humid.
External NTC

16A 1 x configurable 12÷24Vac - 12÷40Vdc 86,00

OPTIONS
Name Available for models Surcharge €

0÷10V analogue output XH50P, XH55P 3,15

HOW TO ORDER - XH50P-XH55P

X H 5 P  - 0 N C D E

C D E
Analogue output Measurement unit Relay output

0= No C= °C 1= 8A
1= Yes F= °F 2= 16A
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humidity/pressure
HUMIDITY PROBES
Accuracy: +/- 5% 
humidity/pressure humidity/pressure Model Power Supply Relay output Operating temperature Range Price €
XH10P 9÷18Vdc 4÷20mA 0÷60 °C (32÷140°F) 30÷90% R.H. 53,80
XH10P 15÷35Vdc - 12÷24Vac 0÷10Vdc 0÷60 °C (32÷140°F) 30÷90% R.H. 54,90
XH20P 9÷18Vdc 4÷20mA 0÷70 °C (32÷158°F) 0÷99% R.H. 109,05
XH20P 15÷35Vdc - 12÷24Vac 0÷10Vdc 0÷70 °C (32÷158°F) 0÷99% R.H. 110,10

HOW TO ORDER - XH

X H 0 P  - 0 B 0 0 0

B
Output

0= 4÷20mA
1= 0÷10Vdc

PRESSURE TRANSDUCERS

Model Description Operating temperature Range Price €
PP07 2 wires transducer with 4÷20mA output -40÷135 °C (-40÷275°F) -0,5÷7bar 136,30
PP11 2 wires transducer with 4÷20mA output -40÷135 °C (-40÷275°F) -0,5÷11bar 136,30
PP30 2 wires transducer with 4÷20mA output 

(male or female fitting)
-40÷135 °C (-40÷275°F) 0÷30bar 136,30

PP50 2 wires transducer with 4÷20mA output 
(male or female fitting)

-40÷135 °C (-40÷275°F) 0÷50bar 136,30

RATIOMETRIC PRESSURE TRANSDUCERS

Model Description Operating temperature Range Price €
PPR15 3 wires ratiometric transducer with 0÷5V 

output
-40÷135 °C (-40÷275°F) 0÷15bar 68,50

PPR30 3 wires ratiometric transducer with 0÷5V 
output

-40÷135 °C (-40÷275°F) 0÷35bar 68,50

PPR45 3 wires ratiometric transducer with 0÷5V 
output

-40÷135 °C (-40÷275°F) 0÷45bar 68,50
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MODEM AND ANTENNA

Accessories Model Description For Price €
XW-ANT GSM/GPRS antenna with magnetic base and 2,5m cable XWEB300D, XWEB500D

IPL500D
13,00

XWEB MODEM Analogue serial modem, PDA compatible, 56kbps (DIN Rail format)
HOW TO ORDER:
XWEBMODEM-200 (with 24Vac power supply)
XWEBMODEM-400 (with 110Vac power supply)
XWEBMODEM-500 (with 230Vac power supply)

All XWEB models
IPG115D, IPG215D, IPG215F, 
IPG315D

160,00

TC35-KIT GSM modem kit XWEB300D, XWEB500D, 
XWEB500
IPG115D, IPG215D, IPG215F, 
IPG315D

565,00

ENERGY ANALYSERS

Model Description Price €
EM21D Single/three phase energy meter, CT-connected (5A), RS485 output. Self power supply 394,00
EM23D-1P Single-phase energy meter, direct connected with integrated current transformers, with RS485 output. 

Current inputs 10(65)A, voltage 230VLN. Self power supply
208,00

EM23D-3P Three-phase energy meter, direct connected with integrated current transformers, with RS485 output. 
Current inputs 10(65)A, voltage 230VLN. Self power supply

299,00

EM24D Three-phase energy meter, RS485 output, 1, 2 or 3 phases, 4-wire balanced/unbalanced system. 
230Vac power supply

480,00

WM14D Power analyzer, three-phase, RS485 output, 1, 2 or 3 phase, balanced/unbalanced load, with or without 
neutral, 90÷260Vac power supply, two configurable relay

633,00

WM22D Single/three-phase, 400Vac energy analyzer with RS485 output. 230Vac power supply 475,00

TRANSFORMERS FOR ANALYSERS

Model Description Price €
TA100-5 Current transformer to use with EM21D, EM24D, WM14D and WM22D energy meters. DIN Rail, bus-bar 

and wall mounting. Primary winding current 100A. Secondary winding current 5A
30,50

TA200-5 Current transformer to use with EM21D, EM24D, WM14D and WM22D energy meters. DIN Rail, bus-bar 
and wall mounting. Primary winding current 200A. Secondary winding current 5A

44,50

ETHERNET PATCH CABLES

Model Description Price €
CAB/WEB/NET Ethernet patch cable, 3m 18,00
CAB/WEB/PC Ethernet patch cross over cable, 1m 11,00

WIRING FOR XC600CX

Model Description For Price €
CAB/DL2 Cable for PW-DL connection (instrument with serial output). 4-5 pins, cable 2m PW-DL 6,50
CAB/OS1 Multipolar connector, 1m XR Slave 3,45
CAB/OS2 Multipolar connector, 2m XR Slave 5,25
CAB/OS3 Multipolar connector, 3m XR Slave 7,35
CW15-KIT Female connectors 12-14 pins with wires 1,5m XC650CX

XC652CX
20,50

CW25-KIT Female connectors 12-14 pins with wires 2,5m XC650CX
XC652CX

28,80

CWC15-KIT 2 disconnectable female connectors, 14-6 pins with wires 1,5m XC645CX 16,90
CWC30-KIT 2 disconnectable female connectors, 14-6 pins with wires 3m XC645CX 26,50
CF-KIT Female connectors 12-14 pins with faston XC642C

XC650C
2,35
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CAB/CJ15 Connector with 1,5m wires for analog output, DI and HP XC645CX
XC650CX
XC652CX

2,00

CAB/CJ30 Connector with 3m wires for analog output, DI and HP XC645CX
XC650CX
XC652CX

2,50

WIRING FOR XEV AND IPRO

Model Description For Price €
DWS30-KIT 2 disconnectable female connectors, 12-16 pins with wires 3m IPG108D

IPG108E
30,80

DWB30-KIT 3 disconnectable female connectors (molex type), 10-16-22 pins with wires 3m and
3 disconnectable female connectors (molex type), 6-8-10 pins with wires 3m

IPG115D 112,00

DWB315-KIT 3 disconnectable connectors (molex type), 10-16-22 pins with wires 3m IPG315D 67,00
DWEX60-30KIT 3 disconnectable female connectors (molex type), 8-10-16 pins with wires 3m IPX106D 55,60
DWX115-30KIT 3 disconnectable connectors (molex type), 10-16-22 pins with wires 3m and 3 

disconnectable connectors (molex type), 6-8-10 pins with wires 3m
IPX115D 119,00

DWEX70-30KIT 8 disconnectable female connectors (molex type), 10-16-22 + 6-8-10 + 6-8 pins with wires 
3m

IPX125D 119,00

DWEX306-30KIT 2 disconnectable female connectors (molex type), 10-16 pins with wires 3m IPX306D 34,00
DWX315-30KIT 3 disconnectable connectors (molex type), 10-16-22 pins with wires 3m IPX315D 67,00
DWX325-30KIT IPX325D 67,00
DWXEV30 Disconnectable female connectors, 12 pins with wires 3m XEV20D 16,80
IP-FC108 2 screw female connectors, 7-12 pins IPG108D

IPG108E
8,00

IP-FC208 2 screw female connectors, 7-12 pins and 2 bayonet female connectors, 12-16 pins IPG208D
IPG208E

24,50

IP-FC500 2 screw female connectors, 2-9 pins IPL500D 8,00
IP-FCEX60 Female connectors kit with 1 screw disconnectable female connector, 12 pins and 2 

bayonet female connectors, 10-16 pins
IPX206D 21,50

IP-FCX215 6 screw female connectors, 2-3(x2)-6-7-8 pins and 3 bayonet female connectors 10-16-22 
pins

IPX215D 42,50

IP-FCEX70 9 screw female connectors, 2-3(x3)-5-6(x2)-7-8 pins and 3 bayonet female connectors 10-
16-22 pins

IPX225D 46,50

IP-FC215CP 6 screw female connectors, 2-3(x5)-6-7-4 pins and 3 bayonet female connectors 10-16-22 
pins

IPG215D
IPG215F
IPR215D

43,50

PROGRAMMING TOOL

Model Description Price €
WIZMATE PROG-TOOL KIT  Programming kit for controllers and Hot Key made up of CD (WIZMATE), wires:

CAB/PTK2, CAB/PTK485, RS232-USB-CONV
HOW TO ORDER:
WIZMATE PROG-TOOL KIT 110V (with 110Vac power supply)
WIZMATE PROG-TOOL KIT 230V (with 230Vac power supply)

192,00

XJ485USB-KIT Converter from USB to RS485 serial (2 wires). Dimensions: 78x40x22mm. The kit 
includes: USB cable type A-B 1,5m, USB with the drivers for the main O.S., Wizmate 
software version

95,00

PROGRAMMING KEYS

Model Description Price €
HOT KEY Key for a quick and easy Dixell’s controllers programming. Dimensions 0,8x16x46mm 5,25
HOT KEY 128 Key for a quick and easy XB570L controllers programming. Dimensions 0,8x16x46mm 15,00
VISOKEY Key for a quick and easy VGIPG display programming. Dimensions 0,8x16x46mm 9,80
PROG KEY Programming key for firmware update. Dimensions 0,8x16x46mm 12,00

Model Description For Price €

@

@

@

@

@
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ACCESSORIES

p

PROGRAMMING KEYBOARD

Model Description / Available for models Price €
KB1 PRG 6 keys programming keyboard for XEV series and XJA- XJP- XJR modules 61,35
CAB/KB11 KB1 PRG keyboard cable, 1m 12,50

iCOOLL MODULES FOR WIRELESS NETWORK

Model Description Price €
XJ200 Radio-frequency communication module to use with monitoring systems, with mounting bracket and 

serial connector included
146,00

PW-200J XJ200 power supplier 30,00

GATEWAY

Model Description Price €
i-METER Gateway for M-Bus Meters 84,00

REMOTE DISPLAY

Model Description / Available for models Price €
X-REP Remote display

HOW TO ORDER:
X-REP-00000
X-REP-10000 (for XJA, XJP)

21,90

CABLES FOR REMOTE DISPLAY

Model Description / Available for models Price €
CAB/REP1 Multipolar connector for X-REP, 1m; to use with XR100/500C, WING, XM400, XB series 3,15
CAB/REP3 Multipolar connector for X-REP, 3m; to use with XR100/500C, WING, XM400, XB series 4,20
CAB/REP5 Multipolar connector for X-REP, 5m; to use with XR100/500C, WING, XM400, XB series 5,25
CAB 51F Cable for X-REP, 1m; to use with XJA, XJP, PRIME CX and XM600 series 3,15
CAB 52F Cable for X-REP, 2m; to use with XJA, XJP, PRIME CX and XM600 series 3,70
CAB 55F Cable for X-REP, 5m; to use with XJA, XJP, PRIME CX and XM600 series 5,25

PRINTER

Model Description / Available for models Price €
XB07PR Printer for XB570L, cables and power adapter included 280,00

ADAPTERS

Model Description / Available for models Price €
C-BOX Wall adapter for C and CX format controllers - IP55 - 108x108x90mm 8,95
C-BOX2 Wall adapter for C and CX format controllers - IP55 - 170x105x82mm 15,50
VS-BOX Wall adapter for VS format controllers - IP55 - 135x74x72mm 13,75
VS-BOX2 Wall adapter for VS format controllers - IP55 - 170x105x82mm 15,50
V-KIT/W Wall adapter for vertical keyboard - IP55 - 100x64x43mm - white colour 10,90
V-KIT/B Wall adapter for vertical keyboard - IP55 - 100x64x43mm - black colour 10,90
FA64 Frame adapter from 32x74 to 31x64 models 0,95
FA/CX Frame adapter from L to CX formats (bulk packing 10 pieces) 30,00
FA/CX Frame adapter from L to CX formats (bulk packing 100 pieces) 280,00
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ACCESSORIES
FILTERS

Model Description Price €
FT-IL Inductive load filter 0,1 uF/100Ohm 250V 4,20
FT-PW Line filter 9,45

GASKETS AND PROTECTIONS

Model Description / Available for models Price €
MDP/CX Plastic protection against dripping on terminal blocks for C and CX models 1,40
RG-C Front panel rubber gasket for C format, IP65 mounting 0,55
RG-R Front panel rubber gasket for R format, IP65 mounting 1,05
RG-L Front panel rubber gasket for L format, IP65 standard mounting 0,95
RG-LX Front panel rubber gasket for L format, IP65 inox mounting 0,95
RG-V Front panel rubber gasket for V format, IP65 mounting 0,95
RG-M Front panel rubber gasket for M format, IP65 mounting 1,45
PG-L Plastic multipurpose protection for L format, IP65 3,00
PG-MF Plastic multipurpose protection with protective front cover for M format, IP66 20,90

FIXING SYSTEMS

Model Description / Available for models Price €
PM-WL Fixing system suitable for any metallic flat surface for WING-L INOX and BACK-PANEL controllers with 

polycarbonate
5,80

PM-WLT Fixing system suitable for any metallic flat surface for WING-L TOUCH controllers 5,80
XW-WA Wall mounting bracket for XWEB500 9,00

TRANSFORMERS

Model Description Price €
TF3 3VA - 230/12Vac, 24/12Vac with VDE approval 5,15
TF3 3VA - 230/12Vac, 24/12Vac with internal thermofuse (130°C) and VDE approval 6,20
TF3 3VA - 110/12Vac with UL approval 7,40
TF3 3VA - 110/12Vac with thermofuse (130°C) and UL, CSA, VDE approval 10,50
TF5 5VA - 230/12Vac, 110/12Vac, 24/12Vac 10,20
TF10 10VA - 230/12Vac, 110/12Vac, 24/12Vac 18,10
TF10D 10VA, 230/24Vac, 110/24Vac - DIN Rail mounting 18,00
TF20D 20VA, 230/24Vac, 110/24Vac - DIN Rail mounting 28,50
TF40D 40VA, 230/24Vac, 110/24Vac - DIN Rail mounting 37,50

LIGHT SWITCHES

Model Description / Available for models Price €
PB-KIT A kit composed by two connectors and a push button, that permits to monitor the maximum and minimum 

temperatures, the calibration offset and the reset function of the XT11S
6,60

LS-R Red light switch 16(4)A/250Vac 2,40
LS-Y Yellow light switch 16(4)A/250Vac 2,40
LS-G Green light switch 16(4)A/250Vac 2,40
CLS-R Red light switch 16(4)A/250Vac for C format models 4,75
CLS-Y Yellow light switch 16(4)A/250Vac for C format models 4,75
CLS-G Green light switch 16(4)A/250Vac for C format models 4,75
CXLS-R Red light switch 16(4)A/250Vac for FA/CX and HLS-KIT 2,40
CXLS-Y Yellow light switch 16(4)A/250Vac for FA/CX and HLS-KIT 2,40
CXLS-G Green light switch 16(4)A/250Vac for FA/CX and HLS-KIT 2,40
WLS-R Red light switch 16(4)A/250Vac for Wing Series 4,75
WLS-Y Yellow light switch 16(4)A/250Vac for Wing Series 4,75
WLS-G Green light switch 16(4)A/250Vac for Wing Series 4,75
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ACCESSORIES
USB KEY

Model Description / Available for models Price €
XDL-KEY USB key for XDL01, XW737K and XW777K 22,00

RELAY

Model Description / Available for models Price €
T92 Relay with a 30A current. Contacts: 2C/O o 2N/O. Rated current: 30/3 (NO/NC). Rated/max voltage: 250/

480Vac. Rated breaking capacity: 7500VA
19,00

SERIAL INTERFACE

Model Description / Available for models Price €
XJ485CX Serial interface module TTL/RS485, power supply from controller, multipolar connector (20cm) included 9,00
XJ485USB-KIT Converter from USB to RS485 serial (2 wires). Dimensions: 78x40x22mm. The kit includes: USB cable 

type A-B 1,5m, USB with the drivers for the main O.S., Wizmate software version
95,00

XJRS485 Serial interface module TTL/RS485 - Optoinsulated - 4 DIN Rail (24Vac, 110/230Vac) 36,45
CAB/RS1 Multipolar connector for XJRS485 and XDL01, 1m 5,00
CAB/RS2 Multipolar connector for XJRS485, 2m 6,60
CAB/RS3 Multipolar connector for XJRS485, 3m 8,15
CAB/RS5 Multipolar connector for XJRS485, 5m 11,35

SIMULATORS

Model Description / Available for models Price €
KIT SIMULATORE IPRO IPG108 Kit to simulate inputs and outputs (analog and digital). 230Vac 

power supply. For IPG108D, IPG108E
2300,00

KIT SIMULATORE IPRO IPG115D Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply. For IPG115D

2300,00

KIT SIMULATORE ESPANSIONE IPX106D Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply. For IPX106D

2300,00

KIT SIMULATORE ESPANSIONE IPX115D Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply. For IPX115D

2300,00

KIT SIMULATORE  XM678D Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply. For XM678D

2300,00

KIT SIMULATORE  XM679K Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply. For XM679K

2300,00

KIT SIMULATORE XEV20D Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply. For XEV20D

2300,00

KIT SIMULATORE IPRO IPR215D Kit to simulate inputs and outputs (analog and digital). 230Vac 
power supply. For IPR215D

2300,00
dIXEL Price List - May 2014 page 107




	Pagina 1
	Pagina 1

